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	First Change



[bookmark: _Toc178156812]5.1.3	CHF selection
The CHF Address(es) selection by the AMF is done during the Registration process based on the following options:
-	CHF Address(es) used for UE context transferred from old AMF.
-	CHF address(es) provided by the PCF as part of Access and mobility policy control information.
-	UDM provided charging characteristics.
-	NRF based discovery1.
-	AMF lLocally provisioned charging characteristics1.
Note 1: Applicable for CHF selection by another CHF as well.
The priority order between these options depends on Operator's policies. 
Once selected, these CHF Address(es) shall be used as long as the UE is registered in the AMF.



	Second Change



[bookmark: _Toc178156816]5.1.5.2	CHF selection
H-CHF selection by the AMF, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	UDM provided charging characteristics.
-	NRF based discovery using UE identifier.
-	AMF locally provisioned charging characteristics.
V-CHF selection by the AMF with roaming architecture according to figure 4.2.2.2, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	NRF based discovery using the PLMN Id of the UE H-PLMN.
-	AMF locally provisioned charging characteristics.
H-CHF selection by the V-CHF with roaming architecture according to figure 4.2.2.x3, during the Registration process when UE determined as in-bound roamer, priority is operator dependent:
-	NRF based discovery using the PLMN Id of the UE H-PLMN.
-	CHF locally provisioned.


	End of changes







