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	First change


[bookmark: _Toc20205482][bookmark: _Toc27579458][bookmark: _Toc36045399][bookmark: _Toc36049279][bookmark: _Toc36112498][bookmark: _Toc44664243][bookmark: _Toc44928700][bookmark: _Toc44928890][bookmark: _Toc51859595][bookmark: _Toc58598750][bookmark: _Toc163042938]
[bookmark: _Toc178156609]Annex x (informative):
Deployment options for Inter-CHF
[bookmark: _Toc178156610]x.1	General
This Annex specifies the deployment options for inter-CHF communication.
[bookmark: _Toc178156611]x.2	Direct communication non-roaming
This deployment is based on TS 23.501 [x]. In this solution the PCF will have knowledge of both CHFs and interact with the CHF that have knowledge of the subscriber’s policy counters. The SMF will interact with the CHF and the CHF will interact with the A-CHF if required. 
There are several ways the CHFs could register in the NRF to support this, an example on how the CHFs would register in the NRF is as follows:
-	One CHF instance can in the chfInfo in NFProfile indicate support of the HPLMN using plmnRangeList, in the NFService for the nchf-convergedcharging service the allowedNFType is SMF, and in the NFService for the nchf-spendinglimitcontrol service the priority is 100
-	One A-CHF instance can in the chfInfo in NFProfile indicate support of a specific SUPI range using supiRangeList, in the NFService for the nchf-convergedcharging service it will have allowed NFType as CHF, and in the NFService for the nchf-spendinglimitcontrol service the priority is 10.
Other possibilities are to have different CHF instances supporting the two different services (i.e., nchf-convergedcharging and nchf-spendinglimitcontrol) or having a specific S-NSSAI allocated to the A-CHF and spendinglimitcontrol service.



Figure x.2-1: Direct communication with A-CHF non-roaming
x.3	Indirect communication with delegated discovery non-roaming
This deployment is based on TS 23.501 [x]. In this solution the CHF and PCF use an SCP with delegated discover to find and interact with the A-CHF. While the SMF interact directly with the CHF. In this case the none of the NFs except the SCP will have to have knowledge on how to find the A-CHF, it may still use NRF for the discovery.


Figure x.3-1: Indirect communication with A-CHF, non-roaming

	End of changes
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