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Start of First change
5.3.163	PcfInfo <<dataType>>
5.3.163.1	Definition
This data type represents information of a PCF Instance. (See clause 6.1.6.2.20 TS 29.510 [23]). 
5.3.163.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	groupId
	O
	T
	T
	F
	T

	dnnList
	O
	T
	T
	F
	T

	supiRanges
	O
	T
	T
	F
	T

	gpsiRanges
	O
	T
	T
	F
	T

	rxDiamHost
	CM
	T
	T
	F
	T

	rxDiamRealm
	CM
	T
	T
	F
	T

	v2xSupportInd
	O
	T
	F
	F
	T

	proseSupportInd
	O
	T
	F
	F
	T

	proseCapability
	CMO
	T
	T
	F
	T

	v2xCapability
	OCM
	T
	T
	F
	T

	a2xSupportInd
	O
	T
	F
	F
	T

	a2xCapability
	CM
	T
	T
	F
	T

	rangingSlPosSupportInd
	O
	T
	F
	F
	T



5.3.163.3	Attribute constraints
	Name
	Definition

	rxDiamHost CM S
	Condition: Rx interface feature is supported.

	rxDiamRealm CM S
	Condition: Rx interface feature is supported.

	[bookmark: _GoBack]proseCapability CM S
	Condition: ProSe Capability is supported.

	v2xCapability CM S
	Condition: V2X Capability is supported.

	a2xCapability CM S
	Condition: the PCF supports A2X Capability.


5.3.163.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

End of First change

