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*** START OF NEXT CHANGE ***
[bookmark: _Toc44516371][bookmark: _Toc45272686][bookmark: _Toc51754681][bookmark: _Toc153041814]4.3.30.2	Attributes
The TraceJob IOC includes attributes inherited from Top IOC (defined in clause 4.3.29) and the following attributes:
	Attribute Name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	jobType
	M
	T
	T
	F
	T

	listOfInterfaces
	CO
	T
	T
	F
	T

	listOfNeTypes
	CM
	T
	T
	F
	T

	PLMNTarget
	CM
	T
	T
	F
	T

	traceReportingConsumerUri
	CM
	T
	T
	F
	T

	traceCollectionEntityIPAddress
	CM
	T
	T
	F
	T

	traceDepth
	CM
	T
	T
	F
	T

	traceReference
	M
	T
	T
	F
	T

	traceReportingFormat
	M
	T
	T
	F
	T

	traceTarget
	M
	T
	T
	F
	T

	triggeringEvents
	CM
	T
	T
	F
	T

	anonymizationOfMDTData
	CM
	T
	T
	F
	T

	areaConfigurationForNeighCell
	CO
	T
	T
	F
	T

	areaScope
	CO
	T
	T
	F
	T

	collectionPeriodRRMLTE
	CM
	T
	T
	F
	T

	collectionPeriodM6LTE
	CM
	T
	T
	F
	T

	collectionPeriodM7LTE
	CM
	T
	T
	F
	T

	collectionPeriodRRMUMTS
	CM
	T
	T
	F
	T

	collectionPeriodRRMNR
	CM
	T
	T
	F
	T

	collectionPeriodM6NR
	CM
	T
	T
	F
	T

	collectionPeriodM7NR
	CM
	T
	T
	F
	T

	eventListForEventTriggeredMeasurement
	CM
	T
	T
	F
	T

	eventThreshold
	CM
	T
	T
	F
	T

	listOfMeasurements
	CM
	T
	T
	F
	T

	loggingDuration
	CM
	T
	T
	F
	T

	loggingInterval
	CM
	T
	T
	F
	T

	eventThresholdL1
	CM
	T
	T
	F
	T

	hysteresisL1
	CM
	T
	T
	F
	T

	timeToTriggerL1
	CM
	T
	T
	F
	T

	mBSFNAreaList
	CM
	T
	T
	F
	T

	measurementPeriodLTE
	CM
	T
	T
	F
	T

	measurementPeriodUMTS
	CM
	T
	T
	F
	T

	measurementQuantity
	CM
	T
	T
	F
	T

	eventThresholdUphUMTS
	CO
	T
	T
	F
	T

	plmnList
	CO
	T
	T
	F
	T

	positioningMethod
	CO
	T
	T
	F
	T

	reportAmount
	CM
	T
	T
	F
	T

	reportingTrigger
	CM
	T
	T
	F
	T

	reportInterval
	CM
	T
	T
	F
	T

	reportType
	CM
	T
	T
	F
	T

	sensorInformation
	CO
	T
	T
	F
	T

	traceCollectionEntityId
	CM
	T
	T
	F
	T



[bookmark: _Toc44516372][bookmark: _Toc45272687][bookmark: _Toc51754682][bookmark: _Toc153041815]*** START OF NEXT CHANGE ***
4.3.30.3	Attribute constraints
	Name
	Definition

	listOfInterfaces (support qualifier)
	This attribute shall be present when jobType includes Trace.

	listOfNeTypes (support qualifier)
	This attribute shall be present only for Trace with Signalling Based Activation

	PLMNTarget (support qualifier)
	This attribute shall be present for management based activation when several PLMNs are supported in the RAN.

	traceReportingConsumerUri (support qualifier)
	This attribute shall be present if streaming trace data reporting is supported and traceReportingFormat set to "streaming".

	traceCollectionEntityIPAddress (support qualifier)
	This attribute shall be present if file based trace data reporting is supported and traceReportingFormat set to "file based" or when jobType is set to Logged MDT or Logged MBSFN MDT.

	traceDepth (support qualifier)
	This attribute shall be present when jobType includes Trace.

	triggeringEvents (support qualifier)
	This attribute shall be present when jobType includes Trace.

	anonymizationOfMDTData (support qualifier)
	This attribute shall be present only if MDT is supported and the areaScope attribute is present. This attribute is only applicable for management based activation.

	areaConfigurationForNeighCell (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	areaScope (support qualifier)
	This attribute shall be present if MDT is supported.

	collectionPeriodRRMLTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M2, M3 measurement set in case of LTE.

	collectionPeriodRRMUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M3, M4, M5 measurement set in case of UMTS.

	eventListForEventTriggeredMeasurement (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	eventThreshold (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the reportingTrigger attribute is configured for A2EventReporting in LTE and NR or 1f/1IEventReporting in UMTS.

	listOfMeasurements (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT.

	loggingDuration (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT or Logged MBSFN MDT.

	loggingInterval (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT or Logged MBSFN MDT.

	eventThresholdL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	hysteresisL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	timeToTriggerL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	mBSFNAreaList (support qualifier)
	This attribute shall be present only if Logged MBSFN MDT is supported and the jobType attribute is set to Logged MBSFN MDT. This is applicable only for eUTRAN.

	measurementPeriodLTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has either M4 or M5 measurement set.

	collectionPeriodM6LTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has M6 measurement set.

	collectionPeriodM7LTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has M7 measurement set.

	measurementPeriodUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for UMTS has M6 or M7 measurements set.

	collectionPeriodRRMNR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M4, M5 measurement set in case of NR.

	collectionPeriodM6NR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has M6 measurement set in case of NR.

	collectionPeriodM7NR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M7 measurement set in case of NR.

	measurementQuantity (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combined Trace and Immediate MDT and the reportingTrigger parameter is set to event 1F.

	eventThresholdUphUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combined Trace and Immediate MDT and the listOfMeasurements attribute has M4 measurement set in case of UMTS.

	plmnList (support qualifier)
	This attribute shall be present only if MDT is supported, several PLMNs are supported in the RAN and the jobType attribute is set to Logged MDT.

	positioningMethod (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT.

	reportAmount (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the reportingTrigger attribute is configured for periodic measurements or event triggered periodic measurements.

	reportingTrigger (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute is configured for M1 (for UMTS, LTE and NR) or M2 (only for UMTS).

	reportInterval (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT, the listOfMeasurements attribute is configured for M1 (for UMTS, LTE and NR) or M2 (only for UMTS) and the reportingTrigger is configured for periodic measurements or event triggered periodic measurements.

	reportType (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	sensorInformation (support qualifier)
	This attribute shall be present only if NR MDT is supported.

	traceCollectionEntityId (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT.
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