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*** START OF NEXT CHANGE ***
[bookmark: _Toc153371459]4.3.38	AreaScope <<dataType>>
[bookmark: _Toc153371460]4.3.38.1	Definition
This <<dataType>> defines the area scope of MDT and QoE. The Area Scope for MDT is specified in clause 5.10.2 of TS 32.422 [30]. The Area Scope for QoE is specified in clause 5.4 of TS 28.405 [50].
The attribute eutraCellIdList is a list of LTE Cells, identified by E-UTRAN-CGI. 
The attribute nrCellIdList is a list of NR Cells, identified by NG-RAN CGI.
The attribute tacList is a list of Tracking Area, identified by TAC in LTE and NR.
The attribute taiList is a list of Tracking Area Identity, identified by TAC with associated plmn-Identity perTAC-List containing the PLMN identity for each TAC in LTE and NR.
The attribute nPNIdentityList is a list of NPN IDs. It is only applicable for management-based MDT in NR.
The Area Scope parameter in LTE and NR contains one of the followings:
-	list of Cells, identified by E-UTRAN-CGI or NG-RAN CGI. Maximum 32 CGI can be defined.
-	list of Tracking Area, identified by TAC. Maximum of 8 TAC can be defined. 
-	list of Tracking Area Identity, identified by TAC with associated plmn-Identity perTAC-List containing the PLMN identity for each TAC. Maximum of 8 TAI can be defined. 
The Area Scope parameter in NR can also contain:
-	list of NPN IDs in NR. It is either a list of PNI-NPNs identified by CAG ID with associated plmn-Identity (Maximum 256 PNI-NPNs can be defined) or a list of SNPN by Network ID with associated plmn-Identity (Maximum 16 SNPNs can be defined).
[bookmark: _Toc153371461]4.3.38.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	choice
	
	
	
	
	

	 > eutraCellIdList
	O
	T
	T
	F
	T

	 > nrCellIdList
	O
	T
	T
	F
	T

	 > tacList
	O
	T
	T
	F
	T

	 > taiList
	O
	T
	T
	F
	T

	nPNIdentityList
	O
	T
	T
	F
	T



[bookmark: _Toc153371462]4.3.38.3	Attribute constraints
None.
[bookmark: _Toc153371463]4.3.38.4	Notifications
The clause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
*** END OF CHANGE ***

