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[bookmark: _Toc163042960]5.2.2.2.3	PDU Session Modification 
The following figure 5.2.2.2.3-1 describes the PDU session modification charging, based on figure 4.3.3.2-1 TS 23.502 [202] description:  


Figure 5.2.2.2.3-1: PDU Session Modification 
2ch-a. 	The SMF sends Charging Data Request [Update] to the CHF for reporting the charging information when the corresponding trigger is armed. 
2ch-b. The CHF update the CDR for the PDU session.
2ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the SMF.
Based on Figure 4.3.3.2-1 TS 23.502 [202] description, the following Figure 5.2.2.2.3-2 describes charging procedure for the PDU session modification initiated by PCF.


Figure 5.2.2.2.3-2: PDU Session Modification initiated by PCF
1. Network requested PDU Session Modification is triggered by PCF initiated SM Policy Association Modification procedure to notify SMF about the modification of PCC rule as described in clause 6.3.1 of TS 23.503 [202].
2ch-a. 	The SMF sends Charging Data Request [Update] to the CHF for reporting the charging information when the corresponding trigger is armed. (e.g., start of the service data flow, QoS change) 
2ch-b. The CHF update the CDR for the PDU session.
2ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the SMF.
3 to 13 PDU Session Modification Request Contination. 
	End of Changes
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