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[bookmark: _Toc177995525][bookmark: _Toc91749796]/*********************************** First changes ******************************/ 
[bookmark: _Toc165970963]10.4	Use of broadcast/multicast transmissions
[bookmark: _Toc165970964]10.4.1	General
An IOPS MC connectivity function can provide support for group communications based on broadcast/multicastMBMS transmissions. Broadcast/multicastMBMS transmissions can be used for the downlink delivery of MC service application signalling and media to the MC service UEs over broadcast/multicast session (e.g., MBMS bearers in EPS, MBS session in 5GS).
The use of broadcast/multicast MBMS transmissions in the IOPS mode of operation are based on the related information flows and procedures specified in 3GPP TS 23.280 [3], 3GPP TS 23.379 [5], and 3GPP TS 23.282 [6], and 3GPP TS 23.289 [23289].
[bookmark: _Toc165970965]10.4.2	Information flows
[bookmark: _Toc11744415][bookmark: _Toc460617046][bookmark: _Toc460616185][bookmark: _Toc165970966]10.4.2.1	MapIOPSGroupToBearer MapIOPSGroupToNetworkSession (IP connectivity functionality)
Table 10.4.2.1-1 describes the information flow to associate a group session based on the IP connectivity functionality to an broadcast/multicast sessionMBMS bearer. It is sent from the IOPS MC connectivity function to the MC service client. 
Table 10.4.2.1-1: MapIOPSGroupToBearer MapIOPSGroupToNetworkSession (IP connectivity functionality) 
	Information element
	Status
	Description

	IOPS MC service group ID
	M
	This element identifies the IOPS MC service group, in which the group session is started.

	Media stream identifier 
	M
	This element identifies the media stream of the SDP used for the group session (e.g. MBMS subchannel).

	Identifier of broadcast/multicast sessionTMGI (NOTE)
	O
	The MBMS bearer identifier of the network broadcast/multicast session (e.g., TMGI) if the media of the group session is not sent on the same MBMS bearerbroadcast/multicast session as this MapIOPSGroupToNetworkSessionBearer message.

	Session acknowledgement indicator
	O
	Indication that the group session requires acknowledgement from receiving MC service clients.

	NOTE:	“Identifier of broadcast/multicast session”TMGI  IE shall be present if this message is sent over a different broadcast/multicast sessionMBMS bearer than the media of the group session; TMGI This IE may be present if this message is sent over the same broadcast/multicast sessionMBMS bearer as the media of the group session.



[bookmark: _Toc11744416][bookmark: _Toc460617047][bookmark: _Toc460616186][bookmark: _Toc165970967]10.4.2.2	UnmapIOPSGroupFromBearer UnmapIOPSGroupFromNetworkSession (IP connectivity functionality)
Table 10.4.2.2-1 describes the information flow to disconnect a group session based on the IP connectivity functionality from an broadcast/multicast sessionMBMS bearer. It is sent from the IOPS MC connectivity function to the MC service client.
Table 10.4.2.2-1: UnmapIOPSGroupFromBearerUnmapIOPSGroupFromNetworkSession
	Information element
	Status
	Description

	IOPS MC service group ID
	M
	This element identifies the IOPS MC service group, in which the group session is started.



[bookmark: _Toc11744334][bookmark: _Toc460616989][bookmark: _Toc460616128][bookmark: _Toc165970968]10.4.3	Use of pre-established MBMS bearersbroadcast/multicast session
The MC services in the IOPS mode of operation shall support the procedure for using pre-established broadcast/multicast sessionMBMS bearers as specified 3GPP TS 23.280 [3] or 3GPP TS 23.289 [23289] with the following clarification:
-	The MC service server is the IOPS MC connectivity function.
The MCPTT service shall use the MCPTT-IOPS-2, MCPTT-IOPS-4, and MC-IOPS-6 reference points for this procedure.
The MCData service shall use the MCData-IOPS-2, MCData-IOPS-4, and MC-IOPS-6 reference points for this procedure.
The IOPS MC system may use pre-established broadcast/multicast sessionsMBMS bearers for distributing the media associated to group sessions. Depending on the capacity of the broadcast/multicast sessionMBMS bearer, the broadcast/multicast sessionbearer can be used to broadcast one or more group sessions in parallel.
[bookmark: _Toc165970969][bookmark: _Toc11744419][bookmark: _Toc460617052][bookmark: _Toc460616191][bookmark: _Toc433209850]10.4.4	Use of dynamic broadcast/multicast sessionMBMS bearer establishment
The MC services in the IOPS mode of operation shall support the procedure for using dynamic broadcast/multicast sessionMBMS bearers as specified 3GPP TS 23.280 [3] or 3GPP TS 23.289 [23289] with the following clarification:
-	The MC service server is the IOPS MC connectivity function.
The MCPTT service shall use the MCPTT-IOPS-2, MCPTT-IOPS-4, and MC-IOPS-6 reference points for this procedure.
The MCData service shall use the MCData-IOPS-2, MCData-IOPS-4, and MC-IOPS-6 reference points for this procedure.
The IOPS MC system may use dynamic MBMS bearer establishment for distributing the media associated to group sessions.
[bookmark: _Toc11744420][bookmark: _Toc460617053][bookmark: _Toc460616192][bookmark: _Toc165970970]10.4.5	Group session connect and disconnect over MBMS broadcast/multicast session (IP connectivity functionality)
[bookmark: _Toc165970971][bookmark: _Toc11744421][bookmark: _Toc460617054][bookmark: _Toc460616193]10.4.5.1	General
MBMS bearers can be used for group sessions based on the IP connectivity functionality. One broadcast/multicast sessionMBMS bearer can be associated to one or more specific groups or group sessions. Before sending packets related to a group session, i.e. signalling and media, over an MBMS bearerbroadcast/multicast session, the IOPS MC connectivity function transmits the association information between the group session and the broadcast/multicast sessionMBMS bearer. When the group session over the broadcast/multicast sessionMBMS bearer is finished, this temporary association information of a group session to specific resources on a broadcast/multicast sessionMBMS bearer is undone. Prior to the association of a group session to an broadcast/multicast sessionMBMS bearer the broadcast/multicast session MBMS bearer is activated and announced to the MC service clients.
[bookmark: _Toc165970972][bookmark: _Toc11744422][bookmark: _Toc460617055][bookmark: _Toc460616194]10.4.5.2	Procedure
[bookmark: _Toc165970973][bookmark: _Toc11744423][bookmark: _Toc460617056][bookmark: _Toc460616195]10.4.5.2.1	Group Session connect over MBMSbroadcast/multicast session
In figure 10.4.5.2.1-1 the MC service client 1 is the client that initiates a group session, e.g. an MCPTT client initiating a group call. The MC service client 1 may be within the broadcast/multicast MBMS service area. The MC service clients 2 … n represent MC service clients, e.g. MCPTT clients, receiving the group session packets over an MBMS bearer. There may be other receiving MC service clients both over unicast bearers and over this or other MBMS bearerbroadcast/multicast session(s), however, they are not illustrated in this figure.
Pre-conditions: 
-	The MC service user profile used for the IOPS mode of operation is pre-provisioned in the MC service UEs
-	The IOPS MC service group ID and its associated IOPS group IP multicast address are pre-configured in the MC service clients
[bookmark: _Hlk22832831]-	The MC service users have an active PDN connection to the IOPS MC connectivity function for the communication based on the IP connectivity functionality
-	The MC service users are discovered by the IOPS MC connectivity function to support MC services based on the IP connectivity functionality






Figure 10.4.5.2.1-1: Group session connect on broadcast/multicast sessionMBMS bearer (IP connectivity functionality)
[bookmark: _Hlk178524447]1.	Activation and announcement of broadcast/multicast sessionMBMS bearer availability.
2.	MC user at the MC service client 1 wants to initiate an MC service group session with a specific IOPS MC service group based on the IP connectivity functionality.
3.	The MC service client 1 transmits the related group session packets via the IOPS MC connectivity function targeting the IOPS MC service group (i.e. using the corresponding IOPS group IP multicast address) 
4.	The IOPS MC connectivity function determines that the received packets correspond to a group session. Therefore, the IOPS MC connectivity function transmits a MapIOPSGroupToBearer MapIOPSGroupToNetwork message over a previously established broadcast/multicast sessionMBMS bearer to all users monitoring the broadcast/multicast sessionMBMS bearer. The MapIOPSGroupToBearer MapIOPSGroupToNetwork message includes association information between the group session and the broadcast/multicast sessionMBMS bearer. It includes the corresponding IOPS MC service group ID associated to the IOPS group IP multicast address related to the group session.
5.	The IOPS MC connectivity function distributes the received group session packets from the MC service client 1 to other MC service clients (e.g. MC service clients 2 … n) over the broadcast/multicast sessionMBMS bearer.
NOTE:	MC service clients receiving the group session packets over the broadcast/multicast sessionMBMS bearer only decode the packets that are addressed to their pre-configured IOPS group IP multicast address(es). Otherwise, the MC service clients discard the packets.
[bookmark: _Toc165970974][bookmark: _Toc11744424][bookmark: _Toc460617057][bookmark: _Toc460616196]10.4.5.2.2	Group session disconnect over broadcast/multicast sessionMBMS
Figure 10.4.5.2.2-1 shows the high levelhigh-level procedure where an UnmapIOPSGroupFromBearer UnmapIOPSGroupFromNetworkSession message is transmitted from the IOPS MC connectivity function to MC service clients to indicate that a group session is being disconnected or dissociated from the broadcast/multicast sessionMBMS bearer.




Figure 10.4.5.2.2-1: Group session disconnect on broadcast/multicast sessionMBMS bearer (IP connectivity functionality)
1.	A group session based on the IP connectivity functionality is ongoing; the group session packets received from the MC service client 1 are distributed over broadcast/multicast sessionMBMS bearer to other MC service clients within the system.
2.	The IOPS MC connectivity function has determined to disconnect the group session from the broadcast/multicast sessionMBMS bearer for the MC service clients within the system.
NOTE:	The IOPS MC connectivity function may decide to disconnect a group session from an broadcast/multicast sessionMBMS bearer if group session packets are not anymore received addressing the corresponding IOPS MC service group (or IOPS group IP multicast address).
3.	An UnmapGroupFromBearer message is transmitted from the IOPS MC connectivity function to the MC service clients and possibly to the MC service client 1 (if it is within the MBMS broadcast/multicast coverage area) on broadcast/multicast sessionMBMS bearer(s).
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