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	Reason for change:
	TS 23.527 does not specify how to restore TSS monitoring when an NG-RAN towards which TSS information reporting was subscribed fails with or without restart.

	
	

	Summary of change:
	Upon detecting that an NG-RAN, towards which TSS information reporting was subscribed, has failed with or without restart, the AMF notifies the TSCTSF about the NG-RAN failure with or without restart. When the NG-RAN restarts, the TSCTSF should subscribe again to TSS information reporting to the restarted NG-RAN.


	
	

	Consequences if not approved:
	TSS monitoring is stopped at an NG-RAN when the NG-RAN fails with or without restart, without the TSCSTF being aware of it and being able to restore the service when the NG-RAN restarts.
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* * * First Change * * * *
X.3	NG-RAN failure with or without restart
When an NG-RAN node fails with or without restart, the subscriptions for TSS information reporting that were created at the NG-RAN node before the NG-RAN failure are lost. 
Upon detecting that an NG-RAN node fails with or without restart, the AMF shall notify the TSCSTFs subscribed to TSS information reporting about the failure of the NG-RAN node with or without restart by sending an Namf_NonUeN2InfoNotify request with the tssInfo IE including the NG-RAN node ID and the ngranFailureInfo IE indicating that the NG-RAN has failed with or without restart. 
Upon being notified by the AMF of the NG-RAN failure without restart, the TSCSTF may log the information and should consider that no more TSS information can be received from the failed NG-RAN. 
Upon being notified by the AMF of the NG-RAN failure with restart, the TSCTSF should subscribe again to TSS information reporting (by sending an Namf_NonUeN2MessageTransfer request as specified in clause 4.15.9.5 of 3GPP TS 23.502 [3] but without sending a Namf_NonUeN2InfoSubscribe request since the subscription already exists at the AMF) to the restarted NG-RAN. 
NOTE:	The above procedure allows to resume TSS information reporting from the restarted NG-RAN to the TSCTSF via the AMF.


* * * End of Changes * * * *


