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	Reason for change:
	Maximum Data Burst Volume IE may only be included for a Delay Critical GBR QoS flow, e.g. the QosResourceType is set to CRITICAL_GBR.

The maximum data burst volume defined in Dynamic5Qi data type in 3GPP TS 29.571 includes the following condition:
This IE shall be present for a Delay Critical GBR QoS flow.

It is proposed to update the description of the Maximum Data Burst Volume IE in AlternativeQosProfile to reflect the condition. And if the Maximum Data Burst Volume IE is absent in AlternativeQosProfile, the maximum data burst volume included in Dynamic5Qi or nonDynamic5Qi shall be applied.

[bookmark: _GoBack]As the Maximum Data Burst Volume may not be included in nonDynamic5Qi if the default value is used, the description also clarifies this case.
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	Update the description of the Maximum Data Burst Volume IE
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* * * First Change * * * *

[bookmark: _Toc43120149][bookmark: _Toc49768204][bookmark: _Toc56434377][bookmark: _Toc161820313]6.1.6.2.61	Type: AlternativeQosProfile
Table 6.1.6.2.61-1: Definition of type AlternativeQosProfile
	Attribute name
	Data type
	P
	Cardinality
	Description

	index
	Integer
	M
	1
	When present, this IE shall contain the index identifying the alternative QoS profile.
Minimum = 1. Maximum = 8.

	guaFbrDl
	BitRate
	O
	0..1
	When present, this IE shall contain the Guaranteed Bit Rate in Downlink. See 3GPP TS 23.501 [2].

	guaFbrUl
	BitRate
	O
	0..1
	When present, this IE shall contain the Guaranteed Bit Rate in Uplink. See 3GPP TS 23.501 [2].

	packetDelayBudget
	PacketDelBudget
	O
	0..1
	When present, this IE shall indicate the packet delay budget. 

	packetErrRate
	PacketErrRate
	O
	0..1
	When present, this IE shall indicate the packet error rate. 

	maxDataBurstVol
	integer
	O
	0..1
	Unsigned integer indicating Maximum Data Burst Volume (see clauses 5.7.3.7 and 5.7.4 of 3GPP TS 23.501 [8]), expressed in Bytes.
Minimum = 1. Maximum = 2000000.
This IE may only be present for a Delay Critical GBR QoS flow.
If absent, the maximum data burst volume included in dynamic5Qi or nonDynamic5Qi attribute shall be applied for the alternative QoS Profile of a Delay Critical GBR QoS flow. It the IE is also absent in nonDynamic5Qi, the default value of the Maximum Data Burst Volume shall be applied.
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