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	29.244
	0838
	1
	Rel-18
	UPF reports for Congestion information and Data Rate monitoring
	F
	18.5.0
	CT4#122
	C4-241394
	Nokia, Ericsson
	XRM
	5.39.2, 5.39.3.3, 5.39.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0839
	-
	Rel-18
	Definition of congestion information for exposure
	F
	18.5.0
	CT4#122
	C4-241096
	Nokia
	XRM
	5.39.3.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0840
	1
	Rel-18
	Resolving Editor's notes on EDB Indication and RTP Header Extension Type
	F
	18.5.0
	CT4#122
	C4-241395
	Nokia, Huawei, Ericsson
	XRM
	5.38.4.1, 5.38.4.4, 7.5.2.5, 7.5.4.5, 8.2.216, 8.2.234
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0849
	1
	Rel-18
	Description of IEs in congestion information monitoring
	F
	18.5.0
	CT4#122
	C4-241396
	Huawei
	XRM
	5.24.5.3, 7.5.2.9, 8.2.167
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.244
	0851
	1
	Rel-18
	Update the description of PDU set marking
	F
	18.5.0
	CT4#122
	C4-241397
	Huawei
	XRM
	7.5.2.5, 8.2.216
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0762
	1
	Rel-18
	Nsmf_PDUSession API features for XRM support
	F
	18.6.0
	CT4#122
	C4-241391
	Nokia
	XRM
	6.1.6.2.9, 6.1.6.2.11, 6.1.6.2.16, 6.1.6.2.19, 6.1.6.2.20, 6.1.6.2.22, 6.1.6.2.75, 6.1.6.2.76, 6.1.6.2.77, 6.1.6.2.78, 6.1.8
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0763
	2
	Rel-18
	Protocol Description for UL traffic
	F
	18.6.0
	CT4#122
	C4-241504
	Nokia, Huawei, ZTE, Ericsson
	XRM
	6.1.6.2.19, 6.1.6.2.20, A.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0764
	-
	Rel-18
	ECN marking/Congestion Information Reporting Status during Xn and N2 handovers
	F
	18.6.0
	CT4#122
	C4-241097
	Nokia
	XRM
	6.1.6.2.9, 6.1.6.2.11
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.502
	0783
	2
	Rel-18
	Condition on Maximum Data Burst Volume
	F
	18.6.0
	CT4#123
	C4-242371
	Huawei, ZTE
	XRM
	6.1.6.2.61
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.518
	1075
	1
	Rel-18
	Support for the XR Device with 2Rx
	B
	18.5.0
	CT4#123
	C4-242338
	Huawei
	XRM
	
	

	29.571
	0541
	1
	Rel-18
	PDU Set QoS parameters
	F
	18.5.0
	CT4#122
	C4-241335
	Nokia, Ericsson
	XRM
	5.5.4.11, A.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.571
	0550
	2
	Rel-18
	Removable data types for XRM
	B
	18.5.0
	CT4#122
	C4-241531
	Ericsson
	XRM
	5.5.3.a, 5.5.3.b, 5.5.3.c, 5.5.4.x, 5.5.4.y, 5.5.4.z, A.2
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	29.571
	0555
	1
	Rel-18
	Granularity of PduSetQosParaRm
	F
	18.5.0
	CT4#123
	C4-242340
	Ericsson
	XRM
	
	


