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	Reason for change:
	PduSetQosParaRm, as defined, allows to remove all the previously provided PDU Set QoS parameters, but does not allow to remove, individually, any of the PDU Set QoS parameters previously provided. 

For completion, the pduSetDelayBudget and pduSetErrRate attributes need to be defined as removable. 

For the PduSetHandlingInfo attribute need to defined as removable.


	
	

	Summary of change:
	Update of the PduSetQosParaRm data type to define the pduSetDelayBudget and pduSetErrRate attributes as removable.
Add the PduSetHandlingInfoRm attribute.


	
	

	Consequences if not approved:
	Individual properties of the PduSetHandlingInfo attribute cannot be removed.
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	Other comments:
	The CR introduces backward compatible changes to the following OpenAPIs: 
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	This CR's revision history:
	Rev1:  In note x, "as" is changed to "at". in OpenAPI for PduSetQosParaRm, nullable: true is added.
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[bookmark: _Toc122095838][bookmark: _Toc133336346][bookmark: _Toc143984842][bookmark: _Toc144147619][bookmark: _Toc153885420][bookmark: _Toc161915284][bookmark: _Toc133336347][bookmark: _Toc143984843][bookmark: _Toc144147620][bookmark: _Toc153885421][bookmark: _Toc161915285]* * * First Change * * * *
5.5.3.X	Enumeration: PduSetHandlingInfoRm
This enumeration is defined in the same way as the "PduSetHandlingInfo" enumeration, but with the OpenAPI "nullable: true" property.
* * * Next Change * * * *
5.5.4.12	Type: PduSetQosParaRm
This data type is defined in the same way as the "PduSetQosPara" data type, but with the OpenAPI "nullable: true" property and with the "pduSetDelayBudget" attribute with the removable data type "ExtPacketDelBudgetRm", the "pduSetErrRate" attribute with the removable data type "PacketErrRateRm" and the "pduSetHandlingInfo" attribute with the removable data type "PduSetHandlingInfoRm".
Table 5.5.4.12-1: Definition of type PduSetQosParaRm
	Attribute name
	Data type
	P
	Cardinality
	Description

	pduSetDelayBudget
	ExtPacketDelBudgetRm
	C
	0..1
	Indicates the PDU Set Delay Budget (PSDB) (see clause 5.7.7.2 of 3GPP TS 23.501 [8]). (NOTE X, NOTE Y)

	pduSetErrRate
	PacketErrRateRm
	C
	0..1
	Indicates the PDU Set Error Rate (PSER) (see clause 5.7.7.3 3GPP TS 23.501 [8]). (NOTE X, NOTE Y)

	pduSetHandlingInfo
	PduSetHandlingInfoRm
	C
	0..1
	Indicates whether all PDUs of the PDU Set are needed for the usage of the PDU Set by the application layer in the receiver side. (NOTE Y)

	NOTE X:		The pduSetDelayBudget and pduSetErrRate shall only be removed at the same time.
[bookmark: OLE_LINK2]NOTE Y:	When the PduSetQosParaRm is used to initially provision the PDU Set QoS parameters the PduSetQosParamRm shall contain at least one of the following:
	 1) pduSetHandlingInfo and/or 2) both pduSetDelayBudget and pduSetErrRate. 
	When the PduSetQosParaRm is used to modify the previously provisioned value(s), only the attribute(s) to be modified shall be present, e.g. only the pduSetErrRate is present when the value of the pduSetErrRate is to be changed but there is no change for the pduSetDelayBudget and the pduSetHandlingInfo attributes.



* * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc133336429][bookmark: _Toc143984951][bookmark: _Toc144147728][bookmark: _Toc153885533][bookmark: _Toc161915400][bookmark: _Toc26202338][bookmark: _Toc22624277][bookmark: _Toc22141075][bookmark: _Toc18853084][bookmark: _Toc26202524][bookmark: _Toc34804239][bookmark: _Toc35935810][bookmark: _Toc45030030][bookmark: _Toc51922390][bookmark: _Toc51922809][bookmark: _Toc122015866][bookmark: _Toc130845029][bookmark: _Toc138344526][bookmark: _Toc145947032][bookmark: _Toc153817472][bookmark: _Toc161839793]A.2	Data related to Common Data Types
[bookmark: _Hlk136201815]openapi: 3.0.0

info:
  version: '1.5.0-alpha.6'


  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  

externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 18.5.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'

******Skipped for Clarity*******


    PduSetHandlingInfo:
      anyOf:
        - type: string
          enum:
            - ALL_PDUS_NEEDED
            - ALL_PDUS_NOT_NEEDED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
      description: |
        Possible values are:
        - "ALL_PDUS_NEEDED": All PDUs of the PDU Set are needed
        - "ALL_PDUS_NOT_NEEDED": All PDUs of the PDU Set are not needed

    MediaTransportProto:
      anyOf:
        - type: string
          enum:
            - RTP
            - SRTP
        - type: string
      description: >
        The enumeration MediaTransportProto indicates the transport protocol used for a media flow.

    RtpHeaderExtType:
      anyOf:
        - type: string
          enum:
            - PDU_SET_MARKING
        - type: string
      description: >
        The enumeration indicates the type of Rtp Header Extension type 


    RtpPayloadFormat:
      anyOf:
        - type: string
          enum:
            - H264
            - H265
        - type: string
      description: >
        The enumeration RtpPayloadFormat indicates the RTP Payload format 

    PduSetHandlingInfoRm:
      anyOf:
        - $ref: '#/components/schemas/PduSetHandlingInfo'
        - $ref: '#/components/schemas/NullValue'
      description: >
        This enumeration is defined in the same way as the 'PduSetHandlingInfo' enumeration,
        but with the OpenAPI 'nullable: true' property.


******Skipped for Clarity*******

    PduSetQosParaRm:
      description: "PduSetQosPara contains removable attributeswith nullable: true"
      anyOf:
        - $ref: '#/components/schemas/PduSetQosPara'
        - $ref: '#/components/schemas/NullValue'
      type: object
      nullable: true
      properties:
        pduSetDelayBudget:
          $ref: '#/components/schemas/ExtPacketDelBudgetRm'
        pduSetErrRate:
          $ref: '#/components/schemas/PacketErrRateRm'
        pduSetHandlingInfo:
         $ref: '#/components/schemas/PduSetHandlingInfoRm'





******Skipped for Clarity*******

* * * End of Changes * * * *


