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	Reason for change:
	3GPP TS 29.518 has specified the usage of ueContextId composing with different UE IDs on Individual UeContext resource:

When the ueContextId is composed by UE's SUPI or PEI, UE's PEI shall be used for the case:
-	If the UE is emergency registration and the UE is UICCless;
-	If the UE is emergency registration but SUPI is not authenticated.
For other cases, UE's SUPI shall be used.
However, for other resource, the similar rules are not clarified, especially for N1 N2 Message Transfer, where the LCS Correlation Id can be used as UE ID.

The CR makes similar statement in all the UE related resources.


	
	

	Summary of change:
	Clarify the Usage of ueContextId composed from different UE ID for all UE related resources.
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	Usage of ueContextId composed from different UE ID is not clearly specified for some UE related resources. An NF consumer may misuse the unexpected UE ID type to compose the UeContextId and encounter service failure.
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* * * First Change * * * *
[bookmark: _Toc25156283][bookmark: _Toc34124583][bookmark: _Toc43207705][bookmark: _Toc49857177][bookmark: _Toc56677013][bookmark: _Toc56691536][bookmark: _Toc56698800][bookmark: _Toc89035033][bookmark: _Toc89064831][bookmark: _Toc89180130][bookmark: _Toc97071809][bookmark: _Toc120051211][bookmark: _Toc161843291][bookmark: _Toc25156598][bookmark: _Toc34124903][bookmark: _Toc43208038][bookmark: _Toc49857505][bookmark: _Toc56677350][bookmark: _Toc56691873][bookmark: _Toc56699137][bookmark: _Toc89035410][bookmark: _Toc89065208][bookmark: _Toc89180507][bookmark: _Toc97072200][bookmark: _Toc145947727][bookmark: _Toc25156272][bookmark: _Toc34124572][bookmark: _Toc43207686][bookmark: _Toc49857166][bookmark: _Toc56677001][bookmark: _Toc56691524][bookmark: _Toc56698788][bookmark: _Toc89035008][bookmark: _Toc89064806][bookmark: _Toc89180105][bookmark: _Toc97071784][bookmark: _Toc120051186][bookmark: _Toc161843266]6.1.3.2.2	Resource Definition
Resource URI:{apiRoot}/namf-comm/<apiVersion>/ue-contexts/{ueContextId}

This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Data Type
	Definition

	apiRoot
	String
	See clause 6.1.1

	apiVersion
	String
	See clause 6.1.1.

	ueContextId
	String
	Represents the 5G Globally Unique Temporary Identifier (See 3GPP TS 23.501 [2] clause 5.9.4)
	Pattern: "5g-guti-[0-9]{5,6}[0-9a-fA-F]{14}"
Or represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"



When the ueContextId is composed by UE's SUPI or PEI, UE's PEI shall be used for the case:
-	If the UE is emergency registered emergency registration and the UE is UICCless;
-	If the UE is emergency registered emergency registration but SUPI is not authenticated.
For other cases, UE's SUPI shall be used.

* * * Next Change * * * *
6.1.3.3.2	Resource Definition
Resource URI: {apiRoot}/namf-comm/<apiVersion>/{ueContextId}/n1-n2-messages/subscriptions

This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1.

	ueContextId
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"



When the ueContextId is composed by UE's SUPI or PEI, UE's PEI shall be used for the case:
-	If the UE is emergency registered and the UE is UICCless;
-	If the UE is emergency registered but SUPI is not authenticated.
For other cases, UE's SUPI shall be used.

* * * Next Change * * * *
[bookmark: _Toc25156288][bookmark: _Toc34124589][bookmark: _Toc43207711][bookmark: _Toc49857183][bookmark: _Toc56677019][bookmark: _Toc56691542][bookmark: _Toc56698806][bookmark: _Toc89035039][bookmark: _Toc89064837][bookmark: _Toc89180136][bookmark: _Toc97071815][bookmark: _Toc120051217][bookmark: _Toc161843297]6.1.3.4.2	Resource Definition
Resource URI: {apiRoot}/namf-comm/<apiVersion>/{ueContextId}/n1-n2-messages/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.1.3.4.2-1.
Table 6.1.3.4.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1.

	ueContextId
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"

	subscriptionId
	string
	Represents the individual subscription to the UE specific N1/N2 message notification.



When the ueContextId is composed by UE's SUPI or PEI, UE's PEI shall be used for the case:
-	If the UE is emergency registered and the UE is UICCless;
-	If the UE is emergency registered but SUPI is not authenticated.
For other cases, UE's SUPI shall be used.

* * * Next Change * * * *
[bookmark: _Toc25156293][bookmark: _Toc34124595][bookmark: _Toc43207717][bookmark: _Toc49857189][bookmark: _Toc56677025][bookmark: _Toc56691548][bookmark: _Toc56698812][bookmark: _Toc89035045][bookmark: _Toc89064843][bookmark: _Toc89180142][bookmark: _Toc97071821][bookmark: _Toc120051223][bookmark: _Toc161843303]6.1.3.5.2	Resource Definition
Resource URI: {apiRoot}/namf-comm/<apiVersion>/ue-contexts/{ueContextId}/n1-n2-messages

This resource shall support the resource URI variables defined in table 6.1.3.5.2-1.
Table 6.1.3.5.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1.

	ueContextId
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: see pattern of type Supi in 3GPP TS 29.571 [6]
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)
	pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16})"
Or represents the LCS Correlation ID (see 3GPP TS 29.572 [25] clause 6.1.6.3.2) (NOTE)
	pattern: "(cid-.{1,255})"

	NOTE:	The LCS Correlation ID shall only be applied when transferring LCS related UE-Specific N1 and/or N2 messages.



When the ueContextId is composed by UE's SUPI, UE's PEI or LCS Correlation ID, LCS Correlation ID shall be used for the case:
-	If the UE ID is not provided by AMF to the LMF in a previously location request.
Otherwise, UE's PEI shall be used for the case:
-	If the UE is emergency registered and the UE is UICCless;
-	If the UE is emergency registered but SUPI is not authenticated.
For other cases, UE's SUPI shall be used.

* * * End of Changes * * * *


