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	Reason for change:
	The description of the PGW Restart Notification Acknowledge message reads as follows:

"as a response of PGW Restart Notification to indicate that the MME/S4-SGSN deletes all the relevant PDN connections as specified in 3GPP TS 23.007 [17] if the Cause IE includes an acceptance cause."

This is incorrect for the PDN connection restoration for PGW-C/SMF change as specified in clause 31.3 of 3GPP TS 23.007, see below:

" When detecting that the PGW-C/SMF has failed, the SGW-C shall send a PGW Restart Notification to the MME as specified in clause 16.1A.2.

When detecting that a PGW-C/SMF has failed, the SGW-C and MME shall maintain the contexts of the PDN connections served by that PGW-C/SMF for which this procedure is supported."

	
	

	Summary of change:
	It is corrected that for the scenario of PDN connection restoration for PGW-C/SMF change specified in clause 31 of TS 23.007, the MME and the SGW maintain the contexts of the PDN connections served by the PGW-C/SMF.
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*** First Change ***
[bookmark: _Toc19777591][bookmark: _Toc27740888][bookmark: _Toc36054267][bookmark: _Toc44874143][bookmark: _Toc51863121][bookmark: _Toc57980550][bookmark: _Toc161060272]7.9.6	PGW Restart Notification Acknowledge
The PGW Restart Notification Acknowledge shall be sent as a response of PGW Restart Notification.
When the PGW Restart Notification (Acknowledge) messages are used in the procedures specified in clauses 16.1A.2, 20.2.2.2 and 27.2.2.2 of 3GPP TS 23.007 [17], if the Cause IE includes an acceptance cause, to this indicates that the MME/S4-SGSN deletes all the relevant PDN connections as specified in 3GPP TS 23.007 [17] if the Cause IE includes an acceptance cause.
NOTE:	In the restoration of PDN connections after a PGW-C/SMF change procedure specified in clause 31 of 3GPP TS 23.007 [17], the MME and the SGW maintain the contexts of the PDN connections served by the PGW-C/SMF after the exchange of the PGW Restart Notification (Acknowledge) messages.
Possible Cause values are specified in Table 8.4-1.
Table 7.9.6-1: Information Elements in PGW Restart Notification Acknowledge
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Private Extension
	O
	
	Private Extension
	VS




*** End of Change ***



