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* * * First Change * * * *

[bookmark: _Toc21954286][bookmark: _Toc25048067][bookmark: _Toc34143442][bookmark: _Toc34750912][bookmark: _Toc34751673][bookmark: _Toc35941021][bookmark: _Toc43283921][bookmark: _Toc49762916][bookmark: _Toc51925770][bookmark: _Toc51925871][bookmark: _Toc161906242]6.1.3.2.3.1	GET
This operation retrieves the UE Radio Access Capability Information from a dictionary entry stored in the UCMF, by querying with a Manufacturer-assigned or PLMN-assigned UE Radio Capability ID, or the TAC and the SVN as part of the IMEI/IMEISV of the UE.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	ue-radio-capa-id
	UeRadioCapaId
	M
	1
	PLMN assigned or Manufacturer assigned UE Radio Capability ID used to retrieve a dictionary entry.

	

	rac-format
	RacFormat
	C
	0..1
	Coding format in which UE Radio Access Capability Information needs to be provided. See the clause 6.1.6.3.4.
	

	supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DicEntryData
	M
	1
	200 OK
	The response body contains a dictionary entry that is matching the querying parameter.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. 

	ProblemDetails
	O
	0..1
	400 Bad Request
	The response body contains the error reason of the request message.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT03720007___2]- NO_DICTIONARY_ENTRY_FOUND
- OUT_DATED_VERSION_ID_IN_RAC_ID


See table 6.1.7.3-1 for the description of this error.

	NOTE:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply, with response body containing an object of ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



Table 6.1.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same UCMF or UCMF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same UCMF or UCMF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *

[bookmark: _Toc21954296][bookmark: _Toc25048077][bookmark: _Toc34143449][bookmark: _Toc34750919][bookmark: _Toc34751680][bookmark: _Toc35941028][bookmark: _Toc43283928][bookmark: _Toc49762923][bookmark: _Toc51925777][bookmark: _Toc51925878][bookmark: _Toc161906249]6.1.3.3.3.1	GET
This operation retrieves an individual dictionary entry resource for the mapping information between UE Radio Capability ID(s) and UE Radio Access Capability information, stored in the UCMF, identified by the dicEntryId.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	rac-format
	RacFormat
	C
	0..1
	Coding format in which UE Radio Access Capability Information needs to be provided. See the clause 6.1.6.3.4.
	

	supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DicEntryData
	M
	1
	200 OK
	The response body contains a dictionary entry for the given Dictionary Entry ID.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
[bookmark: _PERM_MCCTEMPBM_CRPT03720009___2]- NO_DICTIONARY_ENTRY_FOUND

See table 6.1.7.3-1 for the description of this error.

	NOTE:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply, with response body containing an object of ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).



Table 6.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same UCMF or UCMF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same UCMF or UCMF (service) set.
For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *

[bookmark: _Toc25048108][bookmark: _Toc21954328][bookmark: _Toc34143475][bookmark: _Toc34750945][bookmark: _Toc34751706][bookmark: _Toc35941054][bookmark: _Toc43283954][bookmark: _Toc49762949][bookmark: _Toc51925803][bookmark: _Toc51925904][bookmark: _Toc161906275]6.1.6.2.3	Type: DicEntryCreateData
Table 6.1.6.2.3-1: Definition of type DicEntryCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description

	typeAllocationCode
	TypeAllocationCode
	M
	1
	This IE shall contain the Type Allocation Code in corresponding to the UE Radio Access Capability in the dictionary entry.


	ueRadioCapability5GS
	RefToBinaryData
	C
	0..1
	This IE shall be included to contain the UE Radio Access Capability Information encoded as OCTET STRING of UE Radio Capability IE specified in clause 9.3.1.74 of 3GPP TS 38.413 [15].

	ueRadioCapabilityEPS
	RefToBinaryData
	C
	0..1
	This IE shall be included to contain the UE Radio Access Capability Information encoded as OCTET STRING of UE Radio Capability IE specified in clause 9.2.1.27 of 3GPP TS 36.413 [17]. (NOTE)

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.

	ueRadioCap5GSForPaging
	RefToBinaryData
	O
	0..1
	May be present if ueRadioCapability5GS is present.
If present it shall contain the UE Radio Access Capability Information for paging encoded as OCTET STRING of UE Radio Capability for Paging IE as specified in clause 9.3.1.68 of 3GPP TS 38.413 [15].

	ueRadioCapEPSForPaging
	RefToBinaryData
	O
	0..1
	May be present if ueRadioCapabilityEPS is present.
If present it shall contain the UE Radio Access Capability Information for paging encoded as OCTET STRING of UE Radio Capability for Paging IE as specified in clause 9.2.1.98 of 3GPP TS 36.413 [17].

	NOTE:	At least one of ueRadioCapability5GS or ueRadioCapabilityEPS shall be present.



* * * Next Change * * * *

[bookmark: _Toc20134877][bookmark: _Toc25048111][bookmark: _Toc34143478][bookmark: _Toc34750948][bookmark: _Toc34751709][bookmark: _Toc35941057][bookmark: _Toc43283957][bookmark: _Toc49762952][bookmark: _Toc51925806][bookmark: _Toc51925907][bookmark: _Toc161906278]6.1.6.2.6	Type: CreateSubscription
Table 6.1.6.2.6-1: Definition of type CreateSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfId
	NfInstanceId
	C
	0..1
	This IE shall contain the NF Instance ID of the service consumer, e.g. an AMF, if it is available. 

	ucmfNotificationUri
	Uri
	M
	1
	This IE shall contain the callback URI on which the subscribed events shall be notified.

	suggestedExpires
	DateTime
	O
	0..1
	If present, indicates the point in time at which the subscription expires, which is suggested by the service consumer. 

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.



* * * Next Change * * * *

[bookmark: _Toc25048112][bookmark: _Toc34143479][bookmark: _Toc34750949][bookmark: _Toc34751710][bookmark: _Toc35941058][bookmark: _Toc43283958][bookmark: _Toc49762953][bookmark: _Toc51925807][bookmark: _Toc51925908][bookmark: _Toc161906279]6.1.6.2.7	Type: CreatedSubscription
Table 6.1.6.2.7-1: Definition of type CreatedSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	dicEntryId
	DicEntryId
	M
	1
	This IE shall contain the highest DicEntryId that has been allocated in the UCMF or the value 1 to indicate that the UCMF took the option not to allocate dictionary entry IDs in incremental order of sequence. See cause 5.2.2.4.1. 

	confirmedExpires
	DateTime
	O
	0..1
	If present, indicates the point in time at which the subscription expires, which is confirmed by the service producer. 

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.



* * * Next Change * * * *

[bookmark: _Toc21954342][bookmark: _Toc25048128][bookmark: _Toc34143493][bookmark: _Toc34750963][bookmark: _Toc34751724][bookmark: _Toc35941072][bookmark: _Toc43283973][bookmark: _Toc49762968][bookmark: _Toc51925822][bookmark: _Toc51925923][bookmark: _Toc161906294]6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the Nucmf_UECapabilityManagement API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	M/O
	Description

	1
	ES3XX
	M
	Extended Support of HTTP 307/308 redirection

An NF Service Consumer (e.g. AMF) that supports this feature shall support handling of HTTP 307/308 redirection for any service operation of the UECapabilityManagement service. An NF Service Consumer that does not support this feature does only support HTTP redirection as specified for 3GPP Release 15.




* * * End of Changes * * * *


