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* * * First Change * * * *
[bookmark: _Toc85876972][bookmark: _Toc88681424][bookmark: _Toc89678111][bookmark: _Toc98501204][bookmark: _Toc106634488][bookmark: _Toc114825267][bookmark: _Toc122089296][bookmark: _Toc129098417][bookmark: _Toc129166773][bookmark: _Toc145951248][bookmark: _Toc161913102][bookmark: _Toc25073943][bookmark: _Toc34063126][bookmark: _Toc43120103][bookmark: _Toc49768158][bookmark: _Toc56434331][bookmark: _Toc160456067][bookmark: _Toc25073947][bookmark: _Toc34063130][bookmark: _Toc43120107][bookmark: _Toc49768162][bookmark: _Toc56434335][bookmark: _Toc160456071]3	Definitions, symbols and abbreviations
[bookmark: _Toc510696581][bookmark: _Toc35971373][bookmark: _Toc67903497][bookmark: _Toc81558522][bookmark: _Toc85876973][bookmark: _Toc88681425][bookmark: _Toc89678112][bookmark: _Toc98501205][bookmark: _Toc106634489][bookmark: _Toc114825268][bookmark: _Toc122089297][bookmark: _Toc129098418][bookmark: _Toc129166774][bookmark: _Toc145951249][bookmark: _Toc161913103]3.1	Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and in clause 3.1 of 3GPP TS 23.247 [14]the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
For the definitions of the basic SBI notions (e.g. apiRoot, API URI, Callback URI, etc.), SBI specific abbreviations (e.g. CRUD, YAML, etc.), special characters, operators and delimiters that are used by SBI specifications, see clause 3 in 3GPP TS 29.501 [5].

* * * End of Changes * * * *


