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* * * First Change * * * *
[bookmark: _Toc161839823][bookmark: _Toc153817499][bookmark: _Toc145947055][bookmark: _Toc138344547][bookmark: _Toc161827860][bookmark: _Toc153887532][bookmark: _Toc153887484][bookmark: _Toc145956049][bookmark: _Toc138411862][bookmark: _Toc130844156][bookmark: _Toc122096935][bookmark: _Toc114779018][bookmark: _Toc106639508][bookmark: _Toc98506223][bookmark: _Toc90650553][bookmark: _Toc88818631][bookmark: _Toc82716344][bookmark: _Toc74993756][bookmark: _Toc67685935][bookmark: _Toc58594425][bookmark: _Toc56517524][bookmark: _Toc51873396][bookmark: _Toc49849882][bookmark: _Toc45032393][bookmark: _Toc43215145][bookmark: _Toc36463305][bookmark: _Toc34147921][bookmark: _Toc27593050][bookmark: _Toc25168631][bookmark: _Toc20150384]6.1.5.2.24	Type: InputRangingData
Table 6.1.5.2.24-1: Definition of type InputRangingData
	Attribute name
	Data type
	P
	Cardinality
	Description

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
(NOTE).

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
(NOTE).

	locationQoS
	LocationQoS
	O
	0..1
	Requested location QoS

	externalClientType
	[bookmark: _Hlk159007124]ExternalClientType
	M
	1
	This IE shall contain LCS client type

	externalClientIdentification
	ExternalClientIdentification
	O
	0..1
	External LCS client identification

	requestedRangingSlResult
	array(RangingSlResult)
	O
	1..N
	This IE shall contain the type of result requested for ranging and sidelink positioning, such as relative locations or ranges and directions related to the UEs, etc.

	scheduledLocTime
	DateTime
	O
	0..1
	The scheduled time (in UTC) for location determination

	NOTE:	Either the gpsi IE or supi IE shall be present.




* * * Next Change * * * *
6.1.5.2.26	Type: RangingData
Table 6.1.5.2.26-1: Definition of type RangingData
	Attribute name
	Data type
	P
	Cardinality
	Description

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription IdentifierIdentitfier

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier

	rangingDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each ranging method that was attempted to determine the relative locations, direction, distance estimate, either successfully or unsuccessfully.

	achievedQoS
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Ranging QoS Accuracy of the estimated ranging result.

This IE shall be present if received.

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the ranging estimate corresponded to the UEs location.

	relatedApplicationlayerId
	ApplicationlayerId
	O
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning, such as SL reference UE, etc.

	rangeDirection
	RangeDirection
	O
	0..1
	When present, this IE identifies a range and direction from a point
 A to a point B, comprising a range from point A to point B, an azimuth direction from point A to point B and an elevation direction from point A to point B.

	2dRelativeLocation
	2DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 2D location with uncertainty ellipse, characterised by a point described in 2D local co-ordinates with origin corresponding to another known point, distances r1 and r2 and an angle of orientation A.

	3dRelativeLocation
	3DRelativeLocation
	O
	0..1
	When present, this IE identifies a relative 3D location with uncertainty ellipsoid, characterised by a point described in 3D local co-ordinates with origin corresponding to another known point, distances r1 (the "semi-major uncertainty"), r2 (the "semi-minor uncertainty") and r3 (the "vertical uncertainty") and an angle of orientation A (the "angle of the major axis").

	relativeVelocity
	VelocityEstimate
	O
	0..1
	When present, this IE identifies UE velocity relative to the UE identified with relatedApplicationlayerId.

	NOTE:	Either the gpsi IE or the supi IE shall be present.



* * * Next Change * * * *

6.1.5.3.9	Enumeration: ReportingInd
The enumeration ReportingInd represents whether the UE is allowed to generate and send the event report when the UE detects the triggered or periodic event happens, if it is inside or outside the event report allowed/expected area. It shall comply with the provisions defined in table 6.1.5.3.9-1.
Table 6.1.5.3.9x-1: Enumeration ReportingInd
	Enumeration value	
	Description
	Applicability

	"INSIDE_REPORTING"
	The UE is allowed to generate and send the event report when the UE is inside the event report allowed/expected area.
	

	"OUTSIDE_REPORTING"
	The UE is allowed to generate and send the event report when the UE is outside the event report allowed/expected area
	





* * * End of Changes * * * *
