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	Reason for change:
	The following CRs modifying the Nimsas_SessionEventControl API have been agreed and version number of the corresponding OpenAPI file needs to be incremented following the rules in TS29.501, subclause 4.3.1.
· TS29.175 CR#0001 (C4-241182): backward compatible correction
· TS29.175 CR#0007 (C4-242415): backward compatible feature
· TS29.175 CR#0009 (C4-242417): backward compatible corrections
· TS29.175 CR#0010 (C4-242420): backward compatible correction

The following CRs modifying the Nimsas_MediaControl API have been agreed and version number of the corresponding OpenAPI file needs to be incremented following the rules in TS29.501, subclause 4.3.1.
· TS29.175 CR#0001 (C4-241182): backward compatible correction
· TS29.175 CR#0004 (C4-242176): backward compatible correction
· TS29.175 CR#0006 (C4-242414): backward compatible feature
· TS29.175 CR#0008 (C4-242416): backward compatible feature
· TS29.175 CR#0011 (C4-242484): backward compatible feature

externalDocs needs also to be updated to refer to the new version of the specification.
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	The Nimsas_SessionEventControl API version number is incremented to 1.0.0.
The Nimsas_MediaControl API version number is incremented to 1.0.0.

externalDocs is updated to 3GPP TS 29.175 V18.1.0
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* * * First Change * * * *
[bookmark: _Toc160890633]A.2	Nimsas_SessionEventControl API
openapi: 3.0.0

info:

  title: 'IMS AS SessionEventControl Service'
  version: 1.0.0-alpha.2
  description: |
    Nimsas_SessionEventControl Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.175 V18.10.0; IP Multimedia Subsystem; IP Multimedia Subsystem (IMS) Application
    Server (AS) Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.175/'

servers:
  - url: '{apiRoot}/nimsas-sec/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
      - nimsas-sec

[bookmark: _Hlk168305292]*********** skipped for clarity ***********
* * * Next Change * * * *
A.3	Nimsas_MediaControl API
openapi: 3.0.0

info:
  title: 'IMS AS MediaControl Service'
  version: 1.0.0-alpha.2
  description: |
    Nimsas_MediaControl Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: >
    3GPP TS 29.175 V18.10.0; IP Multimedia Subsystem; IP Multimedia Subsystem (IMS) Application
    Server (AS) Services; Stage 3
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.175'

servers:
  - url: '{apiRoot}/nimsas-mc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501

security:
  - {}
  - oAuth2ClientCredentials:
      - nimsas-mc


*********** skipped for clarity ***********
* * * End of Changes * * * *

