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* * * * First Change * * * *
[bookmark: _Toc153625875][bookmark: _Toc161947784]5.14.2.1.13	Type AsSessionMediaComponent
This type represents media component data for a single-modal data flow of a multi-modal service. It shall comply with the provisions defined in table 5.14.2.1.13-1.

Table 5.14.2.1.13-1: Definition of type AsSessionMediaComponent 
	Attribute name
	Data type
	Cardinality
	Description
	Applicability

	flowInfos
	array(FlowInfo)
	0..N
	Contains the IP data flow(s) description for a single-modal data flow.
	

	qosReference
	string
	0..1
	Identifies a pre-defined QoS information.
	

	altSerReqs
	array(string)
	0..N
	Ordered list of alternative service requirements that include a set of QoS references. The lower the index of the array for a given entry, the higher the priority.(NOTE)
	

	altSerReqsData
	array(AlternativeServiceRequirementsData)
	0..N
	Ordered list of alternative service requirements that include individual QoS parameter sets. The lower the index of the array for a given entry, the higher the priority. (NOTE)
	

	disUeNotif
	boolean
	0..1
	Indicates to disable QoS flow parameters signalling to the UE when the SMF is notified by the NG-RAN of changes in the fulfilled QoS situation when it is included and set to "true". The fulfilled situation is either the QoS profile or an Alternative QoS Profile. The default value "false" shall apply, if the attribute is not present and has not been supplied previously.
	

	medCompN
	integer
	1
	Identifies the media component number, and it contains the ordinal number of the media component.
	

	medType
	MediaType
	0..1
	Indicates the media type of the service.
	

	marBwUl
	BitRate
	0..1
	Maximum requested bandwidth for the Uplink.
	

	marBwDl
	BitRate
	0..1
	Maximum requested bandwidth for the Downlink.
	

	mirBwUl
	BitRate
	0..1
	Minimum requested bandwidth for the Uplink.
	

	mirBwDl
	BitRate
	0..1
	Minimum requested bandwidth for the Downlink.
	

	tsnQos
	TsnQoSContainer
	0..1
	Transports QoS parameters for TSC traffic.
	

	tscaiInputUl
	TscaiInputContainer
	0..1
	Transports TSCAI input parameters for TSC traffic at the ingress interface of the DS-TT/UE (uplink flow direction). 
	

	tscaiInputDl
	TscaiInputContainer
	0..1
	Transports TSCAI input parameters for TSC traffic at the ingress of the NW-TT (downlink flow direction).
	

	rTLatencyReq
	boolean
	0..1
	Indicates the service data flow needs to meet the Round-Trip (RT) latency requirement of the service, when it is included and set to "true".
The default value is "false" if omitted.
	

	pduSetQosDl
	PduSetQosPara
	0..1
	Contains the PDU Set QoS parameter(s) which are used to support PDU Set based QoS handling in the downlink.
	PDUSetHandling

	pduSetQosUl
	PduSetQosPara
	0..1
	Contains the PDU Set QoS Parameter(s) which are used to support PDU Set based QoS handling in the uplink.
	PDUSetHandling

	l4sInd
	UplinkDownlinkSupport
	0..1
	Provides L4S support information.
(NOTE 2)
	L4S

	protoDescUl
	ProtocolDescription
	0..1
	Uplink Protocol description for PDU Set identification in UE.
	PDUSetHandling

	protoDescDl
	ProtocolDescription
	0..1
	Downlink Protocol description for PDU Set identification and end of Data burst indication in UPF.
	PDUSetHandling 
PowerSaving

	periodUl
	DurationMilliSec
	0..1
	Indicates the time period between the start of the two data bursts in units of milliseconds in Uplink direction.
	PowerSaving

	periodDl
	DurationMilliSec
	0..1
	Indicates the time period between the start of the two data bursts in units of milliseconds in Downlink direction.
	PowerSaving

	evSubsc
	EventsSubscReqData
	0..1
	Identifies the events the application subscribes to at creation of a media component. (NOTE)
	EnQoSMon

	NOTE 1:	If attribute "evSubsc" is present, one or more of the following IEs may be included: "events", "notifUri", "reqQosMonParams", "qosMon", "qosMonDatRate", "pdvReqMonParams", "pdvMon", "congestMon", "notifCorreId", "afAppIds", "directNotifInd", "avrgWndw". In addition, when the attribute "events" is present, one or more of the following Enumeration "AfEvent" may be included: "QOS_MONITORING", "PACK_DEL_VAR", "RT_DELAY_TWO_QOS_FLOWS".
NOTE 2:	Within an AsSessionMediaComponent entry, the AF may include either the indication of L4S support within the "l4sInd" attribute or the request for congestion measurements within the "evSubsc" attribute as specified in 3GPP TS 29.514 [52]. The indication of the support of ECN marking for L4S and the request of congestion measurements are mutually exclusive and shall not be present simultaneously.



Editor’s Note: the list of IEs of a AsSessionMediaComponent to complete the QoS parameters developed for the MediaComponent data defined in TS 29.514 and applicable to external AFs is FFS.
If the "EnQosMon" feature is supported, and the AF includes the attribute "evSubsc" in the "AsSessionMediaComponent" data type with a subscription to a specific event, then the "events" attribute within the "AsSessionWithQoSSubscription" data type shall not include a subscription to notifications for that specific event. In this case, the NEF shall use the value of the "notifUri" attribute included within the "evSubsc" attribute in the "AsSessionMediaComponent" data type as target URI of the HTTP POST request for that specific event notification.
NOTE:	The AF can provide different values per AS session media component for the "notifUri" attribute and/or "notifCorrId" attribute, e.g. to identify the media component of a received report.

* * * * End of Changes * * * *
