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* * * * First change * * * *
[bookmark: _Toc138755020][bookmark: _Toc151885741][bookmark: _Toc152075806][bookmark: _Toc153793522][bookmark: _Toc162006180][bookmark: _Toc144024207][bookmark: _Toc148176920][bookmark: _Toc151379382][bookmark: _Toc151445563][bookmark: _Toc160470645][bookmark: _Toc164873789]7.1.3.2.2.3.1	GET
This operation enables to retrieve one or several "Individual VAL Service Area" resources managed by the LM Server. This method shall support the URI query parameters specified in table 7.1.3.2.2.3.1-1.
Table 7.1.3.2.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	val-svc-area-ids
	array(ValSvcAreaId)
	O
	1..N
	Represents the requested VAL service area(s).

	supp-feats
	SupportedFeatures
	O
	0..1
	To filter irrelevant responses related to unsupported features.

	NOTE:	At least one of these query parameters shall be present, unless the request targets to retrieve all the VAL service area(s) available for the VAL server at the LM Server.



This method shall support the request data structures specified in table 7.1.3.2.2.3.1-2 and the response data structures and response codes specified in table 7.1.3.2.2.3.1-3.
Table 7.1.3.2.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.3.2.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ValServiceAreaData
	M
	1
	200 OK
	The requested VAL service area(s) information is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM Server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.3.2.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative LM Server.



Table 7.1.3.2.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative LM Server.



* * * * Next changes * * * *
[bookmark: _Toc151885758][bookmark: _Toc152075822][bookmark: _Toc153793538][bookmark: _Toc162006196]7.1.3.2.4.3.1	GET
This operation reads the Individual VAL Service Area Change Subscription resource. This method shall support the URI query parameters specified in table 7.1.3.2.4.3.1-1.
Table 7.1.3.2.4.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.2.4.3.1-2 and the response data structures and response codes specified in table 7.1.3.2.4.3.1-3.
Table 7.1.3.2.4.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.1.3.2.4.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ValServiceAreaSubsc
	M
	1
	200 OK
	The requested individual VAL service area change event(s) subscription is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative LM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.1.3.2.4.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative LM server.



Table 7.1.3.2.4.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative LM server.



* * * * Next changes * * * *
[bookmark: _Toc24868657][bookmark: _Toc34154112][bookmark: _Toc36041056][bookmark: _Toc36041369][bookmark: _Toc43196613][bookmark: _Toc43481383][bookmark: _Toc45134660][bookmark: _Toc51189192][bookmark: _Toc51763868][bookmark: _Toc57206100][bookmark: _Toc59019441][bookmark: _Toc68170114][bookmark: _Toc83234155][bookmark: _Toc90661551][bookmark: _Toc138755135][bookmark: _Toc151885879][bookmark: _Toc152075944][bookmark: _Toc153793660][bookmark: _Toc162006323]7.4.1.2.2.3.1	POST
Table 7.4.1.2.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.2.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.2.3.1-3.
Table 7.4.1.2.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MulticastSubscription
	M
	1
	



Table 7.4.1.2.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MulticastSubscription
	M
	1
	201 Created
	

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.500 [22] shall also apply.



Table 7.4.1.2.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ss-nra/<apiVersion>/multicast-subscriptions/{multiSubId}



* * * * Next changes * * * *
[bookmark: _Toc34154118][bookmark: _Toc36041062][bookmark: _Toc36041375][bookmark: _Toc43196619][bookmark: _Toc43481389][bookmark: _Toc45134666][bookmark: _Toc51189198][bookmark: _Toc51763874][bookmark: _Toc57206106][bookmark: _Toc59019447][bookmark: _Toc68170120][bookmark: _Toc83234161][bookmark: _Toc90661557][bookmark: _Toc138755141][bookmark: _Toc151885885][bookmark: _Toc152075950][bookmark: _Toc153793666][bookmark: _Toc162006329]7.4.1.2.3.3.1	GET
Table 7.4.1.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.3.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.3.3.1-3.
Table 7.4.1.2.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MulticastSubscription
	M
	1
	200 OK
	

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [322] shall also apply.



Table 7.4.1.2.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
[bookmark: _Toc34154119][bookmark: _Toc36041063][bookmark: _Toc36041376][bookmark: _Toc43196620][bookmark: _Toc43481390][bookmark: _Toc45134667][bookmark: _Toc51189199][bookmark: _Toc51763875][bookmark: _Toc57206107][bookmark: _Toc59019448][bookmark: _Toc68170121][bookmark: _Toc83234162][bookmark: _Toc90661558][bookmark: _Toc138755142][bookmark: _Toc151885886][bookmark: _Toc152075951][bookmark: _Toc153793667][bookmark: _Toc162006330]7.4.1.2.3.3.2	DELETE
Table 7.4.1.2.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.3.3.2-2 and the response data structures and response codes specified in table 7.4.1.2.3.3.2-3.
Table 7.4.1.2.3.3.2-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Individual Multicast Subscription resource was deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [322] shall also apply.



Table 7.4.1.2.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
[bookmark: _Toc43196626][bookmark: _Toc43481396][bookmark: _Toc45134673][bookmark: _Toc51189205][bookmark: _Toc51763881][bookmark: _Toc57206113][bookmark: _Toc59019454][bookmark: _Toc68170127][bookmark: _Toc83234168][bookmark: _Toc90661564][bookmark: _Toc138755148][bookmark: _Toc151885892][bookmark: _Toc152075957][bookmark: _Toc153793673][bookmark: _Toc162006336]7.4.1.2.4.3.1	POST
Table 7.4.1.2.4.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.4.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.4.3.1-3.
Table 7.4.1.2.4.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	UnicastSubscription
	M
	1
	



Table 7.4.1.2.4.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UnicastSubscription
	M
	1
	201 Created
	

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [322] shall also apply.



Table 7.4.1.2.4.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ss-nra/<apiVersion>/unicast-subscriptions/{uniSubId}



* * * * Next changes * * * *
[bookmark: _Toc43196632][bookmark: _Toc43481402][bookmark: _Toc45134679][bookmark: _Toc51189211][bookmark: _Toc51763887][bookmark: _Toc57206119][bookmark: _Toc59019460][bookmark: _Toc68170133][bookmark: _Toc83234174][bookmark: _Toc90661570][bookmark: _Toc138755154][bookmark: _Toc151885898][bookmark: _Toc152075963][bookmark: _Toc153793679][bookmark: _Toc162006342]7.4.1.2.5.3.1	GET
Table 7.4.1.2.5.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.5.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.5.3.1-3.
Table 7.4.1.2.5.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.5.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UnicastSubscription
	M
	1
	200 OK
	

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [322] shall also apply.



Table 7.4.1.2.5.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.5.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
[bookmark: _Toc43196633][bookmark: _Toc43481403][bookmark: _Toc45134680][bookmark: _Toc51189212][bookmark: _Toc51763888][bookmark: _Toc57206120][bookmark: _Toc59019461][bookmark: _Toc68170134][bookmark: _Toc83234175][bookmark: _Toc90661571][bookmark: _Toc138755155][bookmark: _Toc151885899][bookmark: _Toc152075964][bookmark: _Toc153793680][bookmark: _Toc162006343]7.4.1.2.5.3.2	DELETE
Table 7.4.1.2.5.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.5.3.2-2 and the response data structures and response codes specified in table 7.4.1.2.5.3.2-3.
Table 7.4.1.2.5.3.2-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.5.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Individual Unicast Subscription resource was deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during resource termination. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [322] shall also apply.



Table 7.4.1.2.5.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.5.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
[bookmark: _Toc11247383][bookmark: _Toc27044505][bookmark: _Toc36033547][bookmark: _Toc45131682][bookmark: _Toc49775967][bookmark: _Toc51746887][bookmark: _Toc66360435][bookmark: _Toc68104940][bookmark: _Toc74755570][bookmark: _Toc105674443][bookmark: _Toc130502483][bookmark: _Toc145704418][bookmark: _Toc151885942][bookmark: _Toc152076007][bookmark: _Toc153793723][bookmark: _Toc162006386]7.4.1.2.11.3.1	POST
This method enables to request the creation of a new "Individual BDT Policy Configuration" resource at the NRM Server 
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 7.4.1.2.11.3.1-1, table 7.4.1.2.11.3.1-2 and table 7.4.1.2.11.3.1-3.
Table 7.4.1.2.11.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	



Table 7.4.1.2.11.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	BdtPolConfig
	M
	1
	Represents the parameters to request the creation of a new "BDT Policy Configurations" resource.



Table 7.4.1.2.11.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	BdtPolConfig
	M
	1
	201 Created
	Successful case. The requested BDT Policy configuration resource is successfully created and a representation of the created "Individual BDT Policy Configuration" resource is returned in the response body.

The URI of the created resource shall also be returned in an HTTP "Location" header.

	n/a
	
	
	204 No Content
	The request is successfully received.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [22] shall also apply.



Table 7.4.1.2.11.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ss-nra/<apiVersion>/bdt-policy-configs/{bdtPolConfigId}



* * * * Next changes * * * *
[bookmark: _Toc11247389][bookmark: _Toc27044511][bookmark: _Toc36033553][bookmark: _Toc45131688][bookmark: _Toc49775973][bookmark: _Toc51746893][bookmark: _Toc66360441][bookmark: _Toc68104946][bookmark: _Toc74755576][bookmark: _Toc105674449][bookmark: _Toc130502489][bookmark: _Toc145704424][bookmark: _Toc151885947][bookmark: _Toc152076012][bookmark: _Toc153793728][bookmark: _Toc162006391]7.4.1.2.12.3.1	GET
The GET method allows to read an "Individual BDT Policy Configuration" resource to obtain details of an active resource BDT policy configuration.
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 7.4.1.2.12.3.1-1 and table 7.4.1.2.12.3.1-2.
Table 7.4.1.2.12.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.12.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	BdtPolConfig
	M
	1
	200 OK
	Successful case. A representation of the requested "Individual BDT Policy Configuration" resource is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [22] shall also apply.



Table 7.4.1.2.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
7.4.1.2.12.3.4	DELETE
The DELETE method deletes the resource related to the BDT policy configuration.
This method shall support the URI query parameters, request and response data structures, and response codes, as specified in the table 7.4.1.12.3.4-1 and table 7.4.1.2.12.3.4-2.
Table 7.4.1.2.3.3.4-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.3.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The "Individual BDT policy Configuration" resource was deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative network resource management server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the DELETE method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [22] shall also apply.



Table 7.4.1.2.3.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative network resource management server.



Table 7.4.1.2.3.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative network resource management server.



* * * * Next changes * * * *
[bookmark: _Toc162006400]7.4.1.2.13.3.1	POST
This method enables to request the creation of a new "Individual Unified Traffic Pattern Subscription" resource at the NRM Server 
This method shall support the URI query parameters specified in the table 7.4.1.2.13.3.1-1.
Table 7.4.1.2.13.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	



This method shall support the request and response data structures and response codes specified in the table 7.4.1.2.13.3.1-2 and table 7.4.1.2.13.3.1-3.
Table 7.4.1.2.13.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	UnfTrafficSubc
	M
	1
	Represents the parameters to request the creation of a new "Individual Unified Traffic Pattern Subscription" resource.



Table 7.4.1.2.13.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UnfTrafficSubc
	M
	1
	201 Created
	Successful case. The requested Unified Traffic Pattern Subscription is successfully created and a representation of the created "Individual Unified Traffic Pattern Subscription" resource is returned in the response body.

The URI of the created resource shall also be returned in an HTTP "Location" header.

	NOTE:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.1.2.13.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ss-nra/<apiVersion>/ unif-traff-subscriptions/{unfTrffSubId}



* * * * Next changes * * * *
[bookmark: _Toc162006405]7.4.1.2.14.3.1	GET
* * * * Next changes * * * *
[bookmark: _Toc162006406]7.4.1.2.14.3.2	PUT
The PUT method allows to update an existing "Individual Unified Traffic Pattern Subscription" resource at the NRM Server.
This method shall support the URI query parameters specified in the table 7.4.1.2.14.3.2-1.
Table 7.4.1.2.14.3.2-1: URI query parameters supported by the PUT method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	



This method shall support the request and response data structures and response codes specified in the table 7.4.1.2.14.3.2-2 and table 7.4.1.2.14.3.2-3.
Table 7.4.1.2.14.3.2-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	UnfTrafficSubc
	M
	1
	Contains the updated representation of the "Individual Unified Traffic Pattern Subscription" resource.



Table 7.4.1.2.14.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UnfTrafficSubc
	M
	1
	200 OK
	Successful case. The "Individual Unified Traffic Pattern Subscription" resource is successfully updated and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Unified Traffic Pattern Subscription" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.1.2.14.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM server.



Table 7.4.1.2.14.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM server.



* * * * Next changes * * * *
[bookmark: _Toc162006407]7.4.1.2.14.3.3	PATCH
The PATCH method allows to modify an existing "Individual Unified Traffic Pattern Subscription" resource at the NRM Server.
This method shall support the URI query parameters specified in the table 7.4.1.2.14.3.3-1.
Table 7.4.1.2.14.3.3-1: URI query parameters supported by the PATCH method on this resource 
	Name
	Data type
	Cardinality
	Remarks

	
	
	
	



This method shall support the request and response data structures and response codes specified in the table 7.4.1.2.14.3.3-2 and table 7.4.1.2.14.3.3-3.
Table 7.4.1.2.14.3.3-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	UnfTrafficSubcPatch
	M
	1
	Contains the requested modifications to the "Individual Unified Traffic Pattern Subscription" resource.



Table 7.4.1.2.14.3.3-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UnfTrafficSubc
	M
	1
	200 OK
	Successful case. The "Individual Unified Traffic Pattern Subscription" resource is successfully modified and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The "Individual Unified Traffic Pattern Subscription" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the PATCH method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.1.2.14.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM server.



Table 7.4.1.2.14.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM server.



* * * * Next changes * * * *
[bookmark: _Toc24868663][bookmark: _Toc34154125][bookmark: _Toc36041069][bookmark: _Toc36041382][bookmark: _Toc43196639][bookmark: _Toc43481409][bookmark: _Toc45134686][bookmark: _Toc51189218][bookmark: _Toc51763894][bookmark: _Toc57206126][bookmark: _Toc59019467][bookmark: _Toc68170140][bookmark: _Toc83234181][bookmark: _Toc90661577][bookmark: _Toc138755195][bookmark: _Toc151885954][bookmark: _Toc152076019][bookmark: _Toc153793735][bookmark: _Toc162006419][bookmark: _Toc162006425]7.4.1.3.2.2	Notification definition
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.4.1.3.2.2-1.
Table 7.4.1.3.2.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.3.2.2-2 and the response data structures and response codes specified in table 7.4.1.3.2.2-3.
Table 7.4.1.3.2.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UserPlaneNotification
	M
	1
	Represents the content of the user plane delivery mode notification.



Table 7.4.1.3.2.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [22] also apply.



Table 7.4.1.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.4.1.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



* * * * Next changes * * * *
[bookmark: _Toc151885957][bookmark: _Toc152076022][bookmark: _Toc153793738][bookmark: _Toc162006422]7.4.1.3.3.2	Notification definition
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.4.1.3.3.2-1.
Table 7.4.1.3.3.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.3.3.2-2 and the response data structures and response codes specified in table 7.4.1.3.3.2-3.
Table 7.4.1.3.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	BdtNotification
	M
	1
	Represents the negotiated BDT policy notification.



Table 7.4.1.3.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122500 [22] also apply.



Table 7.4.1.3.2.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.4.1.3.2.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



* * * * Next changes * * * *
7.4.1.3.4.2	Notification definition
Callback URI: {notifUri}
This method shall support the URI query parameters specified in table 7.4.1.3.4.2-1.
Table 7.4.1.3.4.2-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.3.4.2-2 and the response data structures and response codes specified in table 7.4.1.3.4.2-3.
Table 7.4.1.3.4.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UnfTrafficUpdNotif
	M
	1
	Represents the Unified Traffic Pattern Notification



Table 7.4.1.3.4.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The Notification is successfully received and acknowledged.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative notification destination where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] also apply.



Table 7.4.1.3.4.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



Table 7.4.1.3.4.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI representing the end point of an alternative notification destination towards which the notification should be redirected.



* * * * Next changes * * * *
[bookmark: _Toc138755239][bookmark: _Toc151886008][bookmark: _Toc152076073][bookmark: _Toc153793789][bookmark: _Toc162006488]7.4.2.2.3.3.2	GET
This operation reads the individual unicast monitoring subscription resource. This method shall support the URI query parameters specified in table 7.4.2.2.3.3.2-1.
Table 7.4.2.2.2.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.4.2.2.3.3.2-2 and the response data structures and response codes specified in table 7.4.2.2.3.3.2-3.
Table 7.4.2.2.3.3.2-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.2.2.3.3.2-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MonitoringSubscription
	M
	1
	200 OK
	The requested individual unicast monitoring subscription is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.2.2.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NRM server.



Table 7.4.2.2.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NRM server.



* * * * Next changes * * * *
[bookmark: _Toc151886251][bookmark: _Toc152076316][bookmark: _Toc153794032][bookmark: _Toc162006741]7.10.3.2.2.3.1	POST
This method to subscribe to the event of the UE-to-UE session performance analytics and shall support the URI query parameters specified in table 7.10.3.2.2.3.1-1.
Table 7.10.3.2.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



[bookmark: _Hlk149900598]This method shall support the request data structures specified in table 7.10.3.2.2.3.1-2 and the response data structures and response codes specified in table 7.10.3.2.2.3.1-3.
[bookmark: _Hlk149900652]Table 7.10.3.2.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	U2UPerfSub
	M
	1
	Subscription to the UE-to-UE session performance analytics event.



Table 7.10.3.2.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	U2UPerfSub
	M
	1
	201 Created
	Subscription to the UE-to-UE session performance analytics is created.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.10.3.2.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/ss-adae-uupa/<apiVersion>/ue2ue-session-performance



* * * * Next changes * * * *
[bookmark: _Toc162006747]7.10.3.2.3.3.1	GET
This operation reads the individual unicast monitoring subscription resource. This method shall support the URI query parameters specified in table 7.10.3.2.3.3.1-1.
Table 7.10.3.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.10.3.2.3.3.1-2 and the response data structures and response codes specified in table 7.10.3.2.3.3.1-3.
Table 7.10.3.2.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.10.3.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	U2UPerfSub
	M
	1
	200 OK
	The requested individual UE-to-UE session performance event subscription is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAE server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAE server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.10.3.2.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAE server.



Table 7.10.3.2.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAE server.



* * * * Next changes * * * *
[bookmark: _Toc152076770][bookmark: _Toc162006869]7.10.7.2.3.3.1	GET
This operation reads the individual edge load subscription resource. This method shall support the URI query parameters specified in table 7.10.7.2.3.3.1-1.
Table 7.10.7.2.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.10.7.2.3.3.1-2 and the response data structures and response codes specified in table 7.10.7.2.3.3.1-3.
Table 7.10.7.2.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.10.7.2.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EdgeSub
	M
	1
	200 OK
	The requested individual edge load subscription is returned.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAE server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing an alternative URI of the resource located in an alternative ADAE server.
Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the GET method listed in table 5.2.67.1-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.10.7.2.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAE server.



Table 7.10.7.2.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative ADAE server.



* * * * End of changes * * * *
