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Figure 5.3.2.4.2-1: Procedure for the Service Switch Information Update
1.	In order to update an existing service switch information subscription, the service consumer shall send an HTTP PUT/PATCH request to the PIN Server, targeting the URI of the corresponding "Individual Service Switch Information Subscription" resource, with the request body including:
-	the updated representation of the resource within the ServiceSwitchInfo data structure, in case the HTTP PUT method is used; or
-	the requested modifications to the resource within the ServiceSwitchInfoPatch data structure, in case the HTTP PATCH method is used.
[bookmark: _Hlk166851120]NOTE:	An alternative service consumer (i.e. other than the one that requested the creation of the targeted resource) can initiate this request.
2a.	Upon success, the PIN Server shall update the targeted "Individual Service Switch Information Subscription" resource accordingly and respond with either:
-	an HTTP "200 OK" status code with the response body containing a representation of the updated "Individual Service Switch Information Subscription" resource within the ServiceSwitchInfo data structure; or
-	an HTTP "204 No Content" status code.
2b.	On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the HTTP POST response body, as specified in clause 6.2.7.
To update service switch information reporting subscription at the PIN server, the PAS shall send a HTTP PATCH or PUT message to the PIN server on resource URI identifying the "Individual Service Switch Information Subscription" resource representation, as specified in clause 6.2.3.3.3.2 for HTTP PATCH message and in clause 6.2.3.3.3.3 for HTTP PUT message. 
The HTTP PUT message shall replace all properties in the existing resource with the service switch information subscription in the request.
The HTTP PATCH message shall modify the properties in the existing resource with the service switch information subscription information in the request. 
Upon receiving the HTTP PUT or HTTP PATCH message from the PAS, the PIN server shall process the request message and verify whether the PAS is authorized to modify the requested subscription resource or not:
a)	if the PAS is authorized to modify the requested subscription resource, the PIN server shall:
1)	update the resource identified by Resource URI of the PAS service switch information subscription with the updated information received in the HTTP PATCH or PUT request message;
2)	upon successful update of PAS service switch information, return the updated PAS service switch information subscription in the "200 OK" response message or respond with the "204 No Content" message indicating to the PAS that the PAS service switch information subscription is updated successfully. In the response message, the PIN server may provide an updated expiration time to indicate to the PAS when the updated subscription will automatically expire.
b)	if the PAS is not authorized to modify the requested subscription resource, the PIN server shall:
1)	take proper error handling actions, as specified in clause 6.2.7; and
2)	send an HTTP response message with an appropriate error status code. 
	If the PIN server determines that the received HTTP PATCH or PUT message needs to be redirected, the PIN server may respond with an HTTP "307 Temporary Redirect" status code or an HTTP "308 Permanent Redirect" status code including an HTTP "Location" header containing an alternative URI representing the end point of an alternative PIN server where the message should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [2].
If the expiration time is provided, then to maintain the subscription, the PAS shall send an update subscription prior to subscription expiry time and the PIN server shall reset the expiration time in the PIN server. If the update subscription request is not sent before the expiry time, then the PIN server shall treat the PAS subscription as unsubscribed and remove the corresponding PAS service switch information subscription resource.
* * * End of Changes * * *
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1.>When the service consumer-needs to-update service switch information reporting subscription-at the PINserver,
the service -consumer shall send the HTTP-PATCH or HTTP PUT request message to the PIN-Server targeting
the "Individual Service Switch Information Subscription” collection resource, with the request body-including
the-ServiceSwitchInfo-data-structure.<

2aUpon-success, if the PAS is-authorized, the PINServer shall respond-with-an ' HTTP"204 No-content"-or-an
HTTP "200 OK" status code with the response body-containing a representation of the created "Individual
Service Switch Information Subscription™ resource within the ServiceSwitchlnfoPatch data structure.<’

2b.On failure, the-appropriate HTTP status-code indicating the-error shall be returned and appropriate-additional
errorinformation should-be returned-in the HTTP POST response body, as-specified in clause’6.2.7.¢’
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