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* * * * Start of changes * * * *
[bookmark: _Toc138754864][bookmark: _Toc151885562][bookmark: _Toc152075627][bookmark: _Toc153793342][bookmark: _Toc162005856]5.5.1.2.10.2		VAL Server requesting the creation of an MBS Resource using the Create_MBS_Resource service operation
In order to request the creation of a new MBS Resource, the VAL Server shall send an HTTP POST request message to the NRM sServer targeting the "MBS Resources" collection resource, with the request body containing the MBSResourceReq data structure.
Upon reception of the HTTP POST request message, the NRM Server shall:
-	verify the identity of the VAL Server and whether the VAL sServer is authorized to initiate such request;
-	if the VAL Server is authorized and upon successful processing of the request, the NRM Server shall create a new "Individual MBS Resource" resource and respond to the VAL Server with an HTTP "201 Created" status code with the response body containing a representation of the created resource and potentially additional information (e.g. the user plane addressing information of the NRM Server for downlink data delivery) within the MBSResourceResp data structure; and
-	if errors occur when processing the request, the NRM Server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the VAL Server with an appropriate error status code.
[bookmark: _Toc138754865][bookmark: _Toc151885563][bookmark: _Toc152075628][bookmark: _Toc153793343][bookmark: _Toc162005857]* * * * Next changes * * * *
[bookmark: _Toc138754867][bookmark: _Toc151885565][bookmark: _Toc152075630][bookmark: _Toc153793345][bookmark: _Toc162005859]5.5.1.2.11.2		VAL Server requesting the update of an existing MBS Resource using the Update_MBS_Resource service operation
In order to request the modification update of an existing MBS Resource, the VAL Server shall send an HTTP PUT/PATCH request message to the NRM sServer targeting the corresponding "Individual MBS Resource" resource, with the request body containing either:
-	the updated representation of the resource within the MBSResource data structure, in case the HTTP PUT method is used; or
-	the requested modifications to the resource within the MBSResourcePatch data structure, in case the HTTP PATCH method is used.
Upon reception of the HTTP PUT/PATCH request message, the NRM Server shall:
-	verify whether the VAL sServer is authorized to initiate such request;
-	if the VAL Server is authorized and upon successful processing of the request, the NRM Server shall updatemodify the targeted "Individual MBS Resource" resource and respond to the VAL Server with either:
-	an HTTP "200 OK" status code with the response body containing a representation of the updated resource and potentially additional information (e.g., the updated user plane addressing information of the NRM Server for downlink data delivery) within the MBSResourceResp data structure; or
-	an HTTP "204 No Content" status code;
and
-	if errors occur when processing the request, the NRM Server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the VAL Server with an appropriate error status code.
[bookmark: _Toc138754868][bookmark: _Toc151885566][bookmark: _Toc152075631][bookmark: _Toc153793346][bookmark: _Toc162005860]* * * * Next changes * * * *
[bookmark: _Toc138754870][bookmark: _Toc151885568][bookmark: _Toc152075633][bookmark: _Toc153793348][bookmark: _Toc162005862]5.5.1.2.12.2		VAL Server requesting the deletion of an existing MBS Resource using the Delete_MBS_Resource service operation
In order to request the deletion of an existing MBS Resource, the VAL Server shall send an HTTP DELETE request message to the NRM sServer targeting the corresponding "Individual MBS Resource" resource.
Upon reception of the HTTP PATCH DELETE request message, the NRM Server shall:
-	verify whether the VAL sServer is authorized to initiate such request;
-	if the VAL Server is authorized and upon successful processing of the request, the NRM Server shall delete the targeted "Individual MBS Resource" resource and respond to the VAL Server with an HTTP "204 No Content" status code; and
-	if errors occur when processing the request, the NRM Server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the VAL Server with an appropriate error status code.
[bookmark: _Toc138754871][bookmark: _Toc151885569][bookmark: _Toc152075634][bookmark: _Toc153793349][bookmark: _Toc162005863]* * * * Next changes * * * *
[bookmark: _Toc138754873][bookmark: _Toc151885571][bookmark: _Toc152075636][bookmark: _Toc153793351][bookmark: _Toc162005865]5.5.1.2.13.2		VAL Server requesting the activation of an existing MBS Resource using the Activate_MBS_Resource service operation
In order to request the activation of an existing MBS Resource, the VAL Server shall invoke the "Activate" resource custom operation by sending an HTTP POST request message to the NRM sServer targeting the URI of the corresponding "Individual MBS Resource" resource custom operation, i.e. "{apiRoot}/ss-nra/<apiVersion>/mbs-resources/{mbsResId}/activate", with the request body including the MbsResAct data structure.
Upon reception of the HTTP POST request message, the NRM Server shall:
-	verify whether the VAL sServer is authorized to initiate such request;
-	if the VAL Server is authorized and upon successful processing of the request, the NRM Server shall respond to the VAL Server with an HTTP "200 OK" status code with the response body including the the MbsResAct data structure; and
-	if errors occur when processing the request, the NRM Server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the VAL Server with an appropriate error status code.
[bookmark: _Toc138754874][bookmark: _Toc151885572][bookmark: _Toc152075637][bookmark: _Toc153793352][bookmark: _Toc162005866]* * * * Next changes * * * *
[bookmark: _Toc138754876][bookmark: _Toc151885574][bookmark: _Toc152075639][bookmark: _Toc153793354][bookmark: _Toc162005868]5.5.1.2.14.2		VAL Server requesting the deactivation of an existing MBS Resource using the Deactivate_MBS_Resource service operation
In order to request the deactivation of an existing MBS Resource, the VAL Server shall invoke the "Deactivate" resource custom operation by sending an HTTP POST request message to the NRM sServer targeting the URI of the corresponding "Individual MBS Resource" resource custom operation, i.e. "{apiRoot}/ss-nra/<apiVersion>/mbs-resources/{mbsResId}/deactivate", with the request body including the MbsResDeact data structure.
Upon reception of the HTTP POST request message, the NRM Server shall:
-	verify whether the VAL sServer is authorized to initiate such request;
-	if the VAL Server is authorized and upon successful processing of the request, the NRM Server shall respond to the VAL Server with an HTTP "200 OK" status code with the response body including the the MbsResDeact data structure; and
-	if errors occur when processing the request, the NRM Server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the VAL Server with an appropriate error status code.
* * * * Next changes * * * *
[bookmark: _Toc138755180][bookmark: _Toc151885924][bookmark: _Toc152075989][bookmark: _Toc153793705][bookmark: _Toc162006368]7.4.1.2.9.3.1	POST
This method enables a VAL Server to request the creation of a new MBS Resource at the NRM Server.
This method shall support the URI query parameters specified in table 7.4.1.2.9.3.1-1.
Table 7.4.1.2.9.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.9.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.9.3.1-3.
Table 7.4.1.2.9.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MbsResourceReq
	M
	1
	Represents the parameters to request the creation of a new MBS resource.



Table 7.4.1.2.9.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsResourceResp
	M
	1
	201 Created
	Successful case. The requested MBS resource is successfully created and a representation of the created "Individual MBS Resource" resource is returned in the response body.

The URI of the created resource shall also be returned in an HTTP "Location" header.

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.
NOTE 2:	Failure cases are described in clause 7.4.1.5.



Table 7.4.1.2.9.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure:
 {apiRoot}/ss-nra/<apiVersion>/mbs-resources/{mbsResId}



[bookmark: _Toc138755181][bookmark: _Toc151885925][bookmark: _Toc152075990][bookmark: _Toc153793706][bookmark: _Toc162006369]* * * * Next changes * * * *
[bookmark: _Toc138755186][bookmark: _Toc151885930][bookmark: _Toc152075995][bookmark: _Toc153793711][bookmark: _Toc162006374]7.4.1.2.10.3.1	GET
This method enables a VAL Server to retrieve an existing "Individual MBS Resource" resource managed by the NRM Server.
This method shall support the URI query parameters specified in table 7.4.1.2.10.3.1-1.
Table 7.4.1.2.10.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.10.3.1-2 and the response data structures and response codes specified in table 7.4.1.2.10.3.1-3.
Table 7.4.1.2.10.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.10.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MBSResource
	M
	1
	200 OK
	Successful case. A representation of the requested "Individual MBS Resource" resource is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP GET method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.1.2.10.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



[bookmark: _Toc151885931][bookmark: _Toc152075996][bookmark: _Toc153793712][bookmark: _Toc162006375]* * * * Next changes * * * *
7.4.1.2.10.3.2	PUT
This method enables a VAL Server to request the update of an existing "Individual MBS Resource" resource managed by the NRM Server.
This method shall support the URI query parameters specified in table 7.4.1.2.10.3.2-1.
Table 7.4.1.2.10.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.10.3.2-2 and the response data structures and response codes specified in table 7.4.1.2.10.3.2-3.
Table 7.4.1.2.10.3.2-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MBSResource
	M
	1
	Represents the updated representation of the "Individual MBS Resource" resource.



Table 7.4.1.2.10.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MBSResource
	M
	1
	200 OK
	Successful case. The targeted "Individual MBS Resource" resource is successfully updated and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The targeted "Individual MBS Resource" resource is successfully updated and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.
NOTE 2:	Failure cases are described in clause 7.4.1.5.



Table 7.4.1.2.10.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



[bookmark: _Toc138755187][bookmark: _Toc151885932][bookmark: _Toc152075997][bookmark: _Toc153793713][bookmark: _Toc162006376]* * * * Next changes * * * *
7.4.1.2.10.3.3	PATCH
This method enables a VAL Server to request the modification of an existing "Individual MBS Resource" resource managed by the NRM Server.
This method shall support the URI query parameters specified in table 7.4.1.2.10.3.3-1.
Table 7.4.1.2.10.3.3-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.10.3.3-2 and the response data structures and response codes specified in table 7.4.1.2.10.3.3-3.
Table 7.4.1.2.10.3.3-2: Data structures supported by the PATCH Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	MBSResourcePatch
	M
	1
	Represents the requested modifications to the "Individual MBS Resource" resource.



Table 7.4.1.2.10.3.3-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MBSResource
	M
	1
	200 OK
	Successful case. The targeted "Individual MBS Resource" resource is successfully modified and a representation of the updated resource is returned in the response body.

	n/a
	
	
	204 No Content
	Successful case. The targeted "Individual MBS Resource" resource is successfully modified and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	NOTE 1:	The mandatory HTTP error status codes for the HTTP PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.
NOTE 2:	Failure cases are described in clause 7.4.1.5.



Table 7.4.1.2.10.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



[bookmark: _Toc138755188][bookmark: _Toc151885933][bookmark: _Toc152075998][bookmark: _Toc153793714][bookmark: _Toc162006377]* * * * Next changes * * * *
7.4.1.2.10.3.4	DELETE
This method enables a VAL Server to request the deletion of an existing "Individual MBS Resource" resource managed by the NRM Server.
This method shall support the URI query parameters specified in table 7.4.1.2.10.3.4-1.
Table 7.4.1.2.10.3.4-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.4.1.2.10.3.4-2 and the response data structures and response codes specified in table 7.4.1.2.10.3.4-3.
Table 7.4.1.2.10.3.4-2: Data structures supported by the DELETE Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 7.4.1.2.10.3.4-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful case. The targeted "Individual MBS Resource" resource is successfully deleted.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the HTTP DELETE method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] shall also apply.



Table 7.4.1.2.10.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



[bookmark: _Toc138755189][bookmark: _Toc151885934][bookmark: _Toc152075999][bookmark: _Toc153793715][bookmark: _Toc162006378]* * * * Next changes * * * *
[bookmark: _Toc510696619][bookmark: _Toc35971410]7.4.1.2.10.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 7.4.1.2.10.4.2.2-1 and the response data structure and response codes specified in table 7.4.1.2.10.4.2.2-2.
Table 7.4.1.2.10.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MbsResAct
	M
	1
	Contains the parameters to request the activation of the MBS Resource.



Table 7.4.1.2.10.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsResAct
	M
	1
	200 OK
	Successful case. The activation request is successfully received and processed.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The manadatory HTTP error status code for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.4.1.2.10.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



[bookmark: _Toc510696620][bookmark: _Toc35971411][bookmark: _Toc151885937][bookmark: _Toc152076002][bookmark: _Toc153793718][bookmark: _Toc162006381]* * * * Next changes * * * *
7.4.1.2.10.4.3.2	Operation Definition
This operation shall support the request data structures specified in table 7.4.1.2.10.4.3.2-1 and the response data structure and response codes specified in table 7.4.1.2.10.4.3.2-2.
Table 7.4.1.2.10.4.3.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	MbsResDeact
	M
	1
	Contains the parameters related to the deactivation of the MBS Resource.



Table 7.4.1.2.10.4.3.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsResDeact
	M
	1
	200 OK
	Successful case. The deactivation request is successfully received and processed.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

 The response shall include a Location header field containing an alternative URI of the resource located in an alternative NRM Server.

Redirection handling is defined in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The manadatory HTTP error status code for the HTTP POST method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.4.1.2.10.4.3.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



Table 7.4.1.2.10.4.3.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative NRM Server.



* * * * Next changes * * * *
[bookmark: _Toc138755209][bookmark: _Toc151885971][bookmark: _Toc152076036][bookmark: _Toc153793752][bookmark: _Toc162006439]7.4.1.4.2.11	Type: MBSResourceReq
Table 7.4.1.4.2.11-1: Definition of type MBSResourceReq
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsResource
	MBSResource
	M
	1
	Contains the parameters to request the creation of the MBS Resource.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Used to negotiate the applicability of optional featuresContains the list of supported features among the ones defined in clause 7.4.1.6.

This attribute shall be present only ifwhen feature negotiation needs to take place.
	



[bookmark: _Toc138755210][bookmark: _Toc151885972][bookmark: _Toc152076037][bookmark: _Toc153793753][bookmark: _Toc162006440]* * * * Next changes * * * *
[bookmark: _Toc138755212][bookmark: _Toc151885974][bookmark: _Toc152076039][bookmark: _Toc153793755][bookmark: _Toc162006442]7.4.1.4.2.14	Type: MBSResourceResp
Table 7.4.1.4.2.14-1: Definition of type MBSResourceResp
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbsResource
	MBSResource
	M
	1
	Contains the the created MBS Resource.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 7.4.1.6Used to negotiate the applicability of optional features.

This attribute shall be present only ifwhen feature negotiation is taking place (i.e. this attribute was present in the corresponding request).
	



[bookmark: _Toc151885976][bookmark: _Toc152076041][bookmark: _Toc153793757][bookmark: _Toc162006444]* * * * Next changes * * * *
7.4.1.4.2.16	Type: MbsResAct
Table 7.4.1.4.2.16-1: Definition of type MbsResAct
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbs5gSessionId
	MbsSessionId
	M
	1
	Contains the identifier of the MBS session to be activated.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 7.4.1.6Used to negotiate the applicability of optional features.

This attribute shall be present only ifwhen feature negotiation needs to take place.
	



[bookmark: _Toc151885977][bookmark: _Toc152076042][bookmark: _Toc153793758][bookmark: _Toc162006445]* * * * Next changes * * * *
7.4.1.4.2.17	Type: MbsResDeact
Table 7.4.1.4.2.17-1: Definition of type MbsResDeact
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbs5gSessionId
	MbsSessionId
	M
	1
	Contains the identifier of the MBS session to be deactivated.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 7.4.1.6Used to negotiate the applicability of optional features.

This attribute shall be present only ifwhen feature negotiation needs to take place.
	



* * * * End of changes * * * *
