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* * * * Start of changes * * * *
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Figure 5.6.2.2.2-1 depicts a scenario where a service consumer sends a request to the VAE Server to query service continuity information.



Figure 5.6.2.2.2-1: Query service continuity
When the service consumer (e.g. V2X server) needs to query service continuity information (e.g. receives the local service information request from the VAE Client as specified in the 3GPP TS 24.486 [28]), the service consumer shall send an HTTP GET request as step 1 of the figure 5.6.2.2.2-1 to the "Individual Geographical Area" resource with query parameter V2X service id in "service-id". When the VAE Server receives the HTTP GET request from the service consumer, the VAE Server shall perform the query.
On success, "200 OK" shall be returned as step 2 of the figure 5.6.2.2.2-1 to indicate that the VAE server can support the desired V2X service for the target "Individual Geographical Area" resource. The response body shall contain the "Individual Geographical Area" resource including the requested V2X service id.
If errors occur when processing the HTTP POST request, the VAE Server shall apply error handling procedures as specified in clause 6.5.7.
* * * * Next changes * * * *
[bookmark: _Toc161951809]6.8.6.2.2	Type: V2vConfigurationData
Table 6.8.6.2.2-1: Definition of type V2vConfigurationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	groupId
	V2xGroupId
	C
	0..1
	Identity of the V2X group for which the V2X application requirement is initiated.

(NOTE)
	

	serviceId
	V2xServiceId
	C
	1
	The V2X service ID for which application requirement corresponds to.

(NOTE)
	

	canUeIds
	array(V2xUeId)
	O
	1..N
	List of identities of the V2X UEs, which are candidate to serve as application layer relays.
	

	appQosReq
	AppplicationQosRequirement
	O
	0..1
	The application QoS requirements for the V2X service.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the features supported by the service consumer. It shall be included in the first interaction. 
	

	NOTE:	Either "groupId" attribute or "serviceId" attribute shall be present.



* * * * End of changes * * * *
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