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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc85528188][bookmark: _Toc90649813][bookmark: _Toc161950454]6.8.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.8.3.2.3.1-1.
Table 6.8.3.2.3.1-1: URI query parameters supported by the POST method on this resource 
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.8.3.2.3.1-2 and the response data structures and response codes specified in table 6.8.3.2.3.1-3.
Table 6.8.3.2.3.1-2: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	V2vConfigurationData
	M
	1
	Parameters to create an Individual V2V Configuration resource.



Table 6.8.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	V2vConfigurationData
	O
	0..1
	201 Created
	An Individual V2V Configuration resource is created successfully.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [2] shall also apply.



Table 6.8.3.2.3.1-4: Headers supported by the 201 Response Code on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/vae-v2v-config-reqvae-pc5-prov-req/<apiVersion>/configurations/{configurationId}



*** Next Change ***
[bookmark: _Toc85528192][bookmark: _Toc90649817][bookmark: _Toc161950458]6.8.3.3.2	Resource definition
Resource URI: {apiRoot}/vae-v2v-config-reqvae-pc5-prov-req/<apiVersion>/ configurations/{configurationId}
This resource shall support the resource URI variables defined in table 6.8.32.3.23-1.
Table 6.8.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.8.1

	configurationId
	string
	Unique identifier of the Individual V2V Configuration resource.





*** End of Changes ***
