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	Reason for change:
	The encoding of PIN ID is referred to the UE policy part type URSP, however the clause number is wrong, URSP is covered in clause 5.2 instead of clause 5.3.
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	Correct the referred clause number of PIN ID.

	
	

	Consequences if not approved:
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	Clauses affected:
	5.11.2.3.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc27581310][bookmark: _Toc36113461][bookmark: _Toc45212719][bookmark: _Toc51932232][bookmark: _Toc138339413][bookmark: _Toc20209078][bookmark: _Toc27581326][bookmark: _Toc36113477][bookmark: _Toc45212735][bookmark: _Toc51932248][bookmark: _Toc138339430]* * * First Change * * *
[bookmark: _Toc114212057][bookmark: _Toc136554805][bookmark: _Toc151993240][bookmark: _Toc152000020][bookmark: _Toc152158592][bookmark: _Toc162000947][bookmark: _Toc20207432][bookmark: _Toc27579314][bookmark: _Toc36115894][bookmark: _Toc45214774][bookmark: _Toc51866541][bookmark: _Toc146246942][bookmark: _Toc146247234][bookmark: _Toc146249911]5.11.2.3.8	Type: TrafficDescriptorComponents
Table 5.11.2.3.8-1: Definition of type TrafficDescriptorComponents
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appDescs
	map(AppDescriptor)
	C
	1..N
	Describes the operation systems and the corresponding applications for each operation systems. The key of map is osId. (NOTE 2)
	

	flowDescs
	array(string)
	C
	1..N
	Destination IP 3 tuple(s) (IP address or IPv6 network prefix, port number, protocol ID of the protocol above IP). The content of the string has the same encoding as the IPFilterRule AVP value as defined in IETF RFC 6733 [54], applicable only to the destination IP 3 tuple(s). (NOTE 3)
	

	domainDescs
	array(string)
	C
	1..N
	FQDN(s) or a regular expression which are used as a domain name matching criteria. (NOTE 4)
	

	ethFlowDescs
	array(EthFlowDescription)
	C
	1..N
	Descriptor(s) for destination information of non-IP traffic in which only ethernet flow description is defined. (NOTE 3)
	

	dnns
	array(Dnn)
	C
	1..N
	This is matched against the DNN information provided by the application.
	

	connCaps
	array(ConnectionCapabilities)
	C
	1..N
	This is matched against the information provided by a UE application when it requests a network connection with certain capabilities.
	

	pinId
	string
	C
	0..1
	This is matched against a PIN ID for a specific PIN configured in the PEGC.
[bookmark: _GoBack]Its encoding shall comply with the UE policy part type URSP as defined in clause 5.23 of 3GPP TS 24.526 [48].

(NOTE 5)
	PIN

	NOTE 1:	At least one attribute of the above Traffic descriptor components shall be present.
NOTE 2:	The information is used to identify the Application(s) that is(are) running on the UE's OS. The included "osId" attribute does not include an OS version number. The included "appIds" attribute does not include a version number for the application.
NOTE 3:	"flowDescs" attribute and "ethFlowDescs" attribute are mutually exclusive.
NOTE 4:	The match of this traffic descriptor component does not require successful DNS resolution of the FQDN provided by the UE Application.
NOTE 5:	The "pinId" attribute and other attributes are mutually exclusive.
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