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	Reason for change:
	For the UE requested user plane connection establishment procedure, following corrections need to be made:
(1) In section 6.2.2.1.1, "a secured user plane connection" should be "an LCS secured user plane connection" to keep the term consistency.
(2) In section 6.2.2.1.2, below yellow text, even in general there is no problem to state this, but from end-to-end perspective, it is not so accurate to say the UE sends a UPP-CM message to the LMF using an NAS procedure as the NAS is terminiated at the AMF. About carrying a UPP-CM message into an NAS message, it was already stated in general section 6.2.2.1.1. Also the yellow text is not provided in other UPP-CM procedures (e.g. in section 6.2.1.1.2, 6.2.1.2.2, 6.2.2.2.2)
"b)	send the USER PLANE CONNECTION ESTABLISHMENT REQUEST message to the LMF using the UL NAS TRANSPORT procedure (see 3GPP TS 24.501 [4]); and".
(3) In section 6.2.2.1.3, " the LMF shall perform the user plane connection establishment procedure as specified in subclause 6.2.1." should be " the LMF shall perform the user plane connection establishment procedure as specified in subclause 6.2.1.1."


	
	

	Summary of change:
	It proposes to provide some corrections in the UE requested user plane connection establishment procedure.

	
	

	Consequences if not approved:
	The UE requested user plane connection establishment procedure is not fully correctly described.
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[bookmark: OLE_LINK44]* * * First Change * * * *
[bookmark: _Toc26193028][bookmark: _Toc26193100][bookmark: _Toc35266503][bookmark: _Toc43195262][bookmark: _Toc45264016][bookmark: _Toc92299358][bookmark: _Toc146237860][bookmark: _Toc160553789][bookmark: OLE_LINK65][bookmark: _Toc20233270][bookmark: _Toc27747407][bookmark: _Toc36213598][bookmark: _Toc36657775][bookmark: _Toc45287450][bookmark: _Toc51948725][bookmark: _Toc51949817][bookmark: _Toc91599813]6.2.2.1.1	General
The purpose of the UE requested user plane connection establishment procedure is for a UE to request to establish an LCS secured user plane connection between the UE and the LMF, as described in clause 6.18.2 of 3GPP TS 23.273 [2]. The UE requests establishment of an LCS secured user plane connection by sending a USER PLANE CONNECTION ESTABLISHMENT REQUEST message to the network. The USER PLANE CONNECTION ESTABLISHMENT REQUEST message is encapsulated in the UPP-CMI container of the UL NAS TRANSPORT. If accepted, the LMF initiates the user plane connection establishment procedure as specified in clause 6.2.1.1., fFigure 6.2.2.1.1.1 illustrates an example of the NAS signalling transport for UE requested user plane connection establishment procedure messages.


Figure 6.2.2.1.1.1: NAS signalling transport for UE requested user plane connection establishment procedure
* * * Next Change * * * *
[bookmark: _Toc160553790]6.2.2.1.2	UE requested user plane connection establishment procedure initiation
The UE initiates the UE requested user plane connection establishment procedure by sending the USER PLANE CONNECTION ESTABLISHMENT REQUEST message to the LMF and starts the T5011 timer, (see example in figure 6.2.2.1.2.1). The UE shall:
a)	create the USER PLANE CONNECTION ESTABLISHMENT REQUEST message;
b)	send the USER PLANE CONNECTION ESTABLISHMENT REQUEST message to the LMF using the UL NAS TRANSPORT procedure (see 3GPP TS 24.501 [4]); and
c)	start a timer T5011 upon sending the USER PLANE CONNECTION ESTABLISHMENT REQUEST message.


Figure 6.2.2.1.2.1: UE requested user plane connection establishment procedure
* * * Next Change * * * *
[bookmark: _Toc160553791]6.2.2.1.3	UE requested user plane connection establishment procedure accepted by the network
Upon receipt of a USER PLANE CONNECTION ESTABLISHMENT REQUEST message from the UE, if the LMF accepts the request to establish an LCS secured user plane connection, the LMF shall perform the user plane connection establishment procedure as specified in subclause 6.2.1.1.
* * * End of Change * * * *
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