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* * * First Change * * * *
[bookmark: _Toc160553779][bookmark: _Toc131389957][bookmark: _Hlk142900693][bookmark: _Toc138339418][bookmark: _Toc20209066][bookmark: _Toc27581314][bookmark: _Toc36113465][bookmark: _Toc45212723][bookmark: _Toc51932236][bookmark: _Toc131299295][bookmark: _Toc20209062][bookmark: _Toc27581307][bookmark: _Toc36113458][bookmark: _Toc45212716][bookmark: _Toc51932229][bookmark: _Toc131299288][bookmark: _Toc27581309][bookmark: _Toc36113460][bookmark: _Toc45212718][bookmark: _Toc51932231][bookmark: _Toc131299290][bookmark: _Toc131299292][bookmark: _Toc20209078][bookmark: _Toc27581326][bookmark: _Toc36113477][bookmark: _Toc45212735][bookmark: _Toc51932248][bookmark: _Toc131299307][bookmark: _Toc131692849][bookmark: _Toc123644892][bookmark: _Toc114863109][bookmark: _Toc114476508][bookmark: _Toc20232828][bookmark: _Toc27746931][bookmark: _Toc36213115][bookmark: _Toc36657292][bookmark: _Toc45286957][bookmark: _Toc51948226][bookmark: _Toc51949318][bookmark: _Toc106796341][bookmark: _Toc20232839][bookmark: _Toc27746943][bookmark: _Toc36213127][bookmark: _Toc36657304][bookmark: _Toc45286969][bookmark: _Toc51948238][bookmark: _Toc51949330][bookmark: _Toc106796353][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]6.2.1.1.5	Network initiated user plane connection establishment procedure not accepted by the UE
If the USER PLANE CONNECTION ESTABLISHMENT COMMAND cannot be accepted, the UE shall send a USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECT message.
Upon reception of a USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECT message from the UE, the LMF shall stop the timer T5012, abort the user plane connection establishment procedure, and shall consider the user plane connection between the UE and the LMF as not established.


* * * Next Change * * * *
[bookmark: _Toc160553780][bookmark: _Toc138339412]6.2.1.1.6	Abnormal cases on the network side
The following abnormal cases can be identified:
a)	Expiry of the timer T5012.
	The network shall, on the first expiry of the timer T5012, retransmit the USER PLANE CONNECTION ESTABLISHMENT COMMAND message and shall reset and start timer T5012. This retransmission is repeated up to four times, i.e. on the fifth expiry of timer T5012, the LMF shall abort the user plane connection establishment procedure.
b)	Lower layer failure before the USER PLANE CONNECTION ESTABLISHMENT COMPLETE or USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECT message is received.
	The network shall stop the timer T5012 and abort the user plane connection establishment procedure.
c)	User plane connection establishment procedure and UE requested user plane connection establishment procedure collision
	If the LMF receives a USER PLANE CONNECTION ESTABLISHMENT REQUEST message during the user plane connection establishment procedure, the LMF shall ignore the USER PLANE CONNECTION ESTABLISHMENT REQUEST message and proceed with the user plane connection establishment procedure.

* * * End of Changes * * * *
