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	Reason for change:
	CT3 has agreed in CR 0292 to TS 29.525 (see C3-241564) that when an updated Policy Control Trigger needs to be sent to the SMF+PGW-C and when 5GS to EPS mobility applies, the PCF for the PDU session shall select the PDN connection it uses to transfer UE Policy Containers to the UE:

“2)	When the PCF for the PDU session receives an update in the Policy Control Request Triggers applicable to the UE, the PCF for the PDU session shall determine whether an update on the current Policy Control Triggers need to be sent to the SMF+PGW-C. In that case, the PCF for the PDU session shall select ongoing PDN connection(s) for the related UE in EPC, and shall provision the received policy control requested trigger(s) to the SMF+PGW-C as follows:
-	if the PCF for the PDU session has previously received a UE Policy Container from the UE over an ongoing PDN connection, the PCF for the PDU session shall select that PDN connection; or
-	otherwise when 5GS to EPS mobility applies, the PCF for the PDU session shall select the PDN connection it uses to transfer UE Policy Containers to the UE; and
-	the PCF for the PDU session shall use the Npcf_SMPolicyControl_UpdateNotify service operation to provision the received policy control requested trigger(s) according to 3GPP TS 29.512 [31].”
This means for the case of 5GS to EPS mobility, the PCF for the UE updates the Policy Control Triggers in the SMF+PGW-C associated with the PDN connection used for the transfer UE Policy Containers to the UE. The Policy Control Trigger is to notify the PCF for the PDU session when MO UE Policy Containers are received in response to the MT UE Policy Containers. Accordingly, this CRs specifies how the UE provides a UE Policy Container to the network for the case of 5GS to EPS mobility.

	
	

	Summary of change:
	Specifies how the UE provides UE Policy Containers to the network for the case of 5GS to EPS mobility.

	
	

	Consequences if not approved:
	URSP provisioning in EPS feature not complete.

	
	

	Clauses affected:
	6.3.14

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev1
· aligned order of the procedures



Page 1


[bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc82895860][bookmark: _Toc20218019][bookmark: _Toc27743904][bookmark: _Toc35959475][bookmark: _Toc45202908][bookmark: _Toc45700284][bookmark: _Toc51920020][bookmark: _Toc68251080][bookmark: _Toc74916057][bookmark: _Hlk82807406][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc74916014][bookmark: _Toc20217979][bookmark: _Toc27743864][bookmark: _Toc35959435][bookmark: _Toc45202867][bookmark: _Toc45700243][bookmark: _Toc51919979][bookmark: _Toc68251039][bookmark: _Toc74916016][bookmark: _Toc20218017][bookmark: _Toc27743902][bookmark: _Toc35959473][bookmark: _Toc45202906][bookmark: _Toc45700282][bookmark: _Toc51920018][bookmark: _Toc68251078][bookmark: _Toc74916055][bookmark: _Toc36212835][bookmark: _Toc36657012][bookmark: _Toc45286673][bookmark: _Toc51947940][bookmark: _Toc51949032][bookmark: _Toc82895723][bookmark: _Toc20212017][bookmark: _Toc27744899][bookmark: _Toc36114699][bookmark: _Toc45271293][bookmark: _Toc51936551][bookmark: _Toc58230221][bookmark: _Toc106898418]*** First change ***
[bookmark: _Toc155127730][bookmark: _Hlk127190260]6.3.14	Handling of URSP provisioning
[bookmark: _Hlk128582202]The UE can perform the UE requested PDN connectivity procedure to transport the URSP provisioning in EPS support indicator as specified in 3GPP TS 24.008 [13] from the UE to the network and a related URSP provisioning in EPS support indicator from the network to the UE. The successful exchange of the URSP provisioning in EPS support indicators, if the extended protocol configuration options is supported by the network and the UE end-to-end for the PDN connection as specified in subclause 6.6.1.1, enables the UE to thereafter perform the UE requested bearer resource modification procedure to transport a UE policy container with the length of two octets as specified in 3GPP TS 24.008 [13] from the UE to the network to transfer the UE STATE INDICATION message as specified in 3GPP TS 24.501 [54] annex D.
Thereafter, the network can initiate the EPS bearer context modification procedure or the dedicated EPS bearer context activation procedure to transport UE policy container with the length of two octets as specified in 3GPP TS 24.008 [13] from the network to the UE. The UE can transport UE policy container with the length of two octets from the UE to the network using the EPS bearer context modification procedure or the dedicated EPS context activation procedure.
The UE policy container with the length of two octets enables transfer of a message specified in 3GPP TS 24.501 [54] annex D.
The network can also send a UE policy container with the length of two octets to the UE as specified in 3GPP TS 24.008 [13] during the dedicated EPS bearer context activation procedure, or EPS bearer context modification procedure on any PDN connection for which the default EPS bearer context is associated with the URSP provisioning in EPS support indicators as specified in 3GPP TS 24.501 [54]. In response, the UE can transport UE policy container with the length of two octets from the UE to the network using the dedicated EPS context activation procedure or the EPS bearer context modification procedure as specified in 3GPP TS 24.501 [54].
*** End change ***

