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	Reason for change:
	Editor's note indicating that the impact of data channels not being supported between UE and conference focus to procedures in clause 10.6.2 requires further study, needs to be resolved.

Clause 10.6.2 currently does not follow the IMS AS procedure specified in clause 9.3.2.2.1, and instead specifies that:
· the IMS AS serving the user will send session establishment event notification request to the DCSF, proceed with DC media resource reservation and shall not send the remote bootstrap data channel setup media information (e.g., data channels with stream ID 100 or 110) in SDP offer of SIP INVITE request towards the conference focus, based on the operator policy, on reception session establishment event notification response from the DCSF.

The IMS AS shall first determine whether the served user is authorized to use IMS data channel, and if the served user is not authorized, then based on the operator policy the IMS AS shall determine whether to remove from the SDP offer media lines related to the IMS data channels, and not after the data channels media resource reservation as specified above.
Further, the IMS AS does not need to know whether the conference focus which can be placed in another network supports the IMS data channels. This should be responsibility of the conference AS. The IMS AS of the served user will discover that IMS data channels will not be used in SIP session upon reception of a response on the INVITE request which contains an SDP answer, and the port number value of the data channel media stream(s) is zero.


	
	

	Summary of change:
	Clause 10.6.1: added procedure for the user which wants to use IMS data channel in the SIP session established towards the conference focus.

Clause 10.6.2: specified that the IMS AS of the served user shall follow procedure specified in clause 9.3.2.2.1 for IMS data channel establishment. Added notes indicating that for each served user which is authorized to use IMS data channel a local bootstrap data channel will be established, and since conference focus does not support in this release the IMS data channel, the remote bootstrap data channels with the conference focus will not be established.

	
	

	Consequences if not approved:
	Editor's Note will remain in specification. The current IMS AS procedure is misleading and leaves the requirement open to interpretation, leading to misinterpretations and implementation mistakes.
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*** First Change ***
[bookmark: _Toc94278297][bookmark: _Toc517189840][bookmark: _Toc13044][bookmark: _Toc10658][bookmark: _Toc7900][bookmark: _Toc8535][bookmark: _Toc9196][bookmark: _Toc16978]10.6.1	Procedure at UE
When a user is participating in two or more SIP sessions, established SIP session's data channel media streams are specific to each SIP session. The user is handling multiple SIP sessions, but only one SIP session shall be active at a time.
The user (conference creator) creates SIP session with the conference focus by sending an INVITE request as described in clause 5.3.1.3 3GPP TS 24.147 [15], andthere is a new SIP session is established between the user (conference creator) and the conference focus.
The user (conference creator) decides and perform the procedures as described in clause 5.3.1.4 3GPP TS 24.147 [15] for inviting a user (conference participant) to a conference by sending an REFER request for each of the active sessions that are requested to be joined to the three-way session, and. There are new SIP sessions are established between the users (conference participants) and the conference focus.
At the establishment of the SIP session with the conference focus, the conference creator and conference participants, shall terminate the existing call session including data channelDC media streams as per 3GPP TS 24.147 [15] and clause 9.3.
If the user (conference creator or conference participant) wants to use IMS data channel in the SIP session established with the conference focus, the user shall follow procedure specified in clause 9.3.2.1.
NOTE:	In this Release of the present document an IMS data channel establishment with the conference focus is not supported.

*** Next Change ***
10.6.2	Procedure at IMS AS serving the uUser
On reception of the SIP INVITE request in conjunction with IMS data channel setup as per clause 9.3.2.1.2 and request URI set to the conference factory URI in accordance with clause 5.3.1.3 3GPP TS 24.147 [15], the IMS AS serving the user shall follow procedure specified in clause 9.3.2.2.1.(conference creator):
NOTE 1:	The served user can be a conference creator or conference participant.
NOTE 2:	For each served user which is authorized to use IMS data channel a local bootstrap data channel will be established (i.e., IMS data channels with stream ID 0 or 10 between the user and the DCSF serving the user).
NOTE 3:	In this Release of the present document an IMS data channel establishment with the conference focus is not supported, therefore the data channels with the conference focus will not be established. The IMS AS will discover this upon reception of the response to SIP INVITE request with the SDP answer and the port number value of the data channel media stream(s) is zero.
· will send session establishment event notification request to the DCSF as per 3GPP TS 29.175 [18], based on the user (conference creator) service subscription data and proceed with DC media resource reservation in accordance with clause 9.3.2.1.2; and
· shall not send the remote bootstrap data channel setup media information (e.g., data channels with stream ID 100 or 110) in SDP offer of SIP INVITE request towards the conference focus, based on the operator policy, on reception session establishment event notification response from the DCSF.
NOTE:	Local bootstrap data channel (e.g., data channels with stream ID 0 or 10) setup between the user (conference creator) and the DCSF serving the user (conference creator) will be as per clause 9.3.2.1.2 and as per 3GPP TS 23.228 [3].
Editor's Note:	The impact of data channels not being supported between UE and conference focus to procedures in clause 10.6.2 requires further study.

*** End of Changes ***

