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* * * First Change * * * *
[bookmark: _Toc20218207][bookmark: _Toc27744092][bookmark: _Toc35959664][bookmark: _Toc45203097][bookmark: _Toc45700473][bookmark: _Toc51920209][bookmark: _Toc68251269][bookmark: _Toc162960467]8.2.1.1	Message definition
This message is sent by the network to the UE to indicate that the corresponding attach request has been accepted. See table 8.2.1.1.
Message type:	ATTACH ACCEPT
Significance:	dual
Direction:	network to UE
[bookmark: _CRTable8_2_1_1]Table 8.2.1.1: ATTACH ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator
9.2
	M
	V
	1/2

	
	Security header type
	Security header type
9.3.1
	M
	V
	1/2

	
	Attach accept message identity
	Message type
9.8
	M
	V
	1

	
	EPS attach result
	EPS attach result
9.9.3.10
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.9.2.9
	M
	V
	1/2

	
	T3412 value
	GPRS timer
9.9.3.16
	M
	V
	1

	
	TAI list
	Tracking area identity list
9.9.3.33
	M
	LV
	7-97

	
	ESM message container
	ESM message container
9.9.3.15
	M
	LV-E
	5-n

	50
	GUTI
	EPS mobile identity
9.9.3.12
	O
	TLV
	13

	13
	Location area identification
	Location area identification
9.9.2.2
	O
	TV
	6

	23
	MS identity

	Mobile identity
9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause
9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer
9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer
9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list
9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list
9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support
9.9.3.12A
	O
	TLV
	3-54

	F-
	Additional update result
	Additional update result
9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3
9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2
9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters
9.9.3.46
	O
	TLV
	3

	65
	DCN-ID
	DCN-ID
9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status
9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW provided policies
	Non-3GPP NW provided policies
9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2
9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3
9.9.3.16B
	O
	TLV
	3

	7A
	Extended emergency number list
	Extended emergency number list
9.9.3.37A
	O
	TLV-E
	7-65538

	7C
	Ciphering key data
	Ciphering key data
9.9.3.56
	O
	TLV-E
	35-2291

	66
	UE radio capability ID
	UE radio capability ID
9.9.3.60
	O
	TLV
	3-n

	B-
	UE radio capability ID deletion indication
	UE radio capability ID deletion indication
9.9.3.61
	O
	TV
	1

	35
	Negotiated WUS assistance information
	WUS assistance information
9.9.3.62
	O
	TLV
	3-n

	36
	Negotiated DRX parameter in NB-S1 mode
	NB-S1 DRX parameter
9.9.3.63
	O
	TLV
	3

	38
	Negotiated IMSI offset
	IMSI offset
9.9.3.64
	O
	TLV
	4

	1D
	Forbidden TAI(s) for the list of "forbidden tracking areas for roaming"
	Tracking area identity list
9.9.3.33
	O
	TLV
	8-98

	1E
	Forbidden TAI(s) for the list of "forbidden tracking areas for regional provision of service"
	Tracking area identity list
9.9.3.33
	O
	TLV
	8-98

	1F
	Unavailability configuration
	Unavailability configuration
9.9.3.70
	O
	TLV
	3-96



* * * Next Change * * * *
[bookmark: _Toc20218327][bookmark: _Toc27744214][bookmark: _Toc35959788][bookmark: _Toc45203223][bookmark: _Toc45700599][bookmark: _Toc51920335][bookmark: _Toc68251395][bookmark: _Toc162960610]8.2.26.1	Message definition
This message is sent by the network to the UE to provide the UE with EPS mobility management related data in response to a tracking area update request message. See table 8.2.26.1.
Message type:	TRACKING AREA UPDATE ACCEPT
Significance:	dual
Direction:	network to UE
[bookmark: _CRTable8_2_26_1]Table 8.2.26.1: TRACKING AREA UPDATE ACCEPT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator
9.2
	M
	V
	1/2

	
	Security header type
	Security header type
9.3.1
	M
	V
	1/2

	
	Tracking area update accept message identity
	Message type
9.8
	M
	V
	1

	
	EPS update result
	EPS update result
9.9.3.13
	M
	V
	1/2

	
	Spare half octet
	Spare half octet
9.9.2.9
	M
	V
	1/2

	5A
	T3412 value
	GPRS timer
9.9.3.16
	O
	TV
	2

	50
	GUTI
	EPS mobile identity
9.9.3.12
	O
	TLV
	13

	54
	TAI list
	Tracking area identity list
9.9.3.33
	O
	TLV
	8-98

	57
	EPS bearer context status
	EPS bearer context status
9.9.2.1
	O
	TLV
	4

	13
	Location area identification
	Location area identification
9.9.2.2
	O
	TV
	6

	23
	MS identity
	Mobile identity
9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause
9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer
9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer
9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list
9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list
9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support
9.9.3.12A
	O
	TLV
	3-45

	F-
	Additional update result
	Additional update result
9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3
9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2
9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters
9.9.3.46
	O
	TLV
	3

	68
	Header compression configuration status
	Header compression configuration status
9.9.4.27
	O
	TLV
	4

	65
	DCN-ID
	DCN-ID
9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status
9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW policies
	Non-3GPP NW provided policies
9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2
9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3
9.9.3.16B
	O
	TLV
	3

	7A
	Extended emergency number list
	Extended emergency number list
9.9.3.37A
	O
	TLV-E
	7-65538

	7C
	Ciphering key data
	Ciphering key data
9.9.3.56
	O
	TLV-E
	35-2291

	66
	UE radio capability ID
	UE radio capability ID
9.9.3.60
	O
	TLV
	3-n

	B-
	UE radio capability ID deletion indication
	UE radio capability ID deletion indication
9.9.3.61
	O
	TV
	1

	35
	Negotiated WUS assistance information
	WUS assistance information
9.9.3.62
	O
	TLV
	3-n

	36
	Negotiated DRX parameter in NB-S1 mode
	NB-S1 DRX parameter
9.9.3.63
	O
	TLV
	3

	38
	Negotiated IMSI offset
	IMSI offset
9.9.3.64
	O
	TLV
	4

	37
	EPS additional request result
	EPS additional request result
9.9.3.67
	O
	TLV
	3

	1D
	Forbidden TAI(s) for the list of "forbidden tracking areas for roaming"
	Tracking area identity list
9.9.3.33
	O
	TLV
	8-98

	1E
	Forbidden TAI(s) for the list of "forbidden tracking areas for regional provision of service "
	Tracking area identity list
9.9.3.33
	O
	TLV
	8-98

	39
	Maximum time offset
	GPRS timer 3
9.9.3.16B
	O
	TLV
	3

	1F
	Unavailability configuration
	Unavailability configuration
9.9.3.70
	O
	TLV
	3-96



* * * End of Changes * * * *
