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***** start of changes *****
[bookmark: OLE_LINK2]4.2.22	EFAC_GBAUAPI (Access Control to GBA_U_API)
If service n°2 is "available", this file shall be present.
This EF contains the list of Applet AID associated with a NAF_ID and indicates the Applet allowed to access to GBA_U API defined in 3GPP TS 31.130[46] and using Ks_int_NAF associated to specified NAF_ID.
	Identifier: '6F03''6F0A'
	Structure: Linear fixed
	Optional

	Record length: Z>7 bytes
	Update activity: low

	Access Conditions:
	READ	ADM
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to Z
	Applet NAF Access Control TLV objects
	M
	Z bytes



Applet NAF Access Control TLV object parameters tags:
	Description
	Tag Value

	Applet NAF Access Control TLV object Tag
	'80'



Applet NAF Access Control TLV object contains:

	Description
	Value
	M/O
	Length (bytes)

	Applet NAF Access Control TLV object tag
	'80'
	M
	1

	Length
	Note 1
	M
	Note 2

	Length
	X
	M
	Note 2

	AID value
	--
	M
	5-16bytes

	Length
	Y
	M
	Note 2

	NAF_ID value
	--
	M
	Y

	Note 1:	This is the total size of the constructed TLV object.
Note 2:	The length is coded according to ISO/IEC 8825-1 [35].



***** next change *****
Note:	The use of this EF is described in 3GPP TS 31.130[46]
[bookmark: _Toc163038709]4.2.23	EFIMSDCI (IMS Data Channel Indication)
If service n°22 is "available", this file shall be present.
This EF contains an indication to the ME for IMS Data Channel.
	Identifier: '6F04''6F0B'
	Structure:  transparent
	Optional

	File size: 1 byte
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1
	[bookmark: OLE_LINK12]IMS DC Establishment Indication
	M
	1 byte



[bookmark: OLE_LINK13]-	IMS DC Establishment Indication:
Contents:
· IMS Data Channel Establishment Indication
Coding:
-	'00' - IMS data channel is not allowed
[bookmark: OLE_LINK8]-	'01' - IMS data channel is allowed and to be setup after an IMS session is established
-	'02' - IMS data channel is allowed and to be setup simultaneously while establishing an IMS session
-	All other values are RFU

NOTE:	See Management object as defined in 3GPP TS 24.275[47].
***** next change *****
[bookmark: _Toc163038710]4.3	ISIM file structure
This clause contains a figure depicting the file structure of the ADFISIM. ADFISIM shall be selected using the AID and information in EFDIR.
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	[bookmark: _Hlk31378640]
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Figure 1: File identifiers and directory structures of ISIM
NOTE:	The value '6FF9' under ADFISIM was used in earlier versions of this specification, and should not be re-assigned in future versions.
***** end of changes *****
[…]
