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1. Overall Description:
SA2 thanks RAN2 and CT1 LSs in the S2-2403889/R2-2401888 and S2-2403873/C1-241809. SA2 would like to provide the latest progress on REDCAP:
-	NR eRedCap indication is agreed to be included into the NGAP Initial UE message and the AMF shall store the NR eRedCap Indication in the UE context, consider that the RAT type is NR eRedCap, see 23.501 CR5254 (attached).
-	During handover from E-UTRA to NR, the target NG-RAN (i.e. gNB) provides the NR eRedCap indication to AMF in NGAP Path Switch Request message during Xn handover, or NGAP Handover Request Acknowledge message during N2 handover (including intra 5GS N2 handover and EPS to 5GS handover) based on the UE capability information provided by the source RAN to the target RAN.
-	SA2 has also agreed CR5371 for TS 23.501 (attached) to clarify that the UE provided (e)RedCap indication matches the UEs radio capabilities when accessing the network.

2. Actions:
To RAN2, RAN3, CT1 group.
ACTION: 	SA2 asks RAN2 and CT1 group to take the above into account and provide feedback if any.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #163		27th – 31st May, 2024			Korea, KR
TSG-SA2 Meeting #164		19th – 23rd Aug, 2024			Maastricht, NL

