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* * * Next Change * * * *
[bookmark: _Toc82085100][bookmark: _Toc106026250][bookmark: _Toc91749802][bookmark: _Toc146236550][bookmark: _Toc162966336]6.2.3.12	MBS UE session join notification resource deletion procedure
Editor’s note [WID: SEAL_Ph3, CR: 0045]:	This clause will describe the MBS resource deletion.
6.2.3.12.1	SNRM server SIP and HTTP procedures
Editor’s note:	The SNRM server SIP procedure is FFS.
6.2.3.12.1.1	SNRM server HTTP procedure
Upon receiving an HTTP POST request message containing
a)	an Content-Type header field with "application/vnd.3gpp.seal-mbs-usage-info+xml" value;
the SNRM-S:
a)	shall determine the identity of the sender of the received HTTP POST request as specified in clause 6.2.1.1, and:
1)	if the identity of the sender of the received HTTP POST request is not authorized, shall respond with an HTTP 403 (Forbidden) response to the HTTP POST request and skip rest of the steps; 
b)	shall process the HTTP POST body carrying the UE session join notification status where the VAL identities, MBS session identity, MBS multicast joining status and mbs-reception-quality-level shared by the SNRM-C shall be processed by the SNRM-S and may store for future usage to serve requests from SNRM-C or VAL server associated with this information;
c)	shall send the HTTP response towards the SNRM-C according to IETF RFC 9110 [22].

6.2.3.12.2	SNRM client SIP and HTTP procedures
Editor’s note:	The SNRM client SIP procedure is FFS.
6.2.3.12.2.1	SNRM client HTTP procedure
Upon request from VAL client to share the UE group join notification status with the SNRM-S, the SNRM-C shall generate an HTTP POST request message in accordance with IETF RFC 9110 [22]. In the HTTP POST request, the SNRM-C:
a)	shall set the Request-URI to the URI corresponding to the identity of the SNRM-S;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.seal-mbs-usage-info+xml";
c)	shall include the mbs-usage-info XML payload in the HTTP POST body carrying the UE session join notification status generated as described below. The SNRM-C shall include <mbs-session-join-notification> under the <seal-mbs-usage-info> root element for the MBS session(s) it desires to share the group joining notification and each <mbs-session-join-notification> element;
1)	shall include the <VAL-identities> sub-element, shall include the following elements:
A)	a <VAL-user-id> element that contains the identity of the VAL user sharing the group join notification; and
B)	a <VAL-group-id> element set to the identity of the VAL group for whom the VAL user as joined; and
2)		shall include the <mbs-session-id> sub-element, set to the MBS session identifier indicating the MBS session associated with the group for which the group join notification is shared;
3) shall include the <mbs-multicast-joining-status> sub-element, set to the string "successfully joined";
4)	<mbs-reception-quality-level>, an optional element contains an integer used to indicate the reception quality level; and
d)	shall send the HTTP POST request towards the SNRM-S according to IETF RFC 9110 [22].
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