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	Reason for change:
	For the UE handling in the network initiated user plane connection establishment procedure, below yellow text indicate that regardless of the UE accepts the NW initiated user plane connection establishment procedure or not, if there is no established PDU session for the user plane positioning, the UE shall always initiate a UE-requested PDU session establishment procedure to establish a new PDU session with a DNN and an S-NSSAI used for the user plane positioning.

However, in case of the UE cannot accept the NW initiated user plane connection establishment procedure, the whole establishement of an LCS secured user plane connection between the UE and the LMF for LCS-UPP is not needed. Then naturally, the establishement of new PDU session for the user plane positioning is not needed as well. Otherwise, the PDU session resources will be wasted.

Hence, here reasonably, the establishement of new PDU session for the user plane positioning is only initiated when the UE accepts the NW initiated user plane connection establishment procedure.

"6.2.1.1.3	Network initiated user plane connection establishment procedure accepted by the UE
Upon receipt of a USER PLANE CONNECTION ESTABLISHMENT COMMAND message from the LMF, the UE shall stop the timer T5011 if running, establish a PDU session providing PDU connectivity service between UE and LMF, if not available, as described in clause 4.2.2.
If the USER PLANE CONNECTION ESTABLISHMENT COMMAND message can be accepted and the required PDU connectivity service between UE and LMF is available, the UE shall:
a)	send a USER PLANE CONNECTION ESTABLISHMENT COMPLETE message to the LMF; and
b)	establish a TLS connection between the UE and the LMF, as described in clause 4.3.".


	
	

	Summary of change:
	It proposes to update the UE handling in the network initiated user plane connection establishment procedure that the establishement of new PDU session for the user plane positioning is only initiated when the UE accepts the NW initiated user plane connection establishment procedure.

	
	

	Consequences if not approved:
	The UE handling in the network initiated user plane connection establishment procedure is not reasonable, which may cause the waste of PDU session resources.
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Upon receipt of a USER PLANE CONNECTION ESTABLISHMENT COMMAND message from the LMF, the UE shall stop the timer T5011 if running, establish a PDU session providing PDU connectivity service between UE and LMF, if not available, as described in clause 4.2.2.
If the USER PLANE CONNECTION ESTABLISHMENT COMMAND message can be accepted, the UE shall establish a PDU session providing PDU connectivity service between the UE and the LMF, if not available, as described in clause 4.2.2. Afterand the required PDU connectivity service between the UE and the LMF is available, the UE shall:
a)	send a USER PLANE CONNECTION ESTABLISHMENT COMPLETE message to the LMF; and
b)	establish a TLS connection between the UE and the LMF, as described in clause 4.3.
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