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	Reason for change:
	In TS 24.571 v18.4.0, only SL-MO-LR operation is captured in the overview clause for the LCS message. However, SL-MT-LR operation (see subclause 5.2.1.8), DLRSPPTransport operation (see subclause 5.2.1.7) and ULRSPPTransport operation (see subclause 5.2.2.11) are not mentioned.

“b)	Location services messages:
-	Messages for MO-LR operations (see 3GPP TS 24.080 [5]).
-	Messages for LocationNotification operations (see 3GPP TS 24.080 [5]).
-	Messages for EventReport operations (see 3GPP TS 24.080 [5]).
-	Messages for PeriodicTriggeredInvoke operations (see 3GPP TS 24.080 [5]).
-	Messages for CancelDeferredLocation operations (see 3GPP TS 24.080 [5]).
-	Messages for MSCancelDeferredLocation operations (see 3GPP TS 24.080 [5]).
-	Messages for LocationPrivacySetting operations (see 3GPP TS 24.080 [5]).
-	Messages for PRU-Association operations (see 3GPP TS 24.080 [5]).
-	Messages for SL-MO-LR operations (see 3GPP TS 24.080 [5]).
-	Routing information associated with the LMF is transported as the Additional information IE in UL/DL NAS TRANSPORT message or CONTROL PLANE SERVICE REQUEST message (see clause 5.2.2.6.1) for Location services messages that are transported between the UE and the LMF (see 3GPP TS 24.501 [3]).”
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	Update overview clause to capture SL-MT-LR operation, DLRSPPTransport operation and ULRSPPTransport operation.
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	Clauses affected:
	4.1.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *
[bookmark: _Toc162969205][bookmark: _Toc162969249][bookmark: _Toc146237854][bookmark: _Toc146295267][bookmark: _Toc19634061][bookmark: _Toc44862899][bookmark: _Toc146090911][bookmark: _Toc19634093][bookmark: _Toc44862931][bookmark: _Toc146090943][bookmark: _Toc146237840][bookmark: _Toc26193027][bookmark: _Toc26193099][bookmark: _Toc35266502][bookmark: _Toc43195261][bookmark: _Toc45264015][bookmark: _Toc92299357][bookmark: _Toc146237859][bookmark: _Toc20232433][bookmark: _Toc27746519][bookmark: _Toc36212699][bookmark: _Toc36656876][bookmark: _Toc45286537][bookmark: _Toc51947804][bookmark: _Toc51948896][bookmark: _Toc131395811][bookmark: _Toc20232435][bookmark: _Toc27746521][bookmark: _Toc36212701][bookmark: _Toc36656878][bookmark: _Toc45286539][bookmark: _Toc51947806][bookmark: _Toc51948898][bookmark: _Toc131395813][bookmark: _Toc131395814][bookmark: _Toc20232673][bookmark: _Toc27746775][bookmark: _Toc36212957][bookmark: _Toc36657134][bookmark: _Toc45286798][bookmark: _Toc51948067][bookmark: _Toc51949159][bookmark: _Toc131398285][bookmark: _Toc131398287][bookmark: _Toc20209055][bookmark: _Toc27581300][bookmark: _Toc36113451][bookmark: _Toc45212709][bookmark: _Toc51932222][bookmark: _Toc146249884][bookmark: _Toc20209078][bookmark: _Toc27581326][bookmark: _Toc36113477][bookmark: _Toc45212735][bookmark: _Toc51932248][bookmark: _Toc146249911][bookmark: _Toc20232391][bookmark: _Toc27746477][bookmark: _Toc36212657][bookmark: _Toc36656834][bookmark: _Toc45286495][bookmark: _Toc51947762][bookmark: _Toc51948854][bookmark: _Toc146294942][bookmark: _Toc20232675][bookmark: _Toc27746777][bookmark: _Toc36212959][bookmark: _Toc36657136][bookmark: _Toc45286800][bookmark: _Toc51948069][bookmark: _Toc51949161][bookmark: _Toc131396083][bookmark: _Toc517469172][bookmark: _Toc26193014][bookmark: _Toc26193086][bookmark: _Toc35266489][bookmark: _Toc43195248][bookmark: _Toc45264002][bookmark: _Toc92299344][bookmark: _Toc123630306][bookmark: _Toc114484699][bookmark: _Hlk114581580][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc114476338][bookmark: _Toc114485497][bookmark: _Toc68203531][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc114844022]4.1.2	LCS aspect
LCS uses the defined payload container to transfer LCS signalling messages between the UE and the network.
The corresponding LCS signaling messages include:
a)	LTE Positioning Protocol (LPP) messages (see 3GPP TS 37.355 [4]):
-	Both downlink and uplink LPP messages are supported.
-	Routing information is transported as the Additional information IE in UL/DL NAS TRANSPORT message for LPP messages (see 3GPP TS 24.501 [3]).
a1)	SideLink Positioning Protocol (SLPP) messages (see 3GPP TS 38.355 [4a]):
-	Both downlink and uplink SLPP messages are supported.
-	Routing information is transported as the Additional information IE in UL/DL NAS TRANSPORT message for SLPP messages (see 3GPP TS 24.501 [3]).
b)	Location services messages:
-	Messages for MO-LR operations (see 3GPP TS 24.080 [5]).
-	Messages for LocationNotification operations (see 3GPP TS 24.080 [5]).
-	Messages for EventReport operations (see 3GPP TS 24.080 [5]).
-	Messages for PeriodicTriggeredInvoke operations (see 3GPP TS 24.080 [5]).
-	Messages for CancelDeferredLocation operations (see 3GPP TS 24.080 [5]).
-	Messages for MSCancelDeferredLocation operations (see 3GPP TS 24.080 [5]).
-	Messages for LocationPrivacySetting operations (see 3GPP TS 24.080 [5]).
-	Messages for PRU-Association operations (see 3GPP TS 24.080 [5]).
-	Messages for SL-MO-LR operations (see 3GPP TS 24.080 [5]).
-	Messages for SL-MT-LR operations (see 3GPP TS 24.080 [5]).
-	Messages for ULRSPPTransport operations (see 3GPP TS 24.080 [5]).
-	Messages for DLRSPPTransport operations (see 3GPP TS 24.080 [5]).
-	Routing information associated with the LMF is transported as the Additional information IE in UL/DL NAS TRANSPORT message or CONTROL PLANE SERVICE REQUEST message (see clause 5.2.2.6.1) for Location services messages that are transported between the UE and the LMF (see 3GPP TS 24.501 [3]).
The Routing information transported as the Additional information IE can be Routing identifier in the current specification, which includes immediate routing identifier and deferred routing identifier. The immediate routing identifier transported as the Additional information IE is the Correlation ID, which is allocated by the AMF and can be used in the UL/DL NAS TRANSPORT message (see clause 5.2 and clause 5.3). The deferred routing identifier transported as the Additional information IE can be used in the UL NAS TRANSPORT and CONTROL PLANE SERVICE REQUEST message for the AMF routing the LCS messages to the particular LMF (see clause 5.2.2).
The messages for PeriodicTriggeredInvoke operations can be used to enable the location events reporting over user plane connection, and the messages for EventReport operations can be used for the cumulative event report, as described in clause 6.16.1 of 3GPP TS 23.273 [2]. The location events reporting over user plane connection is defined in 3GPP TS 24.572 [9]).
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