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1. Reason for Change
The media types for the Sdd_RegularTransmissionConnection API needs correction as more than one media type should be used for proper operation.
2. Proposal
[bookmark: OLE_LINK132][bookmark: OLE_LINK133]It is proposed to agree the following changes to 3GPP TS 24.543 v1.3.0.
3. Revision history
-	

[bookmark: OLE_LINK113][bookmark: _Hlk61529092]* * * First Change * * * *
[bookmark: _Toc164931973][bookmark: _Toc154277430]A.3.1.6	Media Types
The media type for a request to establish an SDDM regular transmission connection shall be "application/vnd.3gpp.seal-data-delivery-establishment-req-info +cbor".
[bookmark: _Toc98783322][bookmark: _Toc162966385]The media type for a request to release an SDDM regular transmission connection shall be "application/vnd.3gpp.seal-data-delivery-release-req-info +cbor".
A.3.1.7	Media Type registration template for application/vnd.3gpp.seal-data-delivery-establishment-req-info+cbor
Type name: application
Subtype name: vnd.3gpp.seal-data-delivery-establishment-req-info+cbor
Required parameters: none
Optional parameters: none
Encoding considerations: Must be encoded as using IETF RFC 8949 [17]. See "EstablishmentRequest" data type in 3GPP TS 24.543 clause A.3.1.3.2.1 for details.
Security considerations: See Section 10 of IETF RFC 8949 [17] and Section 11 of IETF RFC 7252 [13].
Interoperability considerations: Applications must ignore any key-value pairs that they do not understand. This allows backwards-compatible extensions to this specification.
Published specification: 3GPP TS 24.543 "Data Delivery Management - Service Enabler Architecture Layer for Verticals (SEAL); Protocol specification", available via http://www.3gpp.org/specs/numbering.htm.
Applications that use this media type: Applications supporting the SEAL data delivery management procedures as described in the published specification.
Fragment identifier considerations: Fragment identification is the same as specified for "application/cbor" media type in IETF RFC 8949 [17]. Note that currently that RFC does not define fragmentation identification syntax for "application/cbor".
Additional information:
Deprecated alias names for this type: N/A
Magic number(s): N/A
File extension(s): none
Macintosh file type code(s): none
Person & email address to contact for further information: <MCC name>, <MCC email address>
Intended usage: COMMON
Restrictions on usage: None
Author: 3GPP CT1 Working Group/3GPP_TSG_CT_WG1@LIST.ETSI.ORG
Change controller: <MCC name>/<MCC email address>
A.3.1.8	Media Type registration template for application/vnd.3gpp.seal-data-delivery-release-req-info+cbor
Type name: application
Subtype name: vnd.3gpp.seal-data-delivery-release-req-info+cbor
Required parameters: none
Optional parameters: none
Encoding considerations: Must be encoded as using IETF RFC 8949 [17]. See "ReleaseRequest" data type in 3GPP TS 24.543 clause A.3.1.3.2.2 for details.
Security considerations: See Section 10 of IETF RFC 8949 [17] and Section 11 of IETF RFC 7252 [13].
Interoperability considerations: Applications must ignore any key-value pairs that they do not understand. This allows backwards-compatible extensions to this specification.
Published specification: 3GPP TS 24.543 "Data Delivery Management - Service Enabler Architecture Layer for Verticals (SEAL); Protocol specification", available via http://www.3gpp.org/specs/numbering.htm.
Applications that use this media type: Applications supporting the SEAL data delivery management procedures as described in the published specification.
Fragment identifier considerations: Fragment identification is the same as specified for "application/cbor" media type in IETF RFC 8949 [17]. Note that currently that RFC does not define fragmentation identification syntax for "application/cbor".
Additional information:
Deprecated alias names for this type: N/A
Magic number(s): N/A
File extension(s): none
Macintosh file type code(s): none
Person & email address to contact for further information: <MCC name>, <MCC email address>
Intended usage: COMMON
Restrictions on usage: None
Author: 3GPP CT1 Working Group/3GPP_TSG_CT_WG1@LIST.ETSI.ORG
Change controller: <MCC name>/<MCC email address>
* * * End of Changes * * * *

