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	As specified in 24.502 subclause 7.2.5:
In order to access SNPN services via a PLMN or via untrusted non-3GPP access network, an SNPN enabled UE is configured with an N3IWF FQDN for the SNPN and with an MCC of the country where the configured N3IWF is located.
It indicates that the selection of an N3AN node in an SNPN, the UE is configured with the N3IWF FQDN for the SNPN and with an MCC of the country where the configured N3IWF is located. The encoding of N3AN node configuration information is specified in 24.526, the encoding of UE in SNPN access operation mode for non-3GPP access is not specified.
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	Add the coding of home N3IWF identifier configuration for UE is in SNPN access operation mode for non-3GPP access.
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The content of home N3IWF identifier configuration contains a list of home N3IWF identifier entries.
The content of home N3IWF identifier configuration is encoded according to figure 5.3.3.3.1.
The content of each home N3IWF identifier entry is coded according to figure 5.3.3.3.2, figure 5.3.3.3.3 and table 5.3.3.3.1.
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Home N3IWF identifier entry 1
	octet v+4

	
	
octet u

	
Home N3IWF identifier entry 2
	octet u+1

octet m

	
…

	

	
Home N3IWF identifier entry n

	

octet w


Figure 5.3.3.3.1: Content of home N3IWF identifier configuration
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	Home N3IWF identifier type
	octet v+4

	
Home N3IWF IP addresses
	octet v+5

octet x


Figure 5.3.3.3.2: Home N3IWF identifier entry (Home N3IWF identifier type = "IPv4", "IPv6" or "IPv4v6")
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	Home N3IWF identifier type
	octet v+4

	
Length of home N3IWF FQDN

	octet v+5


	
Home N3IWF FQDN

	octet v+6

octet x


Figure 5.3.3.3.3: Home N3IWF identifier entry (Home N3IWF identifier type = "FQDN")
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	Home N3IWF identifier type
	octet v+4

	
Length of Home N3IWF identifier contents

	octet v+5


	MCC digit 2
	MCC digit 1
	octet v+6

	0
	0
	0
	0
	MCC digit 3
	octet v+7

	Spare
	Spare
	Spare
	Spare
	
	

	
Home N3IWF FQDN

	octet v+8

octet x


Figure 5.3.3.3.4: Home N3IWF identifier entry (Home N3IWF identifier type = "SNPN FQDN")

Table 5.3.3.3.1: Home N3IWF identifier entry
	Home N3IWF identifier type (octet v+4) is set as follows:
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	0
	0
	0
	0
	0
	0
	0
	1
	
	IPv4

	0
	0
	0
	0
	0
	0
	1
	0
	
	IPv6

	0
	0
	0
	0
	0
	0
	1
	1
	
	IPv4v6

	0
	0
	0
	0
	0
	1
	0
	0
	
	FQDN

	0
	0
	0
	0
	0
	1
	0
	1
	
	SNPN FQDN

	All other values are reserved.

	

	If the home N3IWF identifier type indicates IPv4, then the home N3IWF IP addresses field in figure 5.3.3.3.2 contains an IPv4 address in octet v+5 to octet v+8.

	

	If the home N3IWF identifier type indicates IPv6, then the home N3IWF IP addresses field in figure 5.3.3.3.2 contains an IPv6 address in octet v+5 to octet v+20.

	

	If the home N3IWF identifier type indicates IPv4v6, then the home N3IWF IP addresses field in figure 5.3.3.3.2 contains two IP addresses. The first IP address is an IPv4 address in octet v+5 to octet v+8. The second IP address is an IPv6 address in octet v+9) to octet v+24.

	

	If the home N3IWF identifier type indicates FQDN, the length of the home N3IWF FQDN field (octet v+5) in figure 5.3.3.3.3 indicates the length of home N3IWF FQDN.

	

	[bookmark: _Hlk167768549]If the home N3IWF identifier type indicates SNPN FQDN for UE in SNPN access operation mode for non-3GPP access, the MCC field (octet v+6 to octet v+7) in figure 5.3.3.3.4 indicates the MCC of the country where the configured N3IWF for the subscribed SNPN is located, the home N3IWF FQDN field indicates the N3IWF FQDN of the subscribed SNPN.

	

	Home N3IWF FQDN field (octet v+6 to octet x) is encoded as defined in clause 28.3.2.2.2 in 3GPP TS 23.003 [4].
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