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	Reason for change:
	On processing of adhoc group emergency alert origination request, the controlling function should send the indication of successful receipt of an adhoc group emergency alert request and a SIP response to the recieved adhoc group emergency alert origination request. However, in the procedure, currently it is sending on determining the list of users from multiple PF are included which could result in sending multiple times to the user and there is no 200OK response sent to adhoc group emergency alert origination request.
Unwanted steps, duplicated wordings, and other editorial issues are observed.

	
	

	Summary of change:
	12.1A.3.1: 
1) Included the steps for sending SIP 200 (OK) response to the received SIP MESSAGE request for adhoc group emergency alert origination.
2) Included support to indicate successful receipt of an adhoc group emergency alert origination.
3) A new step is added to refer to the procedure which determines the user to be added or removed based on the user meeting or no longer meeting the criteria. 
12.1A.3.3: 
1) Removed incorrect steps.
2) Removed duplicated “according to” words occurances.
12.1A.3.4:
1) removed the sending of request to indicate successful receipt of an adhoc group emergency alert origination (moved this step to clause 12.1A.3.1).
2) Removed incorrect steps.


	
	

	Consequences if not approved:
	The request to indicate successful receipt of an adhoc group emergency alert origination will be sent multiple times and no clarity on whether and when a SIP 200 (OK) response to the received SIP MESSAGE request for adhoc group emergency alert origination is sent.
Incorrect information and lack of clarity leads to implementation errors.
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	This CR's revision history:
	Rev 1: 1) In 12.1A.3.1: Title adjustment in Controlling function to make it generic so that we can use the SIP MESSAGE handling with any description.
2) Updated the clauses to use the consistence term “adhoc group emergency alert”
3) In 12.1A.3.1: Moved the “cache the information…” moved out of sub step which depending on sending of 200OK response.
4) Added required elements <mcptt-calling-group-id> and <call-participants-criterias>.
[bookmark: _GoBack]5) Modified the sending of SIP MESSAGE request towards the MCPTT client to originating participating MCPTT function.
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[bookmark: _Toc162963127]12.1A.3.1	Handling of a SIP MESSAGE request for adhoc group emergency alert origination
Upon receipt of a "SIP MESSAGE request for adhoc emergency origination for controlling MCPTT function", the controlling MCPTT function:
1)	if unable to process the request due to a lack of resources or a risk of congestion exists, may reject the SIP MESSAGE request with a SIP 500 (Server Internal Error) response. The controlling MCPTT function may include a Retry-After header field to the SIP 500 (Server Internal Error) response as specified in IETF RFC 3261 [24]. Otherwise, continue with the rest of the steps;
NOTE 1:	If the SIP MESSAGE request contains an alert indication set to a value of "true", the controlling MCPTT function can, according to local policy, choose to accept the request.
2)	shall reject the SIP request with a SIP 403 (Forbidden) response and not process the remaining steps if an Accept-Contact header field does not include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt";
3)	if the received SIP MESSAGE request contains an application/vnd.3gpp.mcptt-info+xml MIME body with the <adhoc-alert-ind> element set to a value of "true":
a)	if the received SIP MESSAGE request is an unauthorised request for an MCPTT adhoc group emergency alert as specified in clause 6.3.3.1.13.8, shall reject the SIP MESSAGE request with a SIP 403 (Forbidden) response to the SIP MESSAGE request as specified in 3GPP TS 24.229 [4] with the following clarifications:
i)	shall include in the SIP 403 (Forbidden) response an application/vnd.3gpp.mcptt-info+xml MIME body as specified in clause F.1 with the <mcpttinfo> element containing the <mcptt-Params> element with the <alert-ind> element set to a value of "false"; and
ii)	shall send the SIP 403 (Forbidden) response as specified in 3GPP TS 24.229 [4] and skip the rest of the steps;
b)	if the received SIP MESSAGE request is an authorised request for an MCPTT adhoc group emergency alert as specified in clause 6.3.3.1.13.8, shall determine the MCPTT users that meet the criteria contained in the <call-participants-criterias> contained in the <anyExt> element of the <mcptt-Params> element of the <mcpttinfo> element of the application/vnd.3gpp.mcptt-info+xml MIME body in the SIP MESSAGE request:
NOTE 2:	The determination of meeting the criteria is left to implementation and can use additional predefined data stored on the controlling MCPTT function.
i)	shall create the adhoc group and generate the group identity to be associated with the adhoc group if the identity of adhoc group included in the <mcptt-request-uri> element of the <mcptt-Params> element of the <mcpttinfo> element containing in an application/vnd.3gpp.mcptt-info+xml MIME body received in the SIP INVITE request is not acceptable or not included;
ii)	shall determine the participants of the adhoc group emergency alert and send the adhoc group emergency alert, as specified in clause 12.1A.3.4;
iii)	shall generate a SIP 200 (OK) response to the received SIP MESSAGE request as specified in 3GPP TS 24.229 [4] with the following clarifications:
iv)	shall send the SIP 200 (OK) response to the received SIP MESSAGE according to rules and procedures of 3GPP TS 24.229 [4];
v)	shall cache the information that the MCPTT user has initiated an adhoc group emergency alert;
vi)	shall generate a SIP MESSAGE request as described in clause 6.3.3.1.20 to indicate successful receipt of an adhoc group emergency alert to the initiator, and shall include in the application/vnd.3gpp.mcptt-info+xml MIME body:
A)	the <adhoc-alert-ind> element set to a value of "true";
B)	the <adhoc-alert-ind-rcvd> element set to a value of true;
C)	the <mcptt-client-id> element with the MCPTT client ID that was included in the incoming SIP MESSAGE request;
D)	the <mcptt-calling-group-id> element set to the adhoc group identity as determined in this clause; and 
E)	the <call-participants-criterias> element as determined in step 5) b) in clause 12.1A.3.4; and 
vii)	shall send the SIP MESSAGE request towards the originating participating MCPTT function according to rules and procedures of 3GPP TS 24.229 [4]; and
4)	shall continue to include the MCPTT users meeting or to remove MCPTT users no longer meeting the criteria as specified in the clause 12.1A.3.3.

* * * Next Change * * * *
[bookmark: _Toc162963128][bookmark: _Toc162963129]12.1A.3.3	Handling of ongoing MCPTT adhoc group emergency alert
When the controlling MCPTT function is notified that a new MCPTT client is meeting the criteria, or that an MCPTT client does not meet the criteria any more, the controlling MCPTT function:
1)	shall for each new user determined to meet the criteria:
a)	generate an outgoing SIP MESSAGE request notification of the MCPTT user's adhoc group emergency alert indication as specified in clause 6.3.3.1.11 with the clarifications of clause 6.3.3.1.23;
b)	include, if not already present, an application/vnd.3gpp.mcptt-info+xml MIME body as specified in Annex F.1, and set the <adhoc-alert-ind> element to a value of "true"; and
c)	send the SIP MESSAGE request according to according to rules and procedures of 3GPP TS 24.229 [4];
2)	shall for each new user determined to not meet the criteria anymore:
a)	generate an outgoing SIP MESSAGE request notification of the MCPTT user's adhoc group emergency alert indication as specified in clause 6.3.3.1.11 with the clarifications of clause 6.3.3.1.23;
b)	include, if not already present, an application/vnd.3gpp.mcptt-info+xml MIME body as specified in Annex F.1, and set the <adhoc-alert-ind> element to a value of "false"; and
c)	send the SIP MESSAGE request according to according to rules and procedures of 3GPP TS 24.229 [4]; and
3)	shall send the SIP 200 (OK) response to the received SIP MESSAGE according to rules and procedures of 3GPP TS 24.229 [4];
4)	shall cache the information of the adhoc group identity and the list of MCPTT users that meet the criteria for the duration of the MCPTT adhoc group emergency alert;.
Upon receipt of SIP 2xx responses to the outgoing SIP MESSAGE requests shall:
1)	cache the information of the adhoc group identity and a separate list of MCPTT users that meet the criteria but did not respond with a SIP 2xx response to the above SIP MESSAGE request for notification of the MCPTT user's adhoc group emergency alert indication, for the duration of the MCPTT adhoc group emergency alert;
2)	determine the users that are authorized to receive MCPTT adhoc group emergency alert participant information as described in clause 6.3.3.1.13.10;
3)	for each new user determined to be authorized to receive MCPTT adhoc group emergency alert participant information:
a)	shall generate a SIP MESSAGE request as described in clause 6.3.3.1.24; and
b)		shall send the SIP MESSAGE request according to according to rules and procedures of 3GPP TS 24.229 [4].
* * * End of Changes * * * *

