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	Reason for change:
	For the data type ProblemDetailsEIMExt, both the ProblemDetails and CommonEASBinding are defined as required in the OpenAPI file. In additional, in the procedure also specified:

-	if there is already an existing Common EAS Binding information for the targeted application group, the ECS shall reject the request and respond with an HTTP "403 Forbidden" status code with the response body including the ProblemDetailsEIMExt data structure containing:
-	the ProblemDetails data structure containing the "cause" attribute set to the "EXISTING_COMMON_EAS" application error; and
-	the CommonEASBinding data structure containing the existing Common EAS Binding information.
Therefore, the cardinality of CommonEASBinding shall be set as mandatory.
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Additional discussion(if needed):
Proposed changes:

*** First Change ***
[bookmark: _Toc130662225][bookmark: _Toc151993985][bookmark: _Toc152000765][bookmark: _Toc152159370][bookmark: _Toc153792251][bookmark: _Toc162008506][bookmark: _Toc160570910][bookmark: _Hlk156387846]9.3.6.4.1	Type: ProblemDetailsEIMExt
Table 9.3.6.4.1-1: Definition of type ProblemDetailsEIMExt as a list of to be combined data types
	Data type
	Cardinality
	Description
	Applicability

	ProblemDetails
	1
	Represents error related information.
	

	[bookmark: _Hlk156387876]CommonEASBinding
	0..1
	[bookmark: _Hlk159028057]Represents the existing common EAS binding information for the application group.
	



*** End of Changes ***
