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This discussion paper identifies a list of technical improvements and enhancements to the Network Automation related services that may not be covered by other Rel-19 dedicated WIs.
Introduction
The bullets listed below identifies a set of technical improvements and enhancements to the Network Automation related services and functionalities specified in pre-Rel18 that may not be covered by other Release-19 dedicated WIs:

-
Completion of the support of Processing Instructions in ADRF.

-
The enhancement of collecting from the SMF.

-
The enhancement of Collective Behaviour of UEs in AF.

-
Completion of Nnwdaf_DataManagement_Fetch service operation related descriptions.

-
Completion of the support of Processing Instructions in MFAF.
Discussion
1) Completion of the support of Processing Instructions in ADRF and MFAF
In clauses 5A.4, 9.2 and 10.2 of TS 23.288 , the Processing instructions was described and defined as input parameter of the Nmfaf_3daDataManagement service and Nadrf_DataManagement service:

· In clause 5A.4, the Processing Instructions was introduced to process and aggregate the received notifications.
· In clauses 9.2 and 10.2, the Processing Instructions was defined as an input parameter of Nmfaf_3daDataManagement service and Nadrf_DataManagement service, which means that the MFAF and ADRF need to support to process the received notifications according to the Processing Instructions and provide a summary to the consumer.
But in the current definition of Nmfaf and Nadrf services, providing the summary of the received notifications according to the Processing Instructions were not defined, i.e. the stage 2 requirement defined for MFAF and ADRF were not implemented in stage 3.
2) The enhancement of collecting UPF information from the SMF
· In Table 6.4.2-2 of TS 23.288, collecting the UPF information from the SMF was removed in Rel-18. Furthermore, there is no data collected from SMF for DN Performance according to clause 6.14.2 of TS 23.288. However, in TS 29.508, the ServiceExperience and DnPerformance features are still present in the applicability field of upfInfo attribute in EventNotification data type.
· In Table 6.9.2-2 of TS 23.288, for the calculation of QoS Sustainability analytics, the UPF information will be collected from the SMF, but the corresponding feature is not added.
Based on the above analysis, clarification is needed for the scenarios in which the NWDAF needs to collect the UPF information from the SMF.
3) The enhancement of Collective Behaviour of UEs in AF
Table 6.5.2-4 of TS 23.288 defines the per UE attribute to be collected and processed by the AF, and the average speed of the UE was included. According to the description in TS 37.320, the UE speed indicates the moving speed of a UE, not the bandwidth information of the application.
4) Completion of Nnwdaf_DataManagement_Fetch service operation related descriptions
The current service description of Nnwdaf_DataManagement_Fetch service operation misaligns with the data model definition, e.g., the presence of dataNotification attribute, the description of "dataReports" attribute is missing, etc.

5) Corrections and/or updates to network data analytics related services missed in the previous 3GPP Releases, which are not covered by the other dedicated Rel-19 work items.
Proposal

We propose to have a new dedicated WID to specify the above enhancements.
3GPP

CT WG3 TD


