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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc34228173][bookmark: _Toc36041576][bookmark: _Toc36041732][bookmark: _Toc44680169][bookmark: _Toc45134766][bookmark: _Toc49583651][bookmark: _Toc51764088][bookmark: _Toc58838763][bookmark: _Toc59020078][bookmark: _Toc59020165][bookmark: _Toc68170829][bookmark: _Toc136523937][bookmark: _Toc153827585][bookmark: _Toc138693010][bookmark: _Toc153827683][bookmark: _Toc28012800][bookmark: _Toc36039087][bookmark: _Toc44688503][bookmark: _Toc45133919][bookmark: _Toc49931599][bookmark: _Toc51762857][bookmark: _Toc58848493][bookmark: _Toc59017531][bookmark: _Toc66279520][bookmark: _Toc68168542][bookmark: _Toc83233007][bookmark: _Toc85549985][bookmark: _Toc90655467][bookmark: _Toc105600343][bookmark: _Toc122114350][bookmark: _Toc153789250][bookmark: _Toc151878699][bookmark: _Toc11247315][bookmark: _Toc27044435][bookmark: _Toc36033477][bookmark: _Toc45131609][bookmark: _Toc49775894][bookmark: _Toc51746814][bookmark: _Toc66360358][bookmark: _Toc68104863][bookmark: _Toc74755493][bookmark: _Toc105674354][bookmark: _Toc130502393][bookmark: _Toc145704326][bookmark: _Toc151624321]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GMS	5G Media Streaming
AF	Application Function
API	Application Programming Interface
ASP	Application Service Provider
DCCF	Data Collection Coordination Function
EAS	Edge Application Server
EHE	Edge Hosting Environment
GMLC	Gateway Mobile Location Centre
GPSI	Generic Public Subscription Identifier
LCS	LoCation Services
LMF	Location Management FunctionMFAF	Messaging Framework Adaptor Function
NEF	Network Exposure Function
NF	Network Function
NWDAF	Network Data Analytics Function 
SMF	Session Management Function
SUPI	Subscription Permanent Identifier
URI	Uniform Resource Identifier
*** 2nd Change ***
4.7.1.1	Overview
The Nnef_UEId service is provided by the Network Exposure Function (NEF). This service allows:
-	 the NF service consumer (e.g., V-NEF) providing the external UE identifier to fetch the internal UE identifier used for e.g., the V-NEF to fetch the SUPI from the H-NEF for the roaming UE under the roaming agreement with the roaming partner(s); and
-	the NF service consumer (e.g., GMLC) to retrieve the UE ID mapping information.
*** 3rd Change ***
[bookmark: _Toc138693011][bookmark: _Toc153827684]4.7.1.2	Service Architecture
The 5G System Architecture is defined in 3GPP TS 23.501 [2].
The Nnef_UEId service is part of the Nnef service-based interface exhibited by the Network Exposure Function (NEF).
Known consumer of the Nnef_UEId service is:
-	Visited Network Exposure Function (V-NEF)
-	Gateway Mobile Location Centre (GMLC)



Figure 4.7.1.2-1: Reference Architecture for the Nnef_UEId Service; SBI representation



Figure 4.7.1.2-2: Reference Architecture for the Nnef_UEId Service: reference point representation
*** 5th Change ***
[bookmark: _Toc138693013][bookmark: _Toc153827686]4.7.1.3.1	Network Exposure Function (NEF)
The Network Exposure Function (NEF) allows: 
-	the NF service consumer (e.g., V-NEF) providing the external UE identifier to fetch the internal UE identifier from the H-NEF for the roaming UE under the roaming agreement with the roaming partner(s); and/or
-	the NF service consumer (e.g., GMLC) to retrieve the UE ID mapping information.
*** 6th Change ***
[bookmark: _Toc138693014][bookmark: _Toc153827687]4.7.1.3.2	NF Service Consumers
The known NF service consumers are as follows:
The Visited Network Exposure Function (V-NEF):
-	providing the external UE identifier to fetch the internal UE identifier from the H-NEF for the roaming UE under the roaming agreement with the roaming partner(s).
The Gateway Mobile Location Centre (GMLC):
-	Retrieving the UE ID mapping information from NEF.
*** 7th Change ***
4.7.2.1	Introduction
The Sservice operations defined for the Nnef_UEId Service are shown in table 4.7.2.1-1.
Table 4.7.2.1-1: Nnef_UEId Service Operations
	Service Operation Name
	Description
	Initiated by

	Nnef_UEId_Get
	This service operation is either:
-	used by the NF service consumer (e.g., V-NEF) providing the external UE identifier to fetch the internal UE identifier from the NEF (e.g., H-NEF) for the roaming UE under the roaming agreement with the roaming partner(s).
-	used by the NF service consumer (e.g., GMLC) to retrieve the UE ID mapping information.
	V-NEF



*** 8th Change ***
[bookmark: _Toc138693025][bookmark: _Toc153827691]4.7.2.2.1	General
The Nnef_UEId_Get service operation enables:
·  the NF service consumer (e.g., V-NEF) provisioning the external UE identifier to fetch the internal UE identifier from the H-NEF for roaming UE under the roaming agreement with the roaming partner(s);. and/or
· the NF service consumer (e.g., GMLC) to retrieve the UE ID mapping information.
The following procedure using the Nnef_UEId_Get service operation is supported:
-	tTo fetch the internal UE identifier for the roaming UE.
-	to retrieve UE ID mapping information.
*** End of Changes ***
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