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	Reason for change:
	Default HTTP messages for communication with the 5G ProSe haven’t been clarified according to TS 23.304

	
	

	Summary of change:
	Adding the HTTP messages for communication with the 5G ProSe

	
	

	Consequences if not approved:
	Test cases for NR sidelink U2N Relay will be not implementable
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This message is sent by the UE to the SS.
Table 4.7E-1: HTTP Request
	Derivation Path: RFC 7230 [x2]

	Header/param
	Value/remark
	Comment
	Condition

	Request-Line
	
	
	

		Method
	“POST”
	
	

		Request-URI
	Request-URI
	
	

		Version
	“HTTP 1.1”
	
	

	Content-Type
	
	
	

		media-type
	“application/vnd.3gpp-prose-pc3a+xml”
	
	

	Content-Length
	
	
	

		value
	length of the message body
	
	

	Message-body
	PC3a Control Protocol messages
	
	

	Note:	HTTP request may contain further headers which are ignored.
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This message is sent by the SS to the UE.
Table 4.7E-2: HTTP Response
	Derivation Path: RFC 7230 [x2]

	Header/param
	Value/remark
	Comment
	Condition

	Status-Line
	
	
	

		Version
	“HTTP 1.1”
	
	

		Code
	200
	
	

		Reason
	“OK”
	
	

	Content-Type
	
	
	

		media-type
	“application/vnd.3gpp-prose-pc3a+xml”
	
	

	Content-Length
	
	
	

		value
	length of the message body
	
	

	Message-body
	PC3a Control Protocol messages
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