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<START OF CHANGES>


5.5.3.4.2	Location-info (Configuration sent by the SS)

…

[bookmark: _Toc92288055][bookmark: _Toc92306456][bookmark: _Toc100443271][bookmark: _Toc163565920]-	MCData
Table 5.5.3.4.2-3: Location-info (Configuration sent by the SS) for MCData
	Derivation Path: TS 24.281 282 [8687] clause F.3D.4

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	location-info
	
	
	
	

	  Configuration
	
	
	
	

	    ConfigScope
	"Full"
	The MCData Client shall replace any previous configuration.
	
	

	    NonEmergencyLocationInformation
	
	
	
	

	      ServingEcgi
	present
	An optional element specifying that the serving E-UTRAN Cell Global Identity (ECGI) needs to be reported
	
	

	      NeighbouringEcgi
	present
	An optional element that can occur multiple times, specifying that neighbouring ECGIs need to be reported
	
	

	      MbmsSaId
	present
	An optional element specifying that the serving MBMS Service Area Id needs to be reported;
	
	

	      MbsfnArea
	present
	An optional element specifying that the MBSFN area Id needs to be reported;
	
	

	      GeographicalCoordinate
	present
	An optional element specifying that the geographical coordinate specified in clause 6.1 in 3GPP TS 23.032 [65] needs to be reported
	
	

	      minimumIntervalLength
	"10"
	A mandatory element specifying the minimum time the MCData client needs to wait between sending location reports. The value is given in seconds
	
	

	    EmergencyLocationInformation"
	
	
	
	

	      ServingEcgi
	present
	An optional element specifying that the serving E-UTRAN Cell Global Identity (ECGI) needs to be reported
	
	

	      NeighbouringEcgi
	present
	An optional element that can occur multiple times, specifying that neighbouring ECGIs need to be reported
	
	

	      MbmsSaId
	present
	An optional element specifying that the serving MBMS Service Area Id needs to be reported;
	
	

	      MbsfnArea
	present
	An optional element specifying that the MBSFN area Id needs to be reported;
	
	

	      GeographicalCoordinate
	present
	An optional element specifying that the geographical coordinate specified in clause 6.1 in 3GPP TS 23.032 [65] needs to be reported
	
	

	      minimumIntervalLength
	"5"
	A mandatory element specifying the minimum time the MCData client needs to wait between sending location reports. The value is given in seconds
	
	

	    TriggeringCriteria
	
	
	
	

	      CellChange
	not present
	
	
	

	      TrackingAreaChange
	not present
	
	
	

	      PlmnChange
	not present
	
	
	

	      MbmsSaChange
	not present
	
	
	

	      MbsfnAreaChange
	not present
	
	
	

	      PeriodicReport
	not present
	
	
	

	      TravelledDistance
	not present
	
	
	

	      McdataSignallingEvent
	not present
	
	
	

	      GeographicalAreaChange
	
	
	
	

	          AnyAreaChange
	not present
	
	
	

	          EnterSpecificAreaType
	not present
	
	
	

	          ExitSpecificAreaType
	not present
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