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1 Introduction
[bookmark: OLE_LINK104][bookmark: OLE_LINK105]In RAN4 WID [1], for 6Rx, an objective for SRS antenna switching is included but without RAN1 TU:  
	· Specify the requirements to support SRS antenna switching including t1r6, t2r6, t3r6, t4r6 depending on UE capability


The antenna switching 3T6R and 4T6R are both discussed in RAN1 and RAN4, however, there is no consensus achieved. 
In this paper, we provide rapporteur company’s view on antenna switching for 3T6R and 4T6R based on the discussion in RAN1 and RAN4. 
2 Discussion
In RAN4, 3T6R and 4T6R were discussed and a conclusion as follows, i.e., 3T6R and 4T6R are pending for RAN1 discussion and feedback, and then a LS to RAN1 (R4-2406718/R1-2403834) ask to consider 3T6R and 4T6R.
	Way forward [2]: RAN4 to focus on discussing ∆TRxSRS for 1tr6 and t2r6 until RAN1 concludes work on 3t6r and 4t6r. Pending RAN1 feedback, RAN4 can consider any necessary updates to the work scope in a Revised WID for the SRS antenna configurations subject to RAN Plenary approval.


In RAN1, both 3T6R and 4T6R have been discussed. However, there are no consensus for both 3T6R and 4T6R in RAN1, where the discussion in RAN1#117 is summarized in [3]. 
It should also be noted that 3T6R antenna switching was already discussed two times in Rel-19. In RAN1#116, there is a conclusion shown as follows, no consensus for 3T6R in Rel-19. Then, it was discussed again in RAN1#117, however, there is still no consensus to support 3T6R in Rel-19.
	Conclusion
There is no consensus in RAN1 to support antenna switching for 3TX UE in Rel-19



Based on the discussion in RAN1 and RAN4, 3T6R and 4T6R are clearly without consensus to support in Rel-19. Therefore, as rapporteur, we propose that:
Proposal 1: Remove 3T6R and 4T6R from the objectives in RAN4 WID.
3 Conclusion
Base on the above discussion, from the view of rapporteur, we propose that

[bookmark: _GoBack]Proposal 1: Remove 3T6R and 4T6R from the objectives in RAN4 WID.
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