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	Reason for change:
	One of the clause numbers in TS 38.133 section 9 got duplicated by CR2416, resulting in that there are two clause 9.5A.6.3: 
· 9.5A.6.3	Scheduling availability of UE performing L1-RSRP measurement in case of FR1-FR2 inter-band CA
· 9.5A.6.3	Scheduling availability of UE performing L1-RSRP measurement on FR2-2

Duplicated clause numbers cause confusion and violate the drafting rules in TR 21.801.

	
	

	Summary of change:
	One of clause 9.5A.6.3 is changed to (Void). The other clause 9.5A.6.3 is deleted. New clauses 9.5A.6.3A and 9.5A.6.3B are introduced with the original contents:
  
· 9.5A.6.3A	Scheduling availability of UE performing L1-RSRP measurement in case of FR1-FR2 inter-band CA
· 9.5A.6.3B	Scheduling availability of UE performing L1-RSRP measurement on FR2-2

(Reference: TR 21.801 clauses 5.2.1A, 5.2.1B, 5.2.1C) 

	
	

	Consequences if not approved:
	The error will remain and continue to cause confusion. Confidence in the specification will decline.
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	9.5A.6.3, 9.5A.6.3A (new), 9.5A.6.3B (new) 
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[bookmark: _Toc5952626][bookmark: _Toc535475973][bookmark: _Toc5952654]1st CORRECTION

[bookmark: _Hlk164303802]9.5A.6.3	(Void)Scheduling availability of UE performing L1-RSRP measurement in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on serving cell(s) under CCA.
9.5A.6.3	Scheduling availability of UE performing L1-RSRP measurement on FR2-2
The following scheduling restriction applies due to L1-RSRP measurement on an FR2-2 serving PCell and/or PSCell.
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking/CSI-RS for CQI on 
-	symbols corresponding to the SSB indexes configured for L1-RSRP measurement, and/or
-	symbols corresponding to the periodic CSI-RS resource configured for L1-RSRP measurement, and/or
-	symbols corresponding to the semi-perssitent CSI-RS resource configured for L1-RSRP measurement when the resource is activated, and/or
-	symbols corresponding to the aperiodic CSI-RS resource configured for L1-RSRP measurement when the reporting is triggered.
When intra-band carrier aggregation in FR2-2 is performed, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the band on the symbols that fully or partially overlap with restricted symbols.
For FR2-2, if following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type 2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for L1-RSRP measurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for L1-RSRP measurement.
9.5A.6.3A	Scheduling availability of UE performing L1-RSRP measurement in case of FR1-FR2 inter-band CA
There are no scheduling restrictions on FR2 serving cell(s) due to L1-RSRP measurement performed on serving cell(s) under CCA.
9.5A.6.3B	Scheduling availability of UE performing L1-RSRP measurement on FR2-2
The following scheduling restriction applies due to L1-RSRP measurement on an FR2-2 serving PCell and/or PSCell.
-	The UE is not expected to transmit PUCCH/PUSCH/SRS or receive PDCCH/PDSCH/CSI-RS for tracking/CSI-RS for CQI on 
-	symbols corresponding to the SSB indexes configured for L1-RSRP measurement, and/or
-	symbols corresponding to the periodic CSI-RS resource configured for L1-RSRP measurement, and/or
-	symbols corresponding to the semi-perssitent CSI-RS resource configured for L1-RSRP measurement when the resource is activated, and/or
-	symbols corresponding to the aperiodic CSI-RS resource configured for L1-RSRP measurement when the reporting is triggered.
When intra-band carrier aggregation in FR2-2 is performed, the scheduling restrictions on serving cell where L1-RSRP measurement is performed apply to all serving cells in the band on the symbols that fully or partially overlap with restricted symbols.
For FR2-2, if following conditions are met,
-	UE has been notified about system information update through paging,
-	The gap between UE’s reception of PDCCH that UE monitors in the Type 2-PDCCH CSS set and that notifies system information update, and the PDCCH that UE monitors in the Type0-PDCCH CSS set, is greater than 2 slots,
For the SSB and CORESET for RMSI scheduling multiplexing patterns 3, UE is expected to receive the PDCCH that UE monitors in the Type0-PDCCH CSS set, and the corresponding PDSCH, on SSB symbols to be measured for L1-RSRP measurement; and 
For the SSB and CORESET for RMSI scheduling multiplexing patterns 2, UE is expected to receive PDSCH that corresponds to the PDCCH that UE monitors in the Type0-PDCCH CSS set, on SSB symbols to be measured for L1-RSRP measurement.
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