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	36.108
	0022
	-
	Rel-18
	(LTE_NBIOT_eMTC_NTN_req-Core)CR for TS 36.108, Correction on antenna connector for RF requirements
	F
	18.5.0
	RAN4#111
	R4-2407466
	CATT
	LTE_NBIoT_eMTC_NTN_req-Core
	
	

	36.108
	0023
	-
	Rel-18
	(LTE_NBIOT_eMTC_NTN_req-Core)CR for TS 36.108, Correction on general SAN transmitter spurious emission limits
	F
	18.5.0
	RAN4#111
	R4-2407467
	CATT
	LTE_NBIoT_eMTC_NTN_req-Core
	
	

	36.108
	0024
	1
	Rel-18
	CR to 36.108: Minimum requirements for unwanted emissions for SAN
	F
	18.5.0
	RAN4#111
	R4-2409987
	NEC
	LTE_NBIoT_eMTC_NTN_req-Core
	
	

	36.108
	0026
	2
	Rel-18
	CR to TS 36.108: Band-agnostic OBUE requirement
	F
	18.5.0
	RAN4#111
	R4-2410002
	Huawei, HiSilicon
	LTE_NBIoT_eMTC_NTN_req-Core
	
	

	36.133
	7316
	1
	Rel-18
	Big CR to TS 36.133 on Correction of core and performance requirements for NB-IoT/eMTC NTN
	F
	18.5.0
	RAN4#111
	R4-2410242
	MediaTek inc.
	LTE_NBIOT_eMTC_NTN_req
	
	

	36.181
	0016
	-
	Rel-18
	[LTE_NBIOT_eMTC_NTN_req-Perf] CR on TS 36.181 for SAN Demodulation
	F
	18.3.0
	RAN4#111
	R4-2407150
	Nokia
	LTE_NBIoT_eMTC_NTN_req-Perf
	
	

	36.181
	0017
	-
	Rel-18
	(LTE_NBIOT_eMTC_NTN_req-Perf)CR for TS 36.181, Correction on antenna connector for demodulatin requirements
	F
	18.3.0
	RAN4#111
	R4-2407468
	CATT
	LTE_NBIoT_eMTC_NTN_req-Perf
	
	

	36.181
	0018
	-
	Rel-18
	(LTE_NBIOT_eMTC_NTN_req-Perf)CR for TS 36.181, Correction on general SAN transmitter spurious emission limits
	F
	18.3.0
	RAN4#111
	R4-2407469
	CATT
	LTE_NBIoT_eMTC_NTN_req-Perf
	
	

	36.181
	0020
	1
	Rel-18
	CR to TS 36.181: Band-agnostic OBUE requirement
	F
	18.3.0
	RAN4#111
	R4-2410022
	Huawei, HiSilicon
	LTE_NBIoT_eMTC_NTN_req-Perf
	
	


