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<Start of Change 1>
[bookmark: _Toc155428121][bookmark: _Toc155781139]6.9.3	Minimum Requirements for NCR
[bookmark: _Toc155428122][bookmark: _Toc155781140]6.9.3.1	Minimum requirements for NCR-Fwd
[bookmark: _Toc155428123][bookmark: _Toc155781141]6.9.3.1.1	Minimum requirements for NCR-Fwd type 1-C
For a NCR-Fwd operating at passband below 2496 MHz, the ACRR requirements in table 6.9.23-1 shall apply in downlink. In normal conditions the ACRR for downlink shall be higher than the value specified in the Table 6.9.2-1.
For a NCR-Fwd operating at passband above 2496 MHz, the ACRR requirements in table 6.9.2-1a shall apply in downlink. In normal conditions the ACRR for downlink shall be higher than the value specified in the Table 6.9.2-1a.
For a NCR-Fwd operating at passband below 2496 MHz, the ACRR requirements in table 6.9.2-2 shall apply in uplink. In normal conditions the ACRR for uplink shall be higher than the value specified in the Table 6.9.2-2.
For a NCR-Fwd operating at passband above 2496 MHz, the ACRR requirements in table 6.9.2-2a shall apply in uplink. In normal conditions the ACRR for uplink shall be higher than the value specified in the Table 6.9.2-2a.
<End of Change 1>
