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START OF CHANGES
[bookmark: _Toc162817036][bookmark: _Toc46494232][bookmark: _Toc52535126][bookmark: _Toc130937271][bookmark: _Toc60776920][bookmark: _Toc124712789][bookmark: _Toc60776830][bookmark: _Toc115428553][bookmark: _Toc60777460][bookmark: _Toc100930388][bookmark: _Toc60777491][bookmark: _Toc100930423][bookmark: _Hlk54199415][bookmark: _Toc60777267][bookmark: _Toc100844303][bookmark: _Toc20487230][bookmark: _Toc29342525][bookmark: _Toc29343664][bookmark: _Toc36566925][bookmark: _Toc36810362][bookmark: _Toc36846726][bookmark: _Toc36939379][bookmark: _Toc37082359][bookmark: _Toc46480989][bookmark: _Toc46482223][bookmark: _Toc46483457][bookmark: _Toc100791532]4.3.38.8	ntn-LocationBasedCHO-EFC-r18
This field indicates whether the UE supports location-based conditional handover for (quasi-)earth fixed cell, i.e., CondEvent D1 as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of cho-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817037]4.3.38.9	ntn-LocationBasedCHO-EMC-r18
This field indicates whether the UE supports location-based conditional handover for earth moving cell, i.e., CondEvent D1 as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of cho-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817038]4.3.38.10	ntn-TimeBasedCHO-r18
This field indicates whether the UE supports time-based conditional handover, i.e., CondEvent T1 as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of cho-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817039]4.3.38.11	ntn-LocationBasedMeasTrigger-EFC-r18
This field indicates whether the UE supports location-based measurement trigger in RRC_CONNECTED in (quasi-)earth fixed cell as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817040]4.3.38.12	ntn-LocationBasedMeasTrigger-EMC-r18
This field indicates whether the UE supports location-based measurement trigger in RRC_CONNECTED in earth moving cell as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817041]4.3.38.13	ntn-TimeBasedMeasTrigger-r18
This field indicates whether the UE supports time-based measurement trigger in RRC_CONNECTED as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817042]4.3.38.14	ntn-RRC-HarqDisableSingleTB-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration. This feature is only applicable if the UE supports ue-category-NB. A UE supporting this feature shall also indicate the support of ue-category-NB and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817043]4.3.38.15	ntn-OverriddenHarqDisableSingleTB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission by overriding the RRC configuration. A UE supporting this feature shall also indicate the support of ntn-RRC-HarqDisableSingleTB-r18.
[bookmark: _Toc162817044]4.3.38.16	ntn-DCI-HarqDisableSingleTB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission when HARQ feedback disabling per HARQ process for downlink transmission is not configured by RRC. This feature is only applicable if the UE supports ue-category-NB. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817045]4.3.38.17	ntn-RRC-HarqDisableMultiTB-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration when scheduled with downlink transmission of multiple TBs. This feature is only applicable if the UE supports ue-category-NB. A UE supporting this feature shall also indicate the support of npdsch-MultiTB-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817046]4.3.38.18	ntn-OverriddenHarqDisableMultiTB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission by overriding the RRC configuration when scheduled with downlink transmission of multiple TBs. A UE supporting this feature shall also indicate the support of ntn-RRC-HarqDisableMultiTB-r18.
[bookmark: _Toc162817047]4.3.38.19	ntn-DCI-HarqDisableMultiTB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission when HARQ feedback disabling per HARQ process for downlink transmission is not configured by RRC and when scheduled with downlink transmission of multiple TBs. This feature is only applicable if the UE supports ue-category-NB. A UE supporting this feature shall also indicate the support of npdsch-MultiTB-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817048]4.3.38.20	ntn-RRC-HarqDisableSingleTB-CE-ModeA-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration when operating in coverage enhancement mode A. This feature is only applicable if the UE supports ce-ModeA-r13. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817049]4.3.38.21	ntn-RRC-HarqDisableSingleTB-CE-ModeB-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration when operating in coverage enhancement mode B. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817050]4.3.38.22	ntn-OverriddenHarqDisableSingleTB-CE-ModeB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission by overriding the RRC configuration when operating in coverage enhancement mode B. A UE supporting this feature shall also indicate the support of ntn-RRC-HarqDisableSingleTB-CE-ModeB-r18.
[bookmark: _Toc162817051]4.3.38.23	ntn-DCI-HarqDisableSingleTB-CE-ModeB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission when HARQ feedback disabling per HARQ process for downlink transmission is not configured by RRC and operating in coverage enhancement mode B. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817052]4.3.38.24	ntn-RRC-HarqDisableMultiTB-CE-ModeA-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration when operating in coverage enhancement mode A and when scheduled with downlink transmission of multiple TBs. This feature is only applicable if the UE supports ce-ModeA-r13. A UE supporting this feature shall also indicate the support of pdsch-MultiTB-CE-ModeA-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817053]4.3.38.25	ntn-RRC-HarqDisableMultiTB-CE-ModeB-r18
This field indicates whether the UE supports HARQ feedback disabling per HARQ process for downlink transmission by RRC configuration when operating in coverage enhancement mode B and when scheduled with downlink transmission of multiple TBs. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of pdsch-MultiTB-CE-ModeB-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817054]4.3.38.26	ntn-OverriddenHarqDisableMultiTB-CE-ModeB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission by overriding the RRC configuration when operating in coverage enhancement mode B and when scheduled with downlink transmission of multiple TBs. A UE supporting this feature shall also indicate the support of ntn-RRC-HarqDisableMultiTB-CE-ModeB-r18.
[bookmark: _Toc162817055]4.3.38.27	ntn-DCI-HarqDisableMultiTB-CE-ModeB-r18
This field indicates whether the UE supports DCI-based HARQ feedback disabling for downlink transmission when HARQ feedback disabling per HARQ process for downlink transmission is not configured by RRC and operating in coverage enhancement mode B and when scheduled with downlink transmission of multiple TBs. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of pdsch-MultiTB-CE-ModeB-r16 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817056]4.3.38.28	ntn-SemiStaticHarqDisableSPS-r18
This field indicates whether the UE supports HARQ feedback transmission for the first SPS PDSCH transmission after activation when operating in coverage enhancement mode A. A UE supporting this feature shall also indicate the support of ce-ModeA-r13 and ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817057]4.3.38.29	ntn-UplinkHarq-ModeB-SingleTB-r18
This field indicates whether the UE supports HARQ Mode B. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17. For a UE indicating support of ce-ModeA-r13, this field also indicates whether the UE supports the corresponding LCP restrictions for uplink transmission.
[bookmark: _Toc162817058]4.3.38.30	ntn-HarqEnhScenarioSupport-r18
This field indicates whether the UL and DL HARQ process enhancements that are indicated as supported are applicable in GSO or NGSO scenarios for UE indicating support of GSO and NGSO scenarios. If this field is not included, the UL and DL HARQ process enhancements that are indicated as supported are applicable in both GSO and NGSO scenarios. The UL and DL HARQ process enhancements that are indicated as supported are mandatory for GSO scenario. This field is only applicable if the UE supports at least one of ntn-RRC-HarqDisableSingleTB-r18, ntn-OverriddenHarqDisableSingleTB-r18, ntn-DCI-HarqDisableSingleTB-r18, ntn-RRC-HarqDisableMultiTB-r18, ntn-OverriddenHarqDisableMultiTB-r18, ntn-DCI-HarqDisableMultiTB-r18, ntn-RRC-HarqDisableSingleTB-CE-ModeA-r18, ntn-RRC-HarqDisableSingleTB-CE-ModeB-r18, ntn-OverriddenHarqDisableSingleTB-CE-ModeB-r18, ntn-DCI-HarqDisableSingleTB-CE-ModeB-r18, ntn-RRC-HarqDisableMultiTB-CE-ModeA-r18, ntn-RRC-HarqDisableMultiTB-CE-ModeB-r18, ntn-OverriddenHarqDisableMultiTB-CE-ModeB-r18, ntn-DCI-HarqDisableMultiTB-CE-ModeB-r18, ntn-UplinkHarq-ModeB-SingleTB-r18 and ntn-UplinkHarq-ModeB-MultiTB-r18.
[bookmark: _Toc162817059]4.3.38.31	ntn-Triggered-GNSS-Fix-r18
This field indicates whether the UE supports network triggered GNSS position fix in RRC_CONNECTED as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17. If the UE indicates this capability, the UE shall support the following enhancements:
-	UE reports GNSS position fix time duration for measurement in RRCConnectionSetupComplete (-NB), RRCConnectionResumeComplete (-NB), and RRCConnectionReestablishmentComplete (-NB) and RRCConnectionReconfigurationComplete messages;
-	UE receives GNSS measurement trigger from eNB;
-	UE re-acquires GNSS position fix within a configured gap;
-	UE reports the remaining GNSS validity duration with MAC CE in RRC_CONNECTED.
[bookmark: _Toc162817060]4.3.38.32	ntn-Autonomous-GNSS-Fix-r18
This field indicates whether the UE supports autonomous GNSS position fix in RRC_CONNECTED as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17. If the UE indicates this capability, the UE shall support the following enhancements:
-	UE reports GNSS position fix time duration for measurement in RRCConnectionSetupComplete (-NB), RRCConnectionResumeComplete (-NB), and RRCConnectionReestablishmentComplete (-NB) and RRCConnectionReconfigurationComplete messages;
-	UE re-acquires GNSS autonomously (when configured by the network) if it does not receive eNB GNSS measurement trigger;
-	UE reports the remaining GNSS validity duration with MAC CE in RRC_CONNECTED.
[bookmark: _Toc162817061]4.3.38.33	ntn-UplinkTxExtension-r18
This field indicates whether the UE supports to perform UL transmission in a duration after original GNSS validity duration expires without GNSS re-acquisition as specified in TS 36.331 [5]. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817062]4.3.38.34	ntn-GNSS-EnhScenarioSupport-r18
This field indicates whether the GNSS measurement and UL transmission extension enhancements in RRC_CONNECTED that are indicated as supported are applicable in GSO or NGSO scenario for UE indicating support of GSO and NGSO scenarios. If this field is not included, the GNSS measurement and UL transmission extension enhancements in RRC_CONNECTED that are indicated as supported are applicable in both GSO and NGSO scenario. The GNSS measurement and UL transmission extension enhancements that are indicated as supported are mandatory for GSO scenario. This field is only applicable if the UE supports at least one of ntn-Triggered-GNSS-Fix-r18, ntn-Autonomous-GNSS-Fix-r18 and ntn-UplinkTxExtension-r18.
[bookmark: _Toc162817063]4.3.38.35	ntn-UplinkHarq-ModeB-MultiTB-r18
This field indicates whether the UE supports HARQ Mode B when scheduled with uplink transmission of multiple TBs. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17 and one of npdsch-MultiTB-r16, pdsch-MultiTB-CE-ModeA-r16 and pdsch-MultiTB-CE-ModeB-r16. For a UE indicating support of ce-ModeA-r13, this field also indicates whether the UE supports the corresponding LCP restrictions for uplink transmission.
[bookmark: _Toc162817064]4.3.38.36	eventD1-MeasReportTrigger-r18
This field indicates whether the UE supports location-based measurement report trigger in RRC_CONNECTED in (quasi-)earth fixed cell (i.e., event D1) as specified in TS 36.331 [5]. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc162817065]4.3.38.37	eventD2-MeasReportTrigger-r18
This field indicates whether the UE supports location-based measurement report trigger in RRC_CONNECTED in earth moving cell (i.e., event D2) as specified in TS 36.331 [5]. This feature is only applicable if the UE supports ce-ModeB-r13. A UE supporting this feature shall also indicate the support of ntn-Connectivity-EPC-r17.
[bookmark: _Toc130937364]
Unchanged part skipped
[bookmark: _Toc162817168]6.19.6	Cell reselection measurements triggering based on location for (quasi-)fixed cell
It is optional for UE camped on NTN (quasi-)earth fixed cell to support triggering of early cell reselection measurements based on the reference location broadcasted by the cell as specified in TS 36.304 [14]. This feature is only applicable if the UE supports ntn-Connectivity-EPC-r17.
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