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8.1	Random access preamble
<Unchanged parts are omitted>
[bookmark: OLE_LINK4]For a random access procedure associated with a feature combination indicated by FeatureCombinationPreambles, a UE is provided a number  of SS/PBCH block indexes associated with one PRACH occasion by ssb-perRACH-OccasionAndCB-PreamblesPerSSB or msgA-SSB-PerRACH-OccasionAndCB-PreamblesPerSSB when provided and a number  of contention based preambles per SS/PBCH block index per valid PRACH occasion by startPreambleForThisPartition and numberOfPreamblesPerSSB-ForThisPartition. For a random access procedure associated with a feature combination and msg1-RepetitionNum is not provided in FeatureCombinationPreambles, tThe PRACH transmission can be on a subset of PRACH occasions associated with a same SS/PBCH block index within an SSB-RO mapping cycle for a UE provided with a PRACH mask index by ssb-SharedRO-MaskIndex according to [11, TS 38.321].
<Unchanged parts are omitted>
For a PRACH transmission triggered by higher layers, if ssb-ResourceList is provided and msg1-RepetitionNum is not provided in RACH-ConfigDedicated, the PRACH mask index is indicated by ra-ssb-OccasionMaskIndex which indicates the PRACH occasions for the PRACH transmission where the PRACH occasions are associated with the selected SS/PBCH block index.
<Unchanged parts are omitted>

