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Overall description
RAN1 thanks RAN2 for the LS on the type 3 PHR for the Serving Cell Configured with mTRP. 
[bookmark: OLE_LINK89]Regarding the Enhanced Multiple Entry PHR for multiple TRP MAC CE for Rel-17 mTRP PUSCH repetition:
[bookmark: OLE_LINK9][bookmark: OLE_LINK15]Question a): Whether UE can provide one type 3 PH value instead of two type 1 PH values for a serving cell that is configured with mTRP PUSCH repetition?
[bookmark: OLE_LINK11][bookmark: OLE_LINK10]Answer on Q a):
According to the current RAN1 specification TS38.213 V18.2.0, if a UE is provide twoPHRmode, and is provided two SRS resource sets for codebook or non-codebook for a serving cell, the UE shall provide two Type 1 power headroom reports for the serving cell. In other words, Type 3 PH shall not be provided for the serving cell.

[bookmark: OLE_LINK17]Question 1-b): If answer to Question a is yes, in which case will the UE report the type 3 PH value for this serving cell, and in which case will the UE report two Type 1 PH values for this serving cell.


Regarding the Enhanced Multiple Entry PHR for multiple TRP STx2P MAC CE for Rel-18 STx2P:
[bookmark: OLE_LINK16][bookmark: OLE_LINK86]Question c): Whether UE can provide one type 3 PH value with one Pcmax instead of two type 1 PH values with two Pcmax for a serving cell that is configured with multipanelSchemeSDM or multipanelSchemeSFN?
[bookmark: OLE_LINK18]Answer on Q c): 
According to the current RAN1 specification TS38.213 V18.2.0, if a UE is provided twoPHRmode, and is configured with two SRS resource sets for codebook or noncodebook and is provided with multipanelScheme for a serving cell, the UE shall provide two Type 1 PHR for a serving cell. In other words, Type 3 PHR shall not be provided for the serving cell.

[bookmark: OLE_LINK39]Question d: If answer to Question c is yes, in which case will the UE provide type 3 PH value with one Pcmax for this serving cell, in which case will the UE provides two type 1 PH values with two Pcmax for this serving cell.

Actions 
To RAN2 group:
ACTION: RAN1 respectfully asks RAN2 to take the above feedback into consideration.
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