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	Reason for change:
	In RAN1 #113 meeting, it was agreed that for two TA enhancement, for the case when the UE does not support UL STxMP transmission, UE behavior of reducing the overlapping duration of the later of the two UL transmissions is an optional feature. The RRC parameter corresponding to this optional feature is not captured in TS38.213 currently.
	Agreement (RAN1#113 meeting)
For multi-DCI based Multi-TRP operation with two TA enhancement, for the case when the UE does not support UL STxMP transmission,
· for the baseline feature, the UE does not expect the two UL transmissions to overlap (i.e., scheduling restriction is applied to avoid overlap between the two UL transmissions)
· as an optional feature, the overlapping duration of the later of the two UL transmissions is reduced. 
· FFS: for the optional feature, whether or not the overlapping duration needs to be specified as 1 (in case 2) or 2 (in case 1) OFDM symbols where
· Case 1 applies when UE is capable of supporting MRTD > CP, SCS=60 kHz and frequency range is FR1.
· Case 2 applies in all other cases.




	
	

	Summary of change:
	Capture the RRC parameter of the optional feature that UE supports reducing the overlapping duration of the later of the two time-domain overlapping UL transmissions when the UE is not configured with UL STx2P for multi-DCI based multi-TRP operation with two TA enhancement in section 4.2 of TS38.213.


	
	

	Consequences if not approved:
	UE’s behavior on reducing the overlapping duration of the two UL transmissions is unclear when the UE is not configured with UL STx2P for ulti-DCI based multi-TRP operation with two TA enhancement.
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4.2	Transmission timing adjustments

===================== Unchanged parts omitted =====================
For operation with single TAG on a serving cell, if two adjacent slots overlap due to a TA command or due to update of  or , when applicable, the latter slot is reduced in duration relative to the former slot. The UE does not change  during an actual time domain window for a PUSCH or a PUCCH transmission [6, TS 38.214]. If the UE is not provided enableSTx2PofMDCI and operates with two TAGs on a serving cell, the UE does not expect transmissions associated with different TAGs to overlap unless the UE indicates XYZ overlapUL-TransReduction-r18; if the UE indicates XYZ overlapUL-TransReduction-r18, the UE reduces in duration a latter transmission using a first TAG to avoid overlapping with a former transmission using a second TAG.

===================== Unchanged parts omitted =====================


